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FOREWCRD

1. This Departnent of Defense Standard Practice is approved for use by the
Naval Sea Systens Command, Department of the Navy, and is available for use by all
Departments and Agencies of the Department of Defense.

2. Beneficial comrents (recommendations, additions, deletions) and any
pertinent data which may be of use in inproving this docunent shoul d be addressed to:
Department of the Navy, MNaval Sea Systens Command, ATTN SEA 05Q 1333 Isaac Hull
Avenue Sout heast, Stop 5160, Washi ngton Navy Yard, DC 20376-5160 by using the self-
addressed Standardi zati on Docunent | nprovenment Proposal (DD Form 1426) appearing at
the end of this document or by letter.

3. This standard practice provides detailed information and guidance to
personnel concerned with the installation of fiber optic cable topol ogies on Naval
surface ships and subrmarines. The methods specified herein are not identifiable to
any specific ship class or type, but are intended to standardize and nininize
variations in installation nethods to enhance the conpatibility of the installations
on all Naval ships.

4. In order to provide flexibility in the use and update of the installation
net hods, this standard practice is issued in eight parts; the basic standard practice
and seven nunbered parts as foll ows:

Part 1 Cables

Part 2 Equi prrent

Part 3 Cabl e Penetrations

Part 4 Cabl eways

Part 5 Connectors and | nterconnections

Part 6 Tests

Part 7 Pierside Connectivity Cabl e Assenblies and | nterconnecti on Hardware
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1. SCCPE

1.1 Scope. This standard practice provides detail ed nethods for installing
pi erside connectivity fiber optic cable assenblies and interconnection hardware.

1.1.1 Applicability. These criteria apply to installations on specific ships
when i nvoked by the governing ship/pier specification or other contractual docunent.
They are intended primarily for new construction; however, they are al so applicabl e
for conversion or alteration of existing ships/piers. The rapidly changi ng state of
the art in fiber optic technology makes it essential that sone degree of flexibility
be exercised in enforcing this docunent. Were there is a conflict between this
docunent and the ship/pier specification or contract, the ship/pier specification or
contract takes precedence. Were ship design is such that the nethods herei n cannot
be i npl enented, users should submt new methods or modifications of existing methods
for approval prior to inplementation to: Departnent of the Navy, Naval Surface
Warfare Center, Dahlgren D vision, ATTN Code B35, 17320 Dahl gren Road, Dahlgren, VA
22448-5100. Simlarly, users on pier designs should subnt new nethods or
nodi fications of existing nmethods to SPAWARSYSCOM PMWV 158.
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2. APPLI CABLE DOCUMENTS

2.1 Ceneral. The docunents listed in this section are specified in sections
3, 4 and 5 of this standard. This section does not include docunents cited in other
sections of this standard or recomrended for additional information or as exanpl es.
Wi le every effort has been nade to ensure the conpl eteness of this |ist, docunent
users are cautioned that they nust neet all specified requirenents docurents cited in
sections 3, 4 and 5 of this standard, whether or not they are |isted.

2.2 @overnnment docunents.

2.2.1 Specifications, standards and handbooks. The foll ow ng specifications,
standards and handbooks forma part of this document to the extent specified herein.
Unl ess ot herwi se specified, the issues of these docurments are those listed in the
Depart ment of Defense I ndex of Specifications and Standards (DCDI SS) and suppl erent s
thereto, cited in the solicitation

(see 6.2).
DEPARTMENT CF DEFENSE SPEC FI CATI ONS
M L-1-24728 - Interconnection Box, Fiber (ptic, Mtric, CGeneral
Specification for.
M L- PRF- 24792 - Adhesive, Epoxy, Two Part, Fiber Qptics.
M L- G 83522 - Connectors, Fiber ptic, Single Termnus, General

Speci fication for.

M L- PRF- 85045 Cabl es, Fiber ptic,(Metric) General Specification

for.

DEPARTMENT CF DEFENSE STANDARDS

M L-STD-2042-1 - Fiber ptic Cabl e Topol ogy Installation, Standard
Met hods for Naval Ships (Cables)(Part 1 of 7 Parts).

M L-STD-2042-2 - Fiber ptic Cabl e Topol ogy Installation, Standard
Met hods for Naval Ships (Equi prent)(Part 2 of 7
Parts).

M L-STD-2042-6 - Fiber ptic Topol ogy Installation, Standard Met hods

for Naval Ships (Tests)(Part 6 of 7 Parts).

(Unl ess ot herwi se indicated, copies of the above specifications, standards, and
handbooks are avail abl e fromthe Standardi zati on Docunents Order Desk, 700 Robbins
Ave, Building 4D, Philadel phia, PA 19111-5094.)

2.2.2 Qher Governnent docunents. The follow ng other Governnent docunents
forma part of this docunent to the extent specified herein. Unless otherw se
specified, the issues are those cited in the solicitation.

DEPARTMENT CF DEFENSE DRAW NGS

NAVSEA Drawing - 6872811 Tool Kit, ML-C 83522, Fiber otic, Navy
Shi pboar d.

- 6872813 Tool Kit, ML-G 28876, Fiber ptic, Navy
Shi pboar d.

- 7085185 Tool Kit, Fiber Ooptic, Navy Submarine

- 7325759 Pierside Connectivity, Urbilical Assenbly,
Fi ber ptic, Ship-To-Fier

2
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DEPARTMENT CF DEFENSE DRAW NGS (cont i nued)

NAVSEA Drawing - 7325760 Pierside Connectivity, Pigtail Assenbly,
Fi ber Optic, Jam Nut Mounted Receptacl e
(Hermaphroditic) To ST connect or

- 7325761 Pierside Connectivity, Pier Kit, Fiber
ptic, Pier Interface To Ship

- 7325762 Pierside Connectivity, Ship Kit, Fiber
otic, Ship Interface To Pier

- 7325763 Pierside Connectivity, Term nation Support
Kit, For Fiber Qotic ST Connector and Term ni

- 7379171 Fiber Optic Connectors, Hernmaphroditic,
Mil tipl e Rerovabl e Term ni

- 7379172 Renovable Termni For Miltiple Termni Fi ber
pti ¢ Connect ors

- 7379173 Cable, Fiber Optic, Pierside Use Only (Not
For Inboard O Qutboard Wse), 12 Breakout Cable
Count, Miltiple dasses (S ngle Mde, Miltinode,

Fi ber - Hybri d)

(Copi es of docunents shoul d be obtained fromthe contracting activity or as
directed by the contracting officer.)

2.3 Non-Governnent publications. The follow ng documents forma part of this
docurment to the extent specified herein. Unless otherw se specified, the issues of
t he docurents whi ch are DOD adopted are those listed in the 1ssue of the DCD'SS cited
inthe solicitation. Unless otherw se specified, the issues of docunents not |isted
inthe DODISS are the issues of the docunments cited in the solicitation (see 6.2).

AMERI CAN NATI CNAL STANDARDS | NSTI TUTE (ANSI)

ANSI Z7136. 2 - Safe Use of ptical F ber Communi cation Systens
Wilizing Laser D ode and LED Sources

(Application for copies should be addressed to the American National Standards
Institute, 1430 Broadway, New York, NY 10018-3308.)

ELECTRON CS | NDUSTRY ASSCOO ATl QV TELECOMWMUN CATI ONS | NDUSTRY ASSQOO ATI ON
El A Tl A- 440 - Fiber Qptic Term nol ogy.

(Application for copies should be addressed to d obal Engi neering Docurnents,
1990 M Street NW Suite 400, Washington, DC 20036.)

2.4 Oder of precedence. In the event of a conflict between the text of this
docurment and the references cited herein, the text of this document takes precedence.
Not hing in this docunment, however, supersedes applicable | aws and regul ati ons unl ess
a specific exenption has been obt ai ned.
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3. DEFINTIONS

3.1 Ceneral fiber optics terns. Definitions for general fiber optics terns
used in this standard practice are in accordance with EIA TIA440. Definitions for
other terns as they are used in this standard practice are given in the foll ow ng
par agr aphs.

3.2 Aignnent sleeve, cavity fixed. The cylindrical tube rmounted within the
det achabl e socket insert that positions the fiber protruding fromthe socket termnus
fiber with that of the pin term nus.

3.3 Aignnent sleeve, termnus fixed. The cylindrical tube nmounted onto the
socket termnus that positions the fiber protruding fromthe socket termi nus fiber
with that of the pin termnus.

3.4 Authorized approval. Authorized approval is witten approval fromthe
cogni zant Governnent activity.

3.5 Cable assenbly. A portion of the fiber optic cable plant that consists of
the fiber optic or other passive device termnated with connectors on each end. An
optical loss test in accordance with Method 6CL of ML-STD 2042 is performed on a
cabl e assenbl y.

3.6 Gommunication link. The transnitter, receiver and interconnecting fiber
optic cable assenblies. The nmost basic link is a point-to-point |ink, which consists
of a transmtter, receiver and interconnecting optical fiber (one cable link). Al
communi cati on systens can be broken down into sets of point-to-point fiber optic
comuni cation |1 nks.

3.7 Conposite cables. Cables that contain both optical fibers and netallic
conductors intended for communi cations use.

3.8 (Goss connect assenbly. A cable “adapter” used when a nested ship is
facing the opposite direction as the other ship(s) nmoored at that berth. The cable
corrects the pinout configuration to that of ships nested in the sane direction

3.9 Detachabl e socket insert. A front, renovable portion of the connector
insert or front surface that allows easy access for cleaning of the socket termnus,
ferrule end face.

3.10 End-to-end cable link. Two or nore fiber optic cabl e assenblies
conprising the optical path to carry optical data streanms fromone point (such as an
i nterconnection box) to anot her.

3.11 End user equiprent. End user equi pment refers to any cabinet, case,
panel , or device; that contains conponents that are either the origin or destination
of an optical signal.

3.12 Hermaphroditic connector. A hermaphroditic connector is a connector in
which cable plugs are able to nate with one another. The term hernaphroditic
connector is used in this standard when referring to either/both the hernmaphroditic
cabl e plug and hernaphroditic receptacl e.

3.13 Hermaphroditic cable plug. The cable plug is the conponent that nates
with a hermaphroditic receptacle when the cable plug is in the forward position
Bei ng hernmaphroditic, the cable plug (see figure 7-1) also is used to concatenate
unbi | i cal assenblies when one cable plug is in the forward position (femal e threads
exposed) and the mating cable plug is in the back position (nale threads exposed).
The hermaphroditic style connector is intended for use in concatenation as opposed to
poi nt -t o-poi nt applications.
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Hermaphroditic Cable Plug in Forward Position

FIQJRE 7-1. Hernmaphroditic cabl e plug.

3.14 Hernmaphroditic receptacle. The hermaphroditic receptacle (see figure 7-
2) is used at the interconnection box or panel, and is designed to mate with a cable
plug in the forward position. The hermaphroditic receptacle itself is not
her maphroditic, but I1s conpatible for mating with the hermaphroditic cable plug.

Detachable
Socket Insert

FIQJRE 7-2. Hernmaphroditic receptacle.

3.15 Hybrid cables. Cables that contain nore than one size and/or type of
optical fiber.

3.16 Installing activity. Aninstalling activity is any mlitary, conmercial
or industrial organization involved with the installation of fiber optic cables and
connections aboard Naval ships or at Navy piers.

3.17 |Interconnection hardware. The fiber optic conponents found at the ends
of cable assenblies that nechanically seals, protects or positions and/or that
optically aligns the connections at the ends of the cable assenblies.

I nt erconnecti on hardware incl ude interconnection boxes, patch panels, cabinets,
stuffing tubes and ST-to-ST adapters.

3.18 Loss budget. The allocation of optical |losses within a fiber optic
communi cations link. These |osses include component |osses (cabl es, connectors,
etc.), optical power penalties and other performance degradations (such as
envi ronmental |osses), and an optical margin for unforeseen or unpredictabl e changes
wi thin the comunications |ink

3.19 Measurenent Quality Junper (MY). Alowloss cable link or “test junper”
used as part of an optical test measurement. Use of an MY ensures that an installed
cable link being tested that has a narginal or unacceptabl e optica
attenuation/reflectance value will not be nasked by a poor optical quality (high
attenuation or reflectance) test junper
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3.20 Optical fiber cable conponent (OFC0). An CGFCCis a buffered fiber
augnented with a concentric |ayer of strength nmenbers and an overall jacket. See
singl e-fiber cable.

3.21 Optical Return Loss (CR). The accumul ative portions of the optical
power at each connection interface and the back scatter that is reflected back
towards the optical source. This accunul ative, returned optical power, neasured from
the transm ssion equi prent, is perfornmed at the systemlevel to verify that the
assenbl age of cable links is acceptable. The CRL is the opposite of the reflected
optical gain (loss is opposite of gain) and is calculated as a positive val ue.

3.22 Pierside cable. A fiber optic cable conmprised of 12 single-fiber cables
under a doubl e | ayer, polyurethane outer jacket. This nulti-fiber cable (see figure
7-3) is a hybrid cable containing 8 multinode fibers and 4 single node fibers. Wen
paH of the unbilical assenbly, this cable is referred to as unbilical assenbly
cabl e.

Arimid Yarn Arimid Yarn
\/ . T Buffered
Single Fiber Cable FEjper
Outer Jacket (Quantity: 12)
(2 Layers)

FIQJRE 7-3. Pierside cable construction.

3.23 Pierside connectivity fiber optic cable assenblies and interconnection
hardware. The fiber optic cables, connectors, interconnection boxes and patch
panel s, and ot her passive conponents that conprise the optical path to carry optical
data streans fronmito the interconnection box at the pier to/fromthe radi o room
onboard the ship (see figure 7-4).

Pier interconnection
box with patch panel

I: - Pigtail Assembly Umbilical
n

Assembly

Hand Crank Spooling
Device

~~Support
Umbilical Assembly
Cable to Ship

FIGQJRE 7-4. Pierside connectivity cable | ayout: pier-to-ship.
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3.24 Pigtail assenbly (see figure 7-5). A cable link found inside the pier
i nterconnection box that interfaces with the pier-to-ship unbilical assenbly. This
cable link has a hermaphroditic receptacle at one end and ST connectors at the other
end. The hermaphroditic receptacle mates with the unbilical assenbly. The ST
connectors al |l ow pat chi ng, when required, at the pier interconnection box.

L\ Wire Rope

4« with Ring

|
|
[
|

Fiber Optic
Single Fiber Cable

» I 8 MM & 4 SM
i Dust Cover [ ( )
with Internal >‘<
Threads %

____m——‘
9 — Q\ﬁ\s%:
Hermaphroditic H
(Compatible) v __//1 N
Receptacle ST Connectors (12) \‘
5

FIGRE 7-5. Pigtail Assenbly.

3.25 Reflectance. The portion of the optical power at one connection
interface that is reflected back towards the optical source. This returned optical
power at each connection interface is used to determine if the reflectance of each
connector is acceptable. Reflectance is the optical gain in a direction opposite
that of the forward signal and is nmeasured as a negative val ue.

3.26 Single-fiber cable. A buffered fiber augmented with a concentric | ayer of
strength nmenbers and an overall jacket. A so, the individual single-fiber cables
inside the outer jacket of a nultiple fiber cable.

3.27 Termnation. The process of placing a fiber optic connector on the end(s)
of a fiber optic cable. This process also nay be referred to as connector
installation, fabrication or assenbly.

3.28 Wrbilical assenbly . The detachable, not pernanently installed, cable
link used to provide a fiber optic connection between the pier and the ship(s). The
unbi | i cal assenbly (see figure 7-6) consists of a 152 meter, fiber optic cable with a
heLFaphroFitic connector (cable plug) on each end and spool ed onto a three flanged
cabl e ree
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FIGURE 7-6. Unbilical Assenbly.
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4. CENERAL REQU REMENTS

4.1 Fiber optic cable connection. Fiber optic connectors shall be used on the
ends of the pierside connectivity cable assenblies (see 3.5) for connections between
cabl e assenbl i es.

4.1.1 Connection conponent selection. The connection conponents shall be
those referenced in ship/pier specifications and drawi ngs. |In those instances where
the installing activity (see 3.16) is responsible for determning the correct
conponents, they shall be selected in accordance with 4.2 and 4. 3.

4.2 Fiber connectors. Fiber optic connectors shall be as follows:

a.

4.2.1

Shi pboard single termnus (light duty) connectors in accordance with ML-
G- 83522/ 16 shall be used to interconnect two optical fiber cable
conponents (COFCCs) inside an interconnection box or equi pnent. ST
connectors used at the pier shall be in accordance wth NAVSEA DNG
7325760.

Her maphroditic, nultiple term nus (heavy duty) connectors in accordance
with NAVSEA DWG 7379171 shal |l be used to interconnect the unbilica
assenbly to both the pier and the ship.

Installation. Connectors shall be installed on cables in accordance

wi th the methods herein and as foll ows:

a.

The connector pinout of each hernaphroditic cable plug or receptacl e shal
be as specified herein or in accordance with the approved draw ngs.

Wiere a hernmaphroditic connector is installed on the end of a cable, every
termnus position shall contain an optical termnus in accordance wth
NAVSEA DW5 7379172.

Her maphrodi tic receptacl es shall be used at the interconnection boxes
aboard ships. Pigtail assenblies in accordance with NAVSEA DWG 7325760
shall be used at the pier interconnection box.

4.3 Fiber optic splices. Fiber optic splices shall not be used during initial
installation for pierside connectivity connections.

4.4 Tests. Following installation, testing of all conponents of the pierside
connectivity cabl e assenblies shall be in accordance with Parts 7F and 71 of this
standard practice.

4.5 Safety precautions. The followi ng safety precautions apply:

a.

(bserve all witten safety precautions given in the methods of this
standard practice.

Cbserve all warning signs on equi pment and nateri al s.

The classification of a laser is based on the ability of the optical beam
to cause damage to the eye. Under nornal operating conditions, an optica
fiber comrunication system (GFCS) is inherently an eye safe system but,
when an optical fiber connection is broken and optical view ng instruments
are used, it is possible that hazardous energy can enter the eye. For
this reason four service group hazard cl asses have been devised to

i ndi cate the degree of hazard and required hazard control neasures. Refer
to ANSI 7136.2 for a full technical definition. The follow ng |aser
safety precautions shall apply:

(1) Ensure personnel are famliar with the | aser degree of hazard and the
required control neasures.
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(2) Light generated by light emtting diodes (LED s) and | aser di odes nay
not be visible but may still be hazardous to the unprotected eye.
Never stare into the end of an optical fiber connected to an LED or
| aser diode and do not stare into broken, severed or disconnected
optical cables.

(3) Do not viewthe prinmary beamor a specular reflection froman O-CS
with an optical mcroscope, eye | oupe or other view ng instrunent.
The instrument nmay create a hazard due to its |ight gathering
capability.

Saf ety gl asses shall be worn when handling bare fibers. A ways handl e
cable carefully to avoid personal injury. The ends of optical fibers nay
be extrenely sharp and can | acerate or penetrate the skin or cause

per manent eye danmage if touched to the eye. |f the fiber penetrates the
skin, it nmost likely will break off, in which case the extraction of the
fiber should be performed by trai ned nedi cal personnel to prevent further
conpl i cati ons.

Wash hands after handling bare fibers or performng fiber termnations.

Do not eat or drink in the vicinity of bare optical fibers. Ingested
optical fibers may cause serious internal danage

10
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5. DETA LED REQU REMENTS

5.1 Hermaphroditic connector installation. Installation of the NAVSEA DW5
7379171 hermaphroditic connector on fiber optic cable shall be in accordance with
Met hod 7AL.

5.1.1 Termni on shipboard cable OFCC ends. Method 7Al-1 shall be used to
install the connector and place ternini on the ends of shipboard cabl e G-CCs.

5.1.2 Pigtail assenbly. Method 7A1-1 shall be used to place termni on the
ends of pigtail assenblies.

5.1.3 Unbilical assenbly. Method 7Al1-2 shall be used to install the
her maphrodi ti c cable plug onto each end of the unbilical assenbly. The
her maphrodi ti c connector pinout for the unbilical assenbly shall be as shown in
Met hod 7AL.

5.2 Light duty connector installation. Light duty connectors in accordance
with ML-G83522/16 (for shipboard installations) or NAVSEA DNG 7325760 (for pier
i nterconnection box installations) shall be installed on fibers in accordance with
Met hod 5BL.

5.3 Shi pboard connector pi nout and patchi ng positions (wring diagran.

5.3.1 Configurations. The fibers to be placed into the hermaphroditic
receptacle in the interconnection boxes and the patch panel configuration in the
radio roomw || depend on the network configuration installed on the ship. Three
present ship network configurations are specified: ANV USQ 144B(V)2, AN USQ 144Q(V)2
and AN USQ 144D(V)2. A future, ship network configuration is specified as the fourth
configuration. A variance for the subnmarine configuration is specified as the fifth
configuration. Table 7-1 further subdivides these network configurations (versions)
by class (type/level of nested ship support), ship class and fiber type. This
subdivision is used to identify the pinout, patching positions and cabl e desi gnati ons
for the shipboard interconnection box(es) with the conpatibl e hernaphroditic
receptacle(s) to the nating unbilical assenbly. These pinouts, etc. are shown in
tables 7-11 through 7- XX

TABLE 7-1. Network configuration versions.
Ver si on d ass Net wor k Ship 4 asses Fi ber Pi nout
Conf i gurati on Type Tabl e
Desi gnati on
| T AN USQ 144B(V) 2 ACE, LPD, LSD, AGF, FFG DDG | nul ti node 7-11
DD, GG MM MHC si ngl e node 7-111
| S AN USQ 144B(V)2 | CV,CWN mul t i node 7-TV
si ngl e node 7-V
I P AN USQ 144B(V) 2 LHA LHD, LCC nul t i node 7-V
si ngl e nmode 7-\M |
I T AN USQ 144Q(V) 2 | ACE, LPD, LSD, AGF, FFG DDG | mul ti node 7-V 11
DD, GG MM MHC si ngl e node 7-1X
I S AN USQ 144QV)2 | CV,CWN nul t i node 7-X
si ngl e node 7- X
I P AN USQ 144Q(V) 2 LHA, LHD, LCC nmul t i node 7-X 1
si ngl e nmode 7-X 11
Il T AN USQ 144D(V)2 | ACE, LPD, LSD, AGF, FFG DDG | mul ti node 7-XIV
DD, GG MM MHC si ngl e node 7- XV
Il P AN USQ 144D( V) 2 LHA, LHD, LCC nul t i node 7- XVI
si ngl e node 7- XM |
Y T Fut ure To Be Determ ned mul ti mode 7-XM 1
si ngl e node 7- X1 X
Y B AN USQ 144A(V) 3~ | SSN SSBN mul ti node 7- XX
si ngl e node 7- XXl
NOTE: The unbilical assenbly for Version IV nust be configured with a cable
containing 6 nultinmode and 6 single node optical fibers.
11
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5.3.1.1 dass T. Fiber optic cable topology supports the through-the-ship
unbi |l i cal assenbly routing scheme for nested ships (see 5.6.1). Ether two
i nt erconnection boxes with conpatible receptacles for unbilical assenbly mating are
| ocated mid-ship, one port and one starboard, or one interconnection box with
conpatible receptacles is |ocated md-ship, depending on the size of the ship (see
figure 7-10 and 7-11). For the one interconnection box configuration, one receptacle
on the box is allocated for port connections and one is allocated for starboard
connecti ons.

5.3.1.2 dass S. Fiber optic topology does not support the through-the-ship
unbi | ical assenbly routing scheme. No nesting is intended for these ship classes.
I nt erconnecti on boxes with compatibl e receptacl es for unbilical assenbly nating are
| ocated forward and aft on the starboard side of the ship.

5.3.1.3 dass P. Fiber optic topology does not support the through-the-ship
unbi lical assenbly routing scheme. No nesting is intended for these ship cl asses.
| nt erconnecti on boxes with compatibl e receptacl es for unbilical assenbly nating are
| ocated nmid-ship on the port and starboard sides of the ship.

5.3.1.4 dass B. Fiber optic topology does not support the through-the-ship
unbi lical assenbly routing scheme. Nesting of boats is supported only if the over-
t he-deck unbilical assenbly routing scheme is used. Additionally, the
i nterconnection box at the pier nust contain a conpatible receptacle for the
unbi l i cal assenbly of each boat in the nest. One Interconnection box with a
conpatible receptacle for unbilical assenbly mating is | ocated on each boat.

5.3.2 Fiber designations. Fiber designations for each shipboard multinode and
single nmode cable are listed in tables 7-11 through 7- XX .

5.3.3 Radio roompatch panel |ayout (see figure 7-7 and figure 7-8).

5.3.3.1 Mersion |, Qass T and P, Version Il, dass T, Version Ill, dass T
and P; Version IV, Qass T (see fiqure 7-7). Ports 41, 48, 89 and 96 shoul d be
| abel ed TX or transmt, ports 42, 47, 90 and 95 should be | abel ed RX or receive. The
patch cord fromthe shi pboard network is to be placed either in 89 and 90 if the
starboard side of the ship is facing the pier or in 95 and 96 if the port side of the
ship is facing the pier. Patch panel layout is as foll ows:

a. Top four rows — starboard interconnection box cabl es.
b. Bottomfour rows — port interconnection box cabl es.

c. Top two rows (starting with ports 41 and 42) — multinmode cable fromthe
starboard i nterconnection box.

d. Next two rows fromthe top (starting with ports 43 and 44) — singl e node
cable fromthe starboard | nterconnecti on box.

e. Bottomtwo rows (starting with ports 47 and 48) — nultinode cable fromthe
port interconnection box.

f. Next two rows fromthe bottom(starting with ports 45 and 46) — singl e node
cable fromthe port interconnection box.

NOTE: Rows 5 through 8 are a mirror image of rows 1 through 4.

12
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5.3.3.2 Version |, class S (see figure 7-7). Ports 41, 48, 89 and 96 shoul d be
| abel ed TX or transmt, ports 42, 47, 90 and 95 should be | abel ed RX or receive. The
pat ch cord fromthe shi pboard network is to be placed either in 89 and 90 or in 95
and 96, depending on which side of the ship is expected to face the pier. Patch
panel layout is as foll ows:

a. Top four rows — starboard interconnecti on box 2 cabl es.
b. Bottom four rows — starboard interconnection box 1 cabl es.

c. Top two rows (starting with ports 41 and 42) — multinmode cable fromthe
starboard i nterconnection box 2.

d. Next two rows fromthe top (starting with ports 43 and 44) — singl e node
cable fromthe starboard | nterconnecti on box 2.

e. Bottomtwo rows (starting with ports 47 and 48) — nultinode cable fromthe
starboard i nterconnection box 1.

f. Next two rows fromthe bottom (starting with ports 45 and 46) — singl e node
cable fromthe starboard interconnection box 1.

5.3.3.3 Version 11, class S (see figure 7-7). Ports 17, 24, 65, and 72 shoul d be
| abel ed TX or transmt, ports 18, 23, 66, and 71 should be | abel ed RX or receive. The
patch cord fromthe shi pboard network is to be placed either in 65 and 66 or in 71
and 72, depending on which side of the ship is expected to face the pier. Patch
panel layout is as foll ows:

a. Top four rows — starboard interconnecti on box 2 cabl es.
b. Bottom four rows — starboard interconnection box 1 cabl es.

c. Top two rows (starting with ports 41 and 42) — multimode cable fromthe
starboard i nterconnection box 2.

d. Next two rows fromthe top (starting with ports 43 and 44) — singl e node
cable fromthe starboard | nterconnecti on box 2.

e. Bottomtwo rows (starting with ports 47 and 48) — nultinode cable fromthe
starboard interconnection box 1.

f. Next two rows fromthe bottom (starting with ports 45 and 46) — single node
cable fromthe starboard interconnecti on box 1.

5.3.3.4 Version 11, class P (see fiqure 7-7). Ports 17, 24, 65, and 72 shoul d be
| abel ed TX or transnit, ports 18, 23, 66, and 71 should be | abel ed RX or receive. The
patch cord fromthe shi pboard network is to be placed either in 65 and 66 if the
starboard side of the ship is facing the pier or in 71 and 72 if the port side of the
ship is facing the pier. Patch panel layout is as foll ows:

a. Top four rows — starboard interconnection box cabl es.
b. Bottomfour rows — port interconnection box cabl es.

c. Top two rows (starting with ports 41 and 42) — multimode cable fromthe
starboard i nterconnecti on box.

d. Next two rows fromthe top (starting with ports 43 and 44) — single node
cable fromthe starboard | nterconnection box.

e. Bottomtwo rows (starting with ports 47 and 48) — nultinode cable fromthe
port interconnection box.
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Next two rows fromthe bottom (starting with ports 45 and 46) — single node
cable fromthe port interconnection box.

5.3.3.5 Version V, class B (see figure 7-8). Ports 16 and 32 shoul d be | abel ed
TX or transmt, ports 12 and 28 should be | abel ed RX or receive. The patch cord from
t he shi pboard network is to be placed 28 and 32. Patch panel layout 1s as foll ows:

a.

NOTE:

Top two rows (starting with ports 4 and 8) — single node cable fromthe
hat ch i nt erconnecti on box.

Bottomtwo rows (starting with ports 12 and 16) — multinode cable fromthe
hat ch i nterconnection box.

Nunberi ng sequence is by colums on the 48 port patch panel (i.e., ports
in colum 1 are nunbered 1 through 8, those in colum 2 are 9 through
16, etc.). Nunbering sequence is by rows on the 16 port patch pane
(i.e., ports inrowl are nunbered 1 through 4, those inrow 2 are 5
through 8, etc.). See figure 7-8.

T
i

i

el

\ |
shabhsbhababababrb®
shephapesbhesbhebesbe®
shehesbheDesbHebebHam
rHEHrbHrHREDHEDHRBD M
sheghshzheheghsb e
IO ORAN DR ORI ORENDREI ORI

View from right side
shebhzphsbh2zbhesbhsbhzH
zhahebhzhsbhzbhabsb
ahesphesbhehapbhzsbab
mheEpehesbhsbhabhasbDab
chesp=pepezDeDe®
—Hep e DeDeD B e

| [ |
E E

View from left side

FIQURE 7-7. Patch panel designation for ships radi o roominterconnection box.
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View from right side
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16
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14

@@é@
@@é@
@@é@
@@é@

5
9
13

= =
View from left side

FIQURE 7-8. 16 port patch panel .

5.3.4 Hernaphroditic connector pinout designations. The pinout |ocations,

| ooki ng into the connector are shown in figure 7-9.

a. The nunber identifies the pin or socket |ocation nunber.
b. J identifies the location as a socket (jack) |ocation.
C. Pidentifies the location as a pin | ocation.
NOTE: The foll owing abbreviations are used in tables 7-11 through 7-XX:
Port-1J = port interconnection box hermaphroditic
receptacl e position 1J.
STBD 3P = starboard i nterconnecti on box hermaphroditic
receptacl e position 3P.
NC = termnated, but not connected.
PP = pat ch panel in ships’ radio roominterconnection
box.
P/ P-46 = ST-to- ST adapter port position 46 on the patch

panel .
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TABLE 7-11. Miltinode cable connections for version |, class T network configuration
(see figures 7-10 and 7-11).
Unit A Unit B CABLE TYPE OCOLCR Functi on Fi ber
Term No. | Term No. & Nunber CCE Desi gnat i on
Port-1J P/ P- 48 MULTI MODE FOPIER 1-M Bl ue TX (PCRT) FO Pl ER- 1- M 101
Port- 1P P/ P-47 MULTI MCDE FO PIER 1-M O ange | RX (PCRT) FO Pl ER- 1- M 102
Port-NC P/ P- 40 MULTI MCDE FO PIER 1-M Q een SPARE FO Pl ER- 1- M 103
Port-NC P/ P-39 MULTI MCDE FO PIER 1-M Br own SPARE FO PIER 1- M 104
Port-NC P/ P-32 MULTI MCDE FO PIER 1-M Q ay SPARE FO Pl ER- 1- M 105
Port-NC P/ P-31 MULTI MCDE FO PIER 1-M Wite SPARE FO Pl ER- 1- M 106
Port-NC P/ P-24 MULTI MCDE FO PIER 1-M Red SPARE FO Pl ER- 1- M 107
Port-NC P/ P-23 MULTI MCDE FO PIER 1-M Bl ack SPARE FO Pl ER- 1- M 108
STBD- 3P P/ P-41 MULTI MODE FO PI ER 3-M Bl ue TX (STBD) FO Pl ER- 3- M 101
STBD- 3J P/ P-42 MULTI MCDE FO Pl ER 3-M O ange RX ( STBD) FO Pl ER- 3- M 102
STBD- N C P/ P-33 MULTI MCDE FO PI ER 3-M Q een SPARE FO Pl ER- 3- M 103
STBD- N C P/ P-34 MULTI MCDE FO PI ER 3-M Br own SPARE FO PI ER 3- M 104
STBD- N C P/ P- 25 MULTI MCDE FO PI ER 3-M Q ay SPARE FO Pl ER- 3- M 105
STBD N C P/ P- 26 MULTI MCDE FO PI ER 3-M Wite SPARE FO Pl ER- 3- M 106
STBD- N C P/ P-17 MULTI MCDE FO PI ER 3-M Red SPARE FO Pl ER- 3- M 107
STBD N C P/ P-18 MULTI MCDE FO Pl ER 3-M Bl ack SPARE FO Pl ER- 3- M 108
Port-2J STBD- 1P MULTI MCDE FO Pl ER- 5-M Bl ue Pass Thru FO Pl ER- 5- M 101
Port - 2P STBD- 1J MULTI MCDE FO PI ER- 5-M O ange | Pass Thru FO Pl ER- 5- M 102
Port -3J STBD- 2P | MULTI MCDE FO Pl ER-5-M Q een Pass Thru FO Pl ER-5- M 103
Port - 3P STBD- 2J MULTI MCDE FO PI ER- 5-M Br own Pass Thru FO PI ER- 5- M 104
Port-4J STBD- 4P MULTI MCDE FO PI ER- 5-M Q ay Pass Thru FO Pl ER- 5- M 105
Port - 4P STBD- 4J MULTI MCDE FO PI ER- 5-M Wite Pass Thru FO Pl ER- 5- M 106
Port-NC STBD N C | MLTI MXDE FO Pl ER- 5-M Red SPARE FO Pl ER- 5- M 107
Port-NC STBD-N C | MLTI MDE FO PI ER- 5-M Bl ack SPARE FO Pl ER- 5- M 108
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TABLE 7-111. S ngle node cable connections for version I, class T network
configuration (see figures 7-10 and 7-11).
it A it B CABLE TYPE LR Funct i on Fi ber
Term No. Tﬁkr)m & Nunber CCoE Desi gnat i on
Port-5J P/ P- 46 SINGLE MXE | FO Pl ER 2-S Bl ue TX (PCRT) FO Pl ER- 2- S 101
Port - 5P P/ P- 45 SINGLE MXIE | FO Pl ER 2-S O ange | RX (PCRT) FO Pl ER- 2- S 102
Port - 6J P/ P- 38 SINGLE MXE | FOPIER 2-S QG een SPARE FO Pl ER- 2- S- 103
Port - 6P P/ P-37 SINGLE MXE | FO Pl ER- 2-S Br own SPARE FO PIER 2-S 104
Port-N C P/ P-30 SINGLE MXE | FOPIER 2-S Q ay SPARE FO Pl ER 2- S- 105
Port-NC P/ P-29 SINGLE MXIE | FO Pl ER- 2-S Wite SPARE FO Pl ER- 2- S 106
Port-NC P/ P-22 SINGLE MXE | FOPIER 2-S Red SPARE FO Pl ER 2- S- 107
Port-NC P/ P-21 SINGLE MXIE | FO Pl ER 2-S Bl ack SPARE FO Pl ER- 2- S 108
STBD- 5P P/ P-43 SINGLE MXIE | FO Pl ER-4-S Bl ue TX (STBD) FO Pl ER- 4- S 101
STBD- 5J P/ P-44 SINGLE MXE | FOPIER-4-S O ange RX ( STBD) FO Pl ER- 4- S 102
STBD- 6P P/ P- 35 SINGLE MXIE | FO Pl ER-4-S Q een SPARE FO Pl ER- 4- S 103
STBD- 6J P/ P- 36 SINGLE MXE | FOPIER-4-S Br own SPARE FO PIER 4-S 104
STBD- N C P/ P-27 SINGLE MXE | FO Pl ER-4-S Q ay SPARE FO Pl ER- 4- S 105
STBD N C P/ P-28 SINGLE MXE | FOPIER-4-S Wite SPARE FO Pl ER- 4- S- 106
STBD- N C P/ P-19 SINGLE MXE | FO Pl ER-4-S Red SPARE FO Pl ER- 4- S 107
STBD N C P/ P- 20 SINGLE MXE | FOPIER-4-S Bl ack SPARE FO Pl ER- 4- S- 108
17
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TABLE 7-1V. Miltinode cable connections for version |,

class S network configuration

(see figure 7-12).

Uit A Unit B CABLE TYPE COLCR Functi on Fi ber Desi gnation
Term No. Term & Nunber CCoE
No.
STBDL- 1P P/ P- 48 MULTI MODE FO Pl ER-9-M Bl ue TX(STBDL) FO Pl ER-9- M 101
STBD1- 1J P/ P-47 MULTI MCDE FO PI ER- 9-M O ange | RX(STBD1) FO Pl ER- 9- M 102
STBD1- 2P P/ P- 40 MULTI MCDE FO PI ER 9- M QG een SPARE FO Pl ER- 9- M 103
STBD1- 2J P/ P-39 MULTI MCDE FO PI ER- 9-M Br own SPARE FO PI ER-9- M 104
STBD1- 3P P/ P-32 MULTI MCDE FO PI ER 9- M Q ay SPARE FO Pl ER- 9- M 105
STBD1- 3J P/ P-31 MULTI MCDE FO PI ER- 9-M Wite SPARE FO Pl ER- 9- M 106
STBD1- 4P P/ P-24 MULTI MCDE FO PI ER 9- M Red SPARE FO Pl ER- 9- M 107
STBD1- 4J P/ P-23 MULTI MCDE FO PI ER- 9-M Bl ack SPARE FO Pl ER- 9- M 108
STBD2- 1P P/ P-41 MULTI MODE FO PIER 11- M Bl ue TX( STBDR) FO Pl ER- 11- M 101
STBD2- 1J P/ P-42 MULTI MCDE FO PIER 11- M O ange RX( STBDR) FO Pl ER- 11- M 102
STBD2- 2P P/ P-33 MULTI MCDE FO PIER 11- M Q een SPARE FO Pl ER- 11- M 103
STBD2- 2J P/ P-34 MULTI MCDE FO PIER 11- M Br own SPARE FO Pl ER 11- M 104
STBD2- 3P P/ P- 25 MULTI MCDE FO PIER 11- M Q ay SPARE FO Pl ER- 11- M 105
STBD2- 3J P/ P- 26 MULTI MCDE FO PIER 11- M Wite SPARE FO Pl ER- 11- M 106
STBD2- 4P P/ P-17 MULTI MCDE FO PIER 11- M Red SPARE FO Pl ER- 11- M 107
STBD2- 4J P/ P-18 MULTI MCDE FO PIER 11- M Bl ack SPARE FO Pl ER- 11- M 108
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TABLE 7-V. Single node cable connections for version I, class S network
configuration (see figure 7-12).
Unit A Unit B CABLE TYPE COLAR Functi on Fi ber Desi gnation
Term No. Term & Nunber QCDE
No.
STBD1- 5P P/P-46 | SSNQALE MDE | FOPIER10-S | Bl ue TX( STBDL) FO Pl ER 10- S-101
STBD1- 5J P/P-45 | SSNQLE MDE | FOPIER 10-S | Orange | RX(STBD1) FO Pl ER- 10- S- 102
STBD1- 6P P/P-38 | SSNQALE MDE | FOPIER10-S | Qeen SPARE FO Pl ER 10- S- 103
STBD1- 6J P/ P-37 | SINGLE MDE | FO PIER10-S Br own SPARE FO Pl ER- 10- S- 104
STBDI-NC | P/P-30 | SINALE MDE | FOPIER 10-S | Qay SPARE FO Pl ER 10- S- 105
STBDI-NC | PIP-29 [ SINGLE MDE | FOPIER-10-S | Wiite SPARE FO Pl ER 10- S- 106
STBDI-NC | P/P-22 | SINQLE MDE | FOPIER 10-S | Red SPARE FO Pl ER 10- S- 107
STBDI-NC | P/P-21 | SINGQLE MDE | FOPIER 10-S | Bl ack SPARE FO Pl ER 10- S- 108
STBD2- 5P P/P-43 | SINQLE MDE | FOPIER 12-S Bl ue TX( STBDR) FO Pl ER- 12- S 101
STBD2- 5J PIP-44 | SSNALE MDE | FOPIER12-S | Oange | RX(STBDR) FO Pl ER 12- S-102
STBD2- 6P P/P-35 | SAINQLE MDE | FOPIER 12-S | G een SPARE FO Pl ER- 12- S- 103
STBD2- 6J P/P-36 | SSNQALE MDE | FOPIER12-S | Brown SPARE FO Pl ER 12- S- 104
STBD2- N C P/P-27 | SINGLE MDE | FO PIER 12-S G ay SPARE FO Pl ER- 12- S 105
STBD2-NC | P/P-28 | SINALE MDE | FOPIER 12-S | Wiite SPARE FO Pl ER 12- S- 106
STBD2- N C P/P-19 | SINGLE MDE | FOPIER 12-S Red SPARE FO Pl ER- 12- S 107
STBD2-NC | P/P-20 | SINQLE MDE | FOPIER 12-S | Bl ack SPARE FO Pl ER 12- S-108
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Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.

TABLE 7-VI. Ml tinode cable connections for version I, class P network configuration
(see figure 7-13).
Uit A Unit B CABLE TYPE COLAR Functi on Fi ber Desi gnation
Term No. Term & Nunber CCoE
No.
Port-1J P/P-48 | MLTIMDE |FOPIER13-M | Blue TX (PCRT) FO PI ER- 13- M 101
Port- 1P P/ P-47 MULTI MCDE FO Pl ER 13- M O ange RX ( PCRT) FO Pl ER- 13- M 102
Port-2J PIP-40 | MLTIMDE |FOPER13-M | Qeen SPARE FO PI ER- 13- M 103
Port - 2P P/ P-39 MULTI MCDE FO Pl ER 13- M Br own SPARE FO Pl ER- 13- M 104
Port-3J PPP-32 | MLTIMDE |FOPER13-M | Qay SPARE FO Pl ER- 13- M 105
Port - 3P P/ P-31 MULTI MCDE FO PI ER 13- M Wite SPARE FO Pl ER- 13- M 106
Port-4J PIP-24 | MLTIMDE |FOPER13-M | Red SPARE FO PI ER- 13- M 107
Port - 4P P/ P-23 MULTI MCDE FO Pl ER 13- M Bl ack SPARE FO Pl ER- 13- M 108
STBD- 1P P/ P-41 MULTI MODE FO Pl ER 15- M Bl ue TX (STBD FO Pl ER 15- M 101
STBD- 1 PIP-42 | MLTIMDE |FOPIER15-M | Grange | RX (STBD FO PI ER- 15- M 102
STBD- 2P P/ P-33 MULTI MCDE FO Pl ER 15- M QG een SPARE FO Pl ER- 15- M 103
STBD- 2J P/P-34 | MLTIMDE | FOPIER15-M | Brown SPARE FO Pl ER- 15- M 104
STBD- 3P P/ P- 25 MULTI MCDE FO PI ER 15- M Q ay SPARE FO Pl ER- 15- M 105
STBD- 3J PIP-26 | MLTIMDE |FOPER15-M |Wite SPARE FO PI ER- 15- M 106
STBD- 4P P/ P-17 MULTI MCDE FO Pl ER- 15- M Red SPARE FO Pl ER- 15- M 107
STBD- 4J P/P-18 | MLTIMDE | FOPIER 15-M | Black SPARE FO PI ER- 15- M 108
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Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.

TABLE 7-M|. S ngle node cabl e connections for version |, class P network
configuration (see figure 7-13).
Unit A Unit B CABLE TYPE COLAR Functi on Fi ber Desi gnation
Term No. Term & Nunber CCoE
No.
Port -5J P/ P- 46 SI NGLE FO Pl ER 14-S Bl ue TX (PCRT) FO Pl ER- 14- S- 101
MCDE
Port - 5P P/ P- 45 SI NGLE FO Pl ER 14-S O ange | RX (PCRT) FO Pl ER 14- S- 102
MCDE
Port - 6J P/ P- 38 SI NGLE FO Pl ER 14-S Q een SPARE FO Pl ER- 14- S- 103
MCDE
Port - 6P P/ P-37 SINGLE FO Pl ER 14-S Br own SPARE FO Pl ER 14-S- 104
MCDE
Port-N C P/ P-30 SI NGLE FO PIER 14-S Q ay SPARE FO Pl ER- 14- S- 105
MCDE
Port-N C P/ P-29 SI NGLE FO Pl ER 14-S Wiite SPARE FO Pl ER 14- S 106
MCDE
Port-N C P/ P-22 SI NGLE FO PI ER 14-S Red SPARE FO Pl ER 14- S 107
MCDE
Port-N C P/ P-21 SI NGLE FO Pl ER 14-S Bl ack SPARE FO Pl ER- 14-S- 108
MCDE
STBD- 5P P/ P-43 SINGLE FO PI ER 16-S Bl ue TX (STBD) FO Pl ER 16-S 101
MCDE
STBD- 5J P/P-44 | SINGLE FOPIER16-S | Qange | RX (STBD) FO Pl ER-16- S- 102
MCDE
STBD- 6P P/ P-35 SI NGLE FO PIER 16-S QG een SPARE FO Pl ER- 16- S- 103
MCDE
STBD- 6J P/P-36 | SINGLE FOPIER 16-S | Brown | SPARE FO Pl ER 16- S- 104
MCDE
STBDNC | P/P-27 |SINAE FOPIER 16-S | Gay SPARE FO Pl ER- 16- S- 105
MCDE
STBDNC | P/P-28 |SINAE FOPIER16-S |Wite | SPARE FO Pl ER- 16- S- 106
MCDE
STBDNC | P/P-19 |SINAE FOPIER 16-S | Red SPARE FO Pl ER- 16- S- 107
MCDE
STBDNC | P/P-20 |SINAE FOPIER16-S |Black | SPARE FO Pl ER- 16- S- 108
MCDE
21




M L- STD- 2042- 7( SH)

TABLE 7-MI1. Miltinode cable connections for version Il, class T network
configuration (see figures 7-10 and 7-11).
Unit A Unit B CABLE TYPE COLR Functi on Fi ber Desi gnation
Term No. [ Term No. & Nurber QCDE
Port-4J P/ P- 48 MLTIMIDE | FOPER1-M Bl ue TX (PCRT) FO Pl ER- 1- M 101
Port - 4P P/ P-47 MLTIMILE | FOPER1-M Q ange RX (PCRT) FO Pl ER- 1- M 102
Port-NC P/ P- 40 MLTI MLE | FO Pl ER1-M Q een SPARE FO Pl ER- 1- M 103
Port-NC P/ P-39 MLTI MLE | FO Pl ER1-M Br own SPARE FO PIER 1- M 104
Port-NC P/ P-32 MULTI MCDE FO PIER 1-M Q ay SPARE FO Pl ER- 1- M 105
Port-NC P/ P-31 MULTI MCDE FO PIER 1-M Wite SPARE FO Pl ER- 1- M 106
Port-NC P/ P-24 MULTI MCDE FO PIER 1-M Red SPARE FO Pl ER- 1- M 107
Port-NC P/ P-23 MLTI MLE | FO Pl ER1-M Bl ack SPARE FO Pl ER- 1- M 108
STBD- 4P P/ P-41 MULTI MCDE FO PI ER 3-M Bl ue TX (STBD) FO Pl ER 3- M 101
STBD- 4J P/ P-42 MLTI MLE | FO Pl ER-3-M G ange RX ( STBD) FO Pl ER- 3- M 102
STBD- N C P/ P-33 MLTI MLE | FO Pl ER-3-M Q een SPARE FO Pl ER- 3- M 103
STBD- N C P/ P-34 MLTI MLE | FO Pl ER-3-M Br own SPARE FO PI ER 3- M 104
STBD N C P/ P- 25 MULTI MCDE FO Pl ER 3-M Q ay SPARE FO Pl ER- 3- M 105
STBD N C P/ P- 26 MULTI MCDE FO PI ER 3-M Wite SPARE FO Pl ER- 3- M 106
STBD- N C P/ P-17 MLTI MLE | FO Pl ER-3-M Red SPARE FO Pl ER- 3- M 107
STBD- N C P/ P-18 MLTI MLE | FO Pl ER-3-M Bl ack SPARE FO Pl ER- 3- M 108
Port-1J STBD-1P | MLTIMDE | FO PIER 5-M Bl ue Pass Thru FO PI ER- 5- M 101
Port - 1P STBD- 1J MLTI MLE | FO Pl ER-5-M G ange Pass Thru FO Pl ER- 5- M 102
Port-2J STBD-2P | MLTIMDE | FO PIER 5-M Q een Pass Thru FO Pl ER- 5- M 103
Port - 2P STBD- 2J MULTI MCDE FO PI ER- 5-M Br own Pass Thru FO PI ER-5- M 104
Port-3J STBD-3P | MLTIMDE | FOPIER 5-M Q ay Pass Thru FO Pl ER- 5- M 105
Port - 3P STBD- 3J MLTI MLE | FO Pl ER-5-M Wite Pass Thru FO Pl ER- 5- M 106
Port-NC STBDONC [ MLTIMDE |FOPERS5-M Red SPARE FO Pl ER- 5- M 107
Port-NC STIBDONC [ MLTIMLE |FOPERS5-M Bl ack SPARE FO Pl ER- 5- M 108
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TABLE 7-1 X Single node cabl e connections for version |l, class T network
configuration (see figures 7-10 and 7-11).
Unit A Unit B CABLE TYPE ALCR Functi on Fi ber
Term No. Term & Nunber e Desi gnat i on
No.
Port -5J P/ P- 46 SI NGLE FO PIER 2-S Bl ue TX (PCRT) FO Pl ER- 2-S- 101
MCDE
Port - 5P P/ P- 45 SI NGLE FO PIER 2-S QO ange RX (PCRT) FO Pl ER- 2- S- 102
MCDE
Port - 6J P/ P- 38 SI NGLE FO PIER 2-S Q een SPARE FO Pl ER- 2- S- 103
MCDE
Port - 6P P/ P-37 SINGLE FOPIER 2-S Br own SPARE FO PIER 2-S 104
MCDE
Port-N C P/ P-30 SI NGLE FOPIER 2-S QG ay SPARE FO Pl ER- 2- S- 105
MCDE
Port-N C P/ P-29 SI NGLE FOPIER 2-S Wi te SPARE FO Pl ER- 2- S 106
MCDE
Port-NC | P/P-22 |SINAE FOPIER2-S |Red SPARE FO Pl ER 2- S- 107
MCDE
Port-N C P/ P-21 SI NGLE FOPIER 2-S Bl ack SPARE FO Pl ER 2-S 108
MCDE
STBD- 5P P/ P-43 SI NGLE FO PIER-4-S Bl ue TX (STBD FO Pl ER- 4- S- 101
MCDE
STBD- 5J P/ P-44 SI NGLE FO PIER 4-S QO ange RX ( STBD) FO Pl ER 4- S- 102
MCDE
STBD- 6P P/ P-35 SI NGLE FO PIER 4-S Q een SPARE FO Pl ER- 4- S- 103
MCDE
STBD- 6J P/ P-36 SINGLE FOPIER 4-S Br own SPARE FO PIER 4-S 104
MCDE
STBDNC | P/P-27 |SINGAE FOPIER4-S | Qay SPARE FO Pl ER-4- S- 105
MCDE
STBDNC | P/P-28 |SINAE FOPIER4-S | Wite SPARE FO Pl ER-4-S- 106
MCDE
STBDNC | P/P-19 |SINAE FOPIER4-S | Red SPARE FO Pl ER-4- S- 107
MCDE
STBD-N C P/ P-20 SINGLE FOPIER 4-S Bl ack SPARE FO PIER 4-S 108
MCDE
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TABLE 7-X Ml tinode cabl e connections for version Il, class S network configuration

(see figure 7-12).

Unit A Unit B CABLE TYPE COLR Functi on Fi ber Desi gnation
Term No. Term & Nunber QCDE
No.

STBD1- 1P P/ P- 48 MLTIMLE | FOPIER9-M Bl ue SPARE FO Pl ER- 9- M 101
STBD1- 1J P/ P-47 MULTI MCDE FO Pl ER- 9- M O ange | SPARE FO Pl ER- 9- M 102
STBD1- 2P P/ P- 40 MLTIMLE | FOPER9-M Q een SPARE FO Pl ER- 9- M 103
STBD1- 2J P/ P- 39 MULTI MCDE FO Pl ER- 9-M Br own SPARE FO Pl ER- 9- M 104
STBD1- 3P P/ P-32 MLTIMLE | FOPER9-M Q ay SPARE FO Pl ER- 9- M 105
STBD1- 3J P/ P-31 MULTI MCDE FO Pl ER- 9- M Wite SPARE FO Pl ER- 9- M 106
STBD1- 4P P/ P-24 MLTIMLE | FOPER9-M Red TX( STBD1) FO Pl ER- 9- M 107
STBD1- 4J P/ P-23 MULTI MCDE FO Pl ER- 9- M Bl ack RX( STBD1) FO Pl ER- 9- M 108
STBD2- 1P P/ P-41 MULTI MCDE FO Pl ER- 11-M Bl ue SPARE FO Pl ER- 11- M 101
STBD2- 1J P/ P-42 MLTIMLE | FOPIER11-M | O ange | SPARE FO Pl ER- 11- M 102
STBD2- 2P P/ P-33 MLTIMLE |FOPER11-M | Qeen SPARE FO Pl ER- 11- M 103
STBD2- 2J P/ P-34 MULTI MCDE FO Pl ER- 11-M Br own SPARE FO Pl ER 11- M 104
STBD2- 3P P/ P- 25 MLTIMLE |FOPER11-M | Qay SPARE FO Pl ER- 11- M 105
STBD2- 3J P/ P- 26 MULTI MCDE FOPIER 11-M | Wite SPARE FO Pl ER- 11- M 106
STBD2- 4P P/ P-17 MLTIMLE |FOPER11-M | Red TX( STBDR) FO Pl ER- 11- M 107
STBD2- 4J P/ P-18 MULTI MCDE FO Pl ER- 11- M Bl ack RX( STBD2) FO Pl ER- 11- M 108
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TABLE 7-XI. Single node cabl e connections for version |l, class S network
configuration (see figure 7-12).
Unit A Unit B CABLE TYPE COLAR Functi on Fi ber Desi gnation
Term No. Term & Nunber CCoE
No.

STBD1- 5P P/ P- 46 SI NGLE FO Pl ER 10-S Bl ue TX(STBDL) FO Pl ER- 10- S- 101
MCDE

STBD1- 5J P/ P- 45 SI NGLE FO Pl ER 10-S QO ange RX( STBD1) FO Pl ER- 10- S- 102
MCDE

STBD1- 6P P/ P- 38 SI NGLE FO Pl ER 10-S Q een SPARE FO Pl ER- 10- S- 103
MCDE

STBDL1- 6J P/P-37 | SINGLE FO Pl ER 10-S Brown | SPARE FO Pl ER 10- S- 104
MCDE

STBDL- N C P/ P-30 SI NGLE FO PIER 10-S QG ay SPARE FO Pl ER- 10- S- 105
MCDE

STBDL- N C P/ P-29 SI NGLE FO PIER 10-S Wi te SPARE FO Pl ER- 10- S- 106
MCDE

STBDI-NC| P/P-22 |SINGAE FO Pl ER 10-S Red SPARE FO Pl ER 10- S- 107
MCDE

STBDI-NC| P/P-21 |SINGAE FO Pl ER 10-S Black | SPARE FO Pl ER 10- S- 108
MCDE

STBDR2- 5P P/ P-43 SI NGLE FO Pl ER 12-S Bl ue TX( STBLR) FO Pl ER- 12-S- 101
MCDE

STBD2- 5J P/ P- 44 SI NGLE FO Pl ER 12-S QO ange RX( STBDR) FO Pl ER 12- S- 102
MCDE

STBD2- 6P P/ P-35 SI NGLE FO Pl ER 12-S Q een SPARE FO Pl ER- 12- S- 103
MCDE

STBD2- 6J P/P-36 | SINGLE FO PIER 12-S Brown | SPARE FO Pl ER 12-S- 104
MCDE

STBR-NC | P/P-27 |SINGE FOPIER 12-S | Qay SPARE FO Pl ER-12- S- 105
MCDE

STBD2- N C P/ P-28 SINGLE FO PIER 12-S Wiite SPARE FO Pl ER 12- S 106
MCDE

STBR-NC| P/P-19 |SINGE FO PIER-12-S Red SPARE FO Pl ER- 12- S- 107
MCDE

STBR-NC| P/P-20 |SINGE FO PIER-12-S Black | SPARE FO PI ER-12- S- 108
MCDE
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M L- STD- 2042- 7( SH)

TABLE 7-XII. Miltinode cable connections for version Il, class P network
configuration (see figure 7-13).
Unit A Unit B CABLE TYPE COLAR Functi on Fi ber Desi gnation
Term No. Term & Nunber CCoE
No.
Port-1J P/P-48 | MLTIMDE |FOPIER13-M | Blue SPARE FO PI ER- 13- M 101
Port- 1P P/ P-47 MULTI MCDE FO Pl ER 13- M O ange | SPARE FO Pl ER- 13- M 102
Port-2J PIP-40 | MLTIMDE |FOPER13-M | Qeen SPARE FO PI ER- 13- M 103
Port - 2P P/ P-39 MULTI MCDE FO Pl ER 13- M Br own SPARE FO Pl ER- 13- M 104
Port-3J PPP-32 | MLTIMDE |FOPER13-M | Qay SPARE FO Pl ER- 13- M 105
Port - 3P P/ P-31 MULTI MCDE FO PI ER 13- M Wite SPARE FO Pl ER- 13- M 106
Port-4J PIP-24 | MLTIMDE |FOPER13-M | Red TX (PCRT) FO PI ER- 13- M 107
Port - 4P P/ P-23 MULTI MCDE FO Pl ER 13- M Bl ack RX ( PCRT) FO Pl ER- 13- M 108
STBD- 1P P/ P-41 MULTI MCDE FO Pl ER 15- M Bl ue SPARE FO Pl ER- 15- M 101
STBD- 1 PIP-42 | MLTIMDE |FOPIER15-M | Oange | SPARE FO PI ER- 15- M 102
STBD- 2P P/P-33 | MLTIMDE |FOPER15-M | Qeen SPARE FO PI ER- 15- M 103
STBD- 2J P/ P-34 MULTI MCDE FO PI ER 15- M Br own SPARE FO Pl ER- 15- M 104
STBD- 3P PIP-25 | MLTIMDE |FOPER15-M | Gay SPARE FO Pl ER- 15- M 105
STBD- 3J P/ P- 26 MULTI MCDE FO Pl ER 15- M Wite SPARE FO Pl ER- 15- M 106
STBD- 4P PIP-17 | MLTIMDE |FOPER15-M | Red TX (PCRT) FO PI ER- 15- M 107
STBD- 4J P/ P-18 MULTI MCDE FO Pl ER 15- M Bl ack RX ( PCRT) FO Pl ER- 15- M 108
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TABLE 7-XII1. Single node cable connections for version I, class P network
configuration (see figure 7-13).
Unit A Unit B CABLE TYPE COLAR Functi on Fi ber Desi gnation
Term No. Term & Nurber CCDE
No.
Port-5J PIP-46 | SINGLE FO Pl ER 14-S Bl ue TX (PCRT) FO Pl ER 14- S 101
MCDE
Port - 5P PIP-45 | SINGLE FO Pl ER 14-S Gange | RX (PCRT) FO Pl ER 14- S 102
MCDE
Port-6J P/P-38 | SINGLE FO Pl ER 14-S G een SPARE FO Pl ER 14- S 103
MCDE
Port - 6P P/ P-37 SI NALE FO PIER- 14-S Br own SPARE FO Pl ER- 14- S- 104
MCDE
Port-NC PIP-30 | SINGLE FO Pl ER 14-S Q ay SPARE FO Pl ER 14- S- 105
MCDE
Port-NC P/ P-29 SI NALE FO Pl ER- 14-S Wi te SPARE FO Pl ER- 14- S- 106
MCDE
Port-NC | P/P-22 |SINGE FO Pl ER 14-S Red SPARE FO Pl ER- 14- S- 107
MCDE
Port-NC | P/P-21 |SINGE FO Pl ER 14-S Bl ack SPARE FO Pl ER- 14- S- 108
MCDE
STBD- 5P PIP-43 | SINGLE FO PIER 16-S Bl ue TX (STBD) FO Pl ER 16- S 101
MCDE
STBD- 5J P/IP-44 | SINGLE FO PIER 16-S Gange | RX (STBD) FO Pl ER 16- S- 102
MCDE
STBD- 6P PIP-35 | SINGLE FO PIER 16-S G een SPARE FO Pl ER 16- S- 103
MCDE
STBD- 6J P/P-36 | SINGLE FO Pl ER 16-S Brown | SPARE FO Pl ER 16- S- 104
MCDE
STBDNC | P/P-27 |SINAE FOPIER16-S | Gay SPARE FO Pl ER- 16- S- 105
MCDE
STBDNC | P/P-28 |SINAE FOPIER16-S |Wite | SPARE FO Pl ER- 16- S- 106
MCDE
STBD-N C P/ P-19 SI NALE FO PIER-16-S Red SPARE FO PI ER- 16- S- 107
MCDE
STBDNC | P/P-20 |SINAE FO PI ER-16-S Black | SPARE FO Pl ER- 16- S- 108
MCDE
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TABLE 7-XIV. Miltinode ca

M L- STD- 2042- 7( SH)

bl e connections for version |I1,

class T network

configuration (see figures 7-10 and 7-11).
Unit A Unit B CABLE TYPE COLR Functi on Fi ber
Term No. | Term No. & Nunber e Desi gnat i on
Port-1J P/ P- 48 MULTI MODE FOPIER 1-M Bl ue TX (PCRT) FO Pl ER- 1- M 101
Port- 1P P/ P-47 MULTI MCDE FO PIER 1-M G ange RX ( PCRT) FO Pl ER- 1- M 102
Port-NC P/ P- 40 MULTI MCDE FO PIER 1- M Q een SPARE FO Pl ER- 1- M 103
Port-NC P/ P-39 MULTI MCDE FO PIER 1-M Br own SPARE FO PIER 1- M 104
Port-NC P/ P-32 MULTI MCDE FO PIER 1- M Q ay SPARE FO Pl ER- 1- M 105
Port-NC P/ P-31 MULTI MCDE FO PIER 1-M Wite SPARE FO Pl ER- 1- M 106
Port-NC P/ P-24 MULTI MCDE FO PIER 1- M Red SPARE FO Pl ER- 1- M 107
Port-NC P/ P-23 MULTI MCDE FO PIER 1-M Bl ack SPARE FO Pl ER- 1- M 108
STBD- 3P P/ P-41 MULTI MODE FO PI ER 3-M Bl ue TX (STBD) FO Pl ER- 3- M 101
STBD- 3J P/ P-42 MULTI MCDE FO Pl ER 3-M O ange RX ( STBD) FO Pl ER- 3- M 102
STBD- N C P/ P-33 MULTI MCDE FO PI ER 3-M Q een SPARE FO Pl ER- 3- M 103
STBD- N C P/ P-34 MULTI MCDE FO Pl ER 3-M Br own SPARE FO PI ER 3- M 104
STBD- N C P/ P- 25 MULTI MCDE FO PI ER 3-M Q ay SPARE FO Pl ER- 3- M 105
STBD N C P/ P- 26 MULTI MCDE FO PI ER 3-M Wite SPARE FO Pl ER- 3- M 106
STBD- N C P/ P-17 MULTI MCDE FO PI ER 3-M Red SPARE FO Pl ER- 3- M 107
STBD N C P/ P-18 MULTI MCDE FO PI ER 3-M Bl ack SPARE FO Pl ER- 3- M 108
Port-2J STBD- 1P MULTI MCDE FO PI ER- 5-M Bl ue Pass Thru FO Pl ER- 5- M 101
Port - 2P STBD- 1J MULTI MCDE FO PI ER 5-M G ange Pass Thru FO Pl ER- 5- M 102
Port -3J STBD-2P | MLTIMDE | FOPIER-5-M Q een Pass Thru FO Pl ER-5- M 103
Port - 3P STBD- 2J MULTI MCDE FO PI ER- 5-M Br own Pass Thru FO PI ER- 5- M 104
Port-4J STBD- 4P MULTI MCDE FO PI ER- 5-M Q ay Pass Thru FO Pl ER- 5- M 105
Port - 4P STBD- 4J MULTI MCDE FO PI ER- 5-M Wite Pass Thru FO Pl ER- 5- M 106
Port-NC STBD N C | MLTI MXDE FO Pl ER- 5-M Red SPARE FO Pl ER- 5- M 107
Port-NC STBD-N C | MLTI MDE FO PI ER- 5-M Bl ack SPARE FO Pl ER- 5- M 108
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TABLE 7-XV. Single node cabl e connections for version |I1,

M L- STD- 2042- 7( SH)

class T network

confiqguration (see figures 7-10 and 7-11).

Uit A Uit B CABLE TYPE COLCR Functi on Fi ber
Term No. Term & Nunber e Desi gnat i on
No.
Port-5J P/P-46 | SINQE FO PIER-2-S Bl ue TX (PCRT) FO PIER-2-S- 101
MCDE
Port - 5P P/ P-45 | SINQLE FO PIER-2-S QO ange RX (PCRT) FO PI ER-2- S 102
MCDE
Port-6J P/P-38 | SINQLE FO PIER-2-S QG een SPARE FO PI ER-2- S 103
MCDE
Port - 6P P/ P- 37 SI NGLE FOPIER 2-S Br own SPARE FO PIER 2-S 104
MCDE
Port-N C P/P-30 | SINQE FO PIER-2-S Q ay SPARE FO Pl ER-2- S 105
MCDE
Port-N C P/P-29 | SINQE FOPIER-2-S Wiite SPARE FO PI ER-2- S 106
MCDE
Port-N C P/ P-22 SI NGLE FOPIER 2-S Red SPARE FO Pl ER 2- S 107
MCDE
Port-N C P/ P-21 SI NGLE FOPIER 2-S Bl ack SPARE FO Pl ER 2- S 108
MCDE
STBD- 5P P/ P-43 SI NGLE FOPIER 4-S Bl ue TX (STBD FO PIER 4- S 101
MCDE
STBD- 5J P/ P- 44 SI NGLE FOPIER 4-S O ange RX ( STBD) FO Pl ER 4- S 102
MCDE
STBD- 6P P/ P-35 SI NGLE FOPIER 4-S G een SPARE FO Pl ER 4- S 103
MCDE
STBD- 6J P/ P- 36 SI NGLE FOPIER 4-S Br own SPARE FO PIER 4-S 104
MCDE
STBD-N C P/ P-27 SI NGLE FOPIER 4-S Q ay SPARE FO Pl ER 4- S 105
MCDE
STBDNC | P/P-28 |SINAE FO PIER 4-S Wi te SPARE FO Pl ER 4- S- 106
MCDE
STBDNC | P/P-19 | SINAE FO PIER 4-S Red SPARE FO Pl ER 4- S- 107
MCDE
STBDNC | P/P-20 | SINAE FO PIER 4-S Bl ack SPARE FO Pl ER 4-S- 108
MCDE
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TABLE 7-XVI. Miltinode cable connections for version Ill, class P network
configuration (see figure 7-13).
Unit A Unit B CABLE TYPE COLAR Functi on Fi ber Desi gnation
Term No. Term & Nunber CCoE
No.
Port-1J P/P-48 | MLTIMDE |FO P ER9-M Bl ue TX (PCRT) FO Pl ER- 9- M 101
Port- 1P P/ P-47 MULTI MCDE FO PI ER 9- M O ange RX ( PCRT) FO Pl ER- 9- M 102
Port-2J P/P-40 | MLTIMDE |FO P ER9-M Q een SPARE FO PI ER- 9- M 103
Port - 2P P/ P-39 MULTI MCDE FO PI ER 9- M Br own SPARE FO PI ER-9- M 104
Port-3J PIP-32 | MLTIMDE |FOPER9-M Q ay SPARE FO PI ER- 9- M 105
Port - 3P P/ P-31 MULTI MCDE FO PI ER 9- M Wite SPARE FO Pl ER- 9- M 106
Port-4J PIP-24 | MLTIMDE |FO P ER9-M Red SPARE FO PI ER- 9- M 107
Port - 4P P/ P-23 MULTI MCDE FO PI ER 9- M Bl ack SPARE FO Pl ER- 9- M 108
STBD- 1P P/ P-41 MULTI MODE FO PIER 11- M Bl ue TX (STBD FO Pl ER 11- M 101
STBD- 1 PIP-42 | MLTIMDE |FOPER11-M | Gange | RX (STBD FO PI ER- 11- M 102
STBD- 2P P/ P-33 MULTI MCDE FO PIER 11- M QG een SPARE FO Pl ER- 11- M 103
STBD- 2J PIP-34 | MLTIMDE |FOPER11-M | Brown SPARE FO Pl ER- 11- M 104
STBD- 3P P/ P- 25 MULTI MCDE FO PIER 11- M Q ay SPARE FO Pl ER 11- M 105
STBD- 3J PIP-26 | MLTIMDE |FOPER11-M |Wite SPARE FO PI ER- 11- M 106
STBD- 4P P/ P-17 MULTI MCDE FO PIER 11- M Red SPARE FO Pl ER- 11- M 107
STBD- 4J P/P-18 | MLTIMDE |FO P ER11-M | Black SPARE FO PI ER- 11- M 108
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TABLE 7-XMI1. Single node cable connections for version |11, class P network
configuration (see figure 7-13).
Unit A Unit B CABLE TYPE COLR Functi on Fi ber Desi gnation
Term No. Term & Nurber CCDE
No.
Port-5J P/IP-46 | SINGLE FO Pl ER 10-S Bl ue TX (PCRT) FO Pl ER 10- S- 101
MCDE
Port - 5P P/IP-45 | SINGLE FO Pl ER 10-S Gange | RX (PCRT) FO Pl ER 10- S- 102
MCDE
Port-6J P/P-38 | SINGLE FO Pl ER 10-S G een SPARE FO Pl ER 10- S- 103
MCDE
Port - 6P P/ P-37 SI NGLE FO PIER-10-S Br own SPARE FO Pl ER-10- S- 104
MCDE
Port-NC PIP-30 | SINGLE FO Pl ER 10-S G ay SPARE FO Pl ER 10- S- 105
MCDE
Port-N C PIP-29 | SINGLE FO PI ER 10-S Wite SPARE FO Pl ER 10- S- 106
MCDE
Port-NC Pl P-22 SINGLE FO PI ER-10-S Red SPARE FO Pl ER- 10- S 107
MCDE
Port-NC P/ P-21 SINGLE FO PIER-10-S Bl ack SPARE FO Pl ER- 10- S- 108
MCDE
STBD- 5P P/ P-43 SI NGLE FO PIER-12-S Bl ue TX (STBD) FO PIER- 12- S 101
MCDE
STBD- 5J P/P-44 | SINGLE FOPIER 12-S Oange | RX (STBD | FOPIER 12-S 102
MCDE
STBD- 6P P/P-35 | SINGE FO PIER 12-S Geen | SPARE FO Pl ER 12-S- 103
MCDE
STBD- 6J P/P-36 | SINGE FO Pl ER 12-S Brown | SPARE FO Pl ER 12-S- 104
MCDE
STBDNC | P/P-27 |SINALE FOPIER12-S | Qay SPARE FO PI ER-12- S- 105
MCDE
STBDNC | P/P-28 |SINGE FOPIER 12-S | Wite | SPARE FO PI ER-12- S- 106
MCDE
STBDNC | P/P-19 |SINAE FO Pl ER-12-S Red SPARE FO PI ER-12- S- 107
MCDE
STBDNC | P/P-20 |SINGAE FO Pl ER-12-S Black | SPARE FO PI ER-12-S- 108
MCDE
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TABLE 7-XMI11. Ml tinode cable connections for version 1V, class T network
configuration (see figures 7-10 and 7-11).
Unit A Unit B CABLE TYPE & Nunber OOLCR Functi on Fi ber
Term No. | Term No. e Desi gnat i on
Port-1J P/ P- 48 MLTIMDE | FOPER 1-M Bl ue TX (PCRT) FO Pl ER- 1- M 101
Port-1P P/ P-47 MLTI MLE | FO Pl ER1-M G ange RX ( PCRT) FO Pl ER- 1- M 102
Port-NC P/ P- 40 MULTI MCDE FO PIER 1- M Q een SPARE FO Pl ER- 1- M 103
Port-NC P/ P-39 MLTI MLE | FO Pl ER1-M Br own SPARE FO PIER 1- M 104
Port-NC P/ P-32 MULTI MCDE FO PIER 1- M Q ay SPARE FO Pl ER- 1- M 105
Port-NC P/ P-31 MLTI MLE | FO Pl ER1-M Wite SPARE FO Pl ER- 1- M 106
Port-NC P/ P-24 MULTI MCDE FO PIER 1- M Red SPARE FO Pl ER- 1- M 107
Port-NC P/ P-23 MLTI MLE | FO Pl ER1-M Bl ack SPARE FO Pl ER- 1- M 108
STBD- 3P P/ P-41 MULTI MCDE FO Pl ER 3-M Bl ue TX (STBD FO Pl ER 3- M 101
STBD- 3J P/ P-42 MLTI MLE | FO Pl ER-3-M G ange RX ( STBD) FO Pl ER- 3- M 102
STBD-N C P/ P-33 MLTIMDE | FO P ER 3-M QG een SPARE FO Pl ER- 3- M 103
STBD- N C P/ P-34 MLTI MLE | FO Pl ER-3-M Br own SPARE FO PI ER 3- M 104
STBD N C P/ P- 25 MULTI MCDE FO PI ER 3-M Q ay SPARE FO Pl ER- 3- M 105
STBD- N C P/ P- 26 MLTI MLE | FO Pl ER-3-M Wite SPARE FO Pl ER- 3- M 106
STBD- N C P/ P-17 MULTI MCDE FO PI ER 3-M Red SPARE FO Pl ER- 3- M 107
STBD- N C P/ P-18 MLTI MLE | FO Pl ER-3-M Bl ack SPARE FO Pl ER- 3- M 108
Port-2J STBD-1P | MLTIMDE | FO PIER 5-M Bl ue Pass Thru FO Pl ER- 5- M 101
Port- 2P STBD- 1J MLTI MDE | FOPIER 5-M Q ange Pass Thru FO Pl ER-5- M 102
Port-3J STBD-2P | MLTIMDE | FO PIER 5-M Q een Pass Thru FO Pl ER- 5- M 103
Port - 3P STBD- 2J MULTI MCDE FO PI ER- 5-M Br own Pass Thru FO PI ER-5- M 104
Port-NC STBD N C | MLTI MXDE FO PI ER- 5-M Q ay SPARE FO Pl ER- 5- M 105
Port-NC STIBDONC | MLTIMDE |FOPERS5-M Wite SPARE FO Pl ER- 5- M 106
Port-NC STBD N C | MLTI MDE FO PI ER- 5-M Red SPARE FO Pl ER- 5- M 107
Port-NC STIBDNC [ MLTIMDE | FOPERS5-M Bl ack SPARE FO Pl ER- 5- M 108
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TABLE 7-XIX. S ngle nobde cabl e connections for version |V, class T network
confiqguration (see figures 7-10 and 7-11).

Uit A Uit B CABLE TYPE & Nunber COLCR Functi on Fi ber
Term No. Term e Desi gnat i on
No.
Port-4J P/ P- 46 SI NALE FO PIER-2-S Bl ue TX (PCRT) FO PIER-2-S- 101
MCDE
Port - 4P P/ P- 45 SI NALE FO PIER-2-S QO ange RX (PCRT) FO PI ER-2- S 102
MCDE
Port-N C P/ P- 38 SI NALE FO PIER-2-S QG een SPARE FO PI ER-2- S 103
MCDE
Port-N C P/ P- 37 SI NGLE FOPIER 2-S Br own SPARE FO PIER 2-S 104
MCDE
Port-N C P/ P-30 SI NALE FO PIER-2-S Q ay SPARE FO Pl ER-2- S 105
MCDE
Port-N C P/ P-29 SI NALE FO PIER-2-S Wiite SPARE FO PI ER-2- S 106
MCDE
Port-N C P/ P-22 SI NGLE FOPIER 2-S Red SPARE FO Pl ER 2- S 107
MCDE
Port-N C P/ P-21 SI NGLE FOPIER 2-S Bl ack SPARE FO Pl ER 2- S 108
MCDE
STBD- 6P P/ P-43 SI NGLE FO PIER-4-S Bl ue TX (STBD FO PIER-4-S- 101
MCDE
STBD- 6J P/ P-44 SI NALE FO PIER-4-S QO ange RX ( STBD) FO Pl ER-4-S- 102
MCDE
STBD-N C P/ P- 35 SI NGALE FO PIER-4-S QG een SPARE FO Pl ER-4-S- 103
MCDE
STBD-N C P/ P- 36 SI NALE FO PIER-4-S Br own SPARE FO PIER-4-S- 104
MCDE
STBD-N C P/ P-27 SI NGLE FO PIER-4-S Q ay SPARE FO PI ER-4-S- 105
MCDE
STBD-N C P/ P- 28 SI NALE FO PIER-4-S Wite SPARE FO PIER-4-S- 106
MCDE
STBD-N C P/ P-19 SI NGLE FOPIER4-S Red SPARE FO Pl ER 4- S 107
MCDE
STBD-N C P/ P-20 SI NGLE FOPIER4-S Bl ack SPARE FO Pl ER 4- S 108
MCDE
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TABLE 7-XIX. S ngle nobde cabl e connections for version |V, class T network

configuration (see figures 7-10 and 7-11) - conti nued.

nit A Unit B CABLE TYPE & Nunber ALCR Functi on Fi ber
Term No. Term e Desi gnat i on
No.
Port -5J STBD- 4P | SI NGALE FO PIER-6-S Bl ue Pass Thru FO Pl ER- 6- S-101
MCDE
Port - 5P STBD-4J | SINAE FO PIER-6-S QO ange Pass Thru FO Pl ER- 6- S- 102
MCDE
Port - 6J STBD-5P | SI NGLE FO PIER6-S Q een Pass Thru FO Pl ER- 6- S- 103
MCDE
Port - 6P STBD- 5J SI NGLE FO PIER 6-S Br own Pass Thru FO PIER- 6-S 104
MCDE
Port-NC | STBD-N C | SINGAE FOPIER6-S QG ay SPARE FO Pl ER- 6- S- 105
MCDE
Port-NC | STBD-N C | SINGAE FOPIER 6-S Wi te SPARE FO Pl ER- 6- S- 106
MCDE
Port-NC | STBD-N C | SINGAE FOPIER6-S Red SPARE FO Pl ER 6- S- 107
MCDE
Port-NC | STBD-N C | SINGE FOPIER 6-S Bl ack SPARE FO Pl ER- 6- S- 108
MCDE
NOTE: Cable FOPIER-6-S is not shown on figures 7-10 and 7-11. This cable only

applies to Version IV, dass T).
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TABLE 7-XX. Miltinode cabl e connections for version V, class B network configuration
(see figures 7-14, 7-16 and 7-17).

Unit A Unit B CABLE TYPE QLR Function Fi ber

Term No. Tﬁkr)m & Nurber CCoE Desi gnat i on

Hat ch- 1J P/ P-16 MULTI MCDE FOPIER 1-M | Bl ue TX (Hatch) | FO PIER 1- M 101
Hat ch- 1P P/ P-12 MULTI MCDE FOPIER 1-M | Orange RX (Hatch) | FO Pl ER 1- M 102
Hat ch- 2J P/ P-15 MULTI MCDE FOPIER 1-M | Geen SPARE FO Pl ER- 1- M 103
Hat ch- 2P P/ P-11 MULTI MCDE FOPIER 1-M | Brown SPARE FO PIER 1- M 104
Hat ch- 3J P/ P-14 MULTI MCDE FOP ER 1-M | Gay SPARE FO Pl ER- 1- M 105
Hat ch- 3P P/ P-10 MULTI MCDE FOPIER 1-M | Wite SPARE FO Pl ER- 1- M 106
Hat ch- 4 P/ P-13 MULTI MCDE FOPIER 1-M | Red SPARE FO Pl ER- 1- M 107
Hat ch- 4P P/ P-9 MULTI MCDE FO PIER 1-M | Bl ack SPARE FO Pl ER- 1- M 108

TABLE 7-XXI. S ngle node cabl e connections for version V, class B network
configuration (see fiqures 7-14, 7-16 and 7-17).

nit A hit B CABLE TYPE OR Functi on Fi ber
Term No. Tﬁ{)m & Nunber QCDE Desi gnati on
Hat ch- 5J P/ P-8 SINGLE MXIE | FOPIER 2-S | Bl ue TX (Hatch) | FOPIER 2-S 101
Hat ch- 5P P/ P-4 SINGLE MTE | FOPIER 2-S | Oange | RX (Hatch) | FO Pl ER 2- S 102

Hat ch- PIP-7 SINGLE ME | FOPIER 2-S | G een SPARE FO Pl ER-2- S 103
Hat ch- 6P P/ P-3 SINGLE MXE | FO Pl ER-2-S | Brown SPARE FO PIER 2-S 104
Hatch-N C P/ P-6 SINGLE ME | FOPIER 2-S | G ay SPARE FO Pl ER-2- S 105
Hatch-N C P/ P-2 SINGLE ME | FOPIER2-S | Wite SPARE FO Pl ER- 2- S 106
Hatch-N C P/ P-5 SINGLE MDE | FOPIER- 2-S | Red SPARE FO Pl ER- 2- S- 107
Hatch-N C P/ P-1 SINGLE MXIE | FO PI ER- 2-S | Bl ack SPARE FO Pl ER- 2- S 108
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Detachable
Socket Insert

Socket Termini
1J to 6J

Pin Termini
1P to 6P

FI GQJRE 7-9. Hernaphroditic connector pinout designations.

5.4 Shipboard interconnecti on box placenent qui deli nes.

5.4.1 deanliness considerations. deanliness is a prine consideration to
reduce termni cleaning requirements with this fiber optic, unbilical assenbly
connection. Select a location for the shipboard interconnecti on boxes so that
Qern?ghroditic receptacle is not directly exposed to the weather or excessive

I rt/dust.

5.4.2 Description of the two preferred pierside connectivity installation
schenes. There are two pierside connectivity installation schenes that deternine the
nunber and pl acenent of the interconnection boxes. Selection is based on the ship
class (see table 7-XXI1). These two routing schenes are preferred to the extent that
t he t hrough-the-ship unbilical assenbly routing schene can be used in a nested ship
configuration (see 5.6). Alternate installations for different ship classes are
described in section 5.4.5. (see tables 7-XXII, 7-XXII1 and 7- XX V.)

a. Installation A (see figure 7-10). This pierside connectivity installation
is used for larger classes of surface ships (such as LPD, LSD, ACE and AGF).
These ships have a nidship di stance between the port and starboard
hat ch/ship entry point that is greater than 50 feet. This installation
schene places an interconnection box with a hermaphroditic receptacle at
m dshi ps, both port and starboard, and an interconnection box wth a patch
panel 1n the radio room Shipboard cable runs identified in 5.3.1 are nade
anmong these three interconnection boxes. The fiber optic conponents for
installation A less cable, are identified as the Installation AKit in
NAVSEA Drawi ng 7325762.

b. Installation B (see figure 7-11). This pierside connectivity installation
is used for smaller classes of surface ships (such as FFGs, DDGs, GG s and
DD s). These surface ships have a nidship di stance between the port and
starboard hatch/ship entry point that is less than 50 feet. This
installation schene places one interconnection box with two hernmaphroditic
receptacles (one allocated for port connections and the other allocated for
starboard connections) at a central |ocation (mdships) and an
i nterconnection box wth a patch panel in the radio room Shipboard cabl e
runs identified in 5.3.1 are nade between these two interconnection boxes.
This configuration is identified as the Installation B Kit in NAVSEA Draw ng
7325762.
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Dust coverfor |
receptacle (2X)

Hermaphroditic
receptacle (2X)

16 termini on end
of 2 cables (2X)

2 nylon stuffing tubes (2X)

1 SM 8 fiber cable &
1 MM 8 fiber cable

Patch cords —

Equipment rack

|

5

in radio room

FI QURE 7-10.

Installation “A’

g
/’7@’\\‘

— 1 MM 8 fiber cable

1 SM 8 fiber cable &
1 MM 8 fiber cable

Interconnection box cable

| entrance (use insert blocks)

|——— Patch Panel (1)

Interconnection box in
radio room

ST Connector on ends of cables (32)

shi pboard | ayout .

Dustcoverfor |
receptacle (2X)

Hermaphroditic
receptacle (2X) —

16 termini on end

of 2 cables (2X)
2 nylon stuffing tubes (2X) _]

1 SM 8 fiber cable & _|
1 MM 8 fiber cable

Patch cords —

Equipment rack

in radio room

FI GURE 7-11.

Installation “B’

Termini-to-termini
port-to-starboard,
jumper set (MM only)

1 SM 8 fiber cable &

r 1 MM 8 fiber cable

Interconnection box cable

L entrance {use insert blocks)

| —— Patch Panel (1)

Interconnection box in
radio room

ST Connector on ends of cables (32)

shi pboard | ayout .
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a.

5.4.4

a.
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Installation “A’ qgui dance

Pl ace the interconnecti on boxes w th hermaphroditic receptacl es mdship,
at port and starboard | ocations not directly exposed to the weat her

Determne the unbilical assenbly routing to the port/starboard
i nt erconnecti on box.

(1) If the unbilical assenbly is to be routed such that the hermaphroditic
cabl e plug approaches the interconnecti on box off the deck, place the
her maphroditic receptacl e on the bottomof the interconnection box.

(2) If the unbilical assenbly is to be routed such that the hermaphroditic
cabl e plug approaches the interconnection box fromthe overhead, place
the hermaphroditic receptacle on the top of the interconnection box.

Installation height of the port and starboard interconnection boxes shal
permt easy access to the hernmaphroditic receptacle. This access is
required for cleaning and connecting to the hernaphroditic cable plug on
the unbilical assenbly.

Installation “B’ gui dance.

Pl ace the interconnection boxes with the two hernmaphroditic receptacl es
m dship, at a location not directly exposed to the weat her.

Determne the unbilical assenbly routing to the nidship interconnection
box.

NOTE: Preferred routing of the unbilical assenbly approach to the
i nterconnection box is through or close to the overhead, when
f easi bl e.

NOTE: Locating the hermaphroditic receptacle on the top or bottomof the
interconnection box is recomrended to elimnate a sharp bend and
m ni n ze danger.

(1) If the unbilical assenbly is to be routed such that the hermaphroditic
cabl e plug approaches the interconnecti on box off the deck, place both
of the hermaphroditic receptacles on the bottomof the interconnection
box.

(2) If the unbilical assenbly is to be routed such that the hermaphroditic
cabl e plug approaches the interconnection box fromthe overhead, place
both of the hernaphroditic receptacles on the top of the
i nterconnecti on box.

Instal lation hei ght of the nidship interconnection box shall permt easy
access to the hermaphroditic receptacle. This access is required for

cl eani ng and connecting to the hermaphroditic cable plug on the unbilica
assenbl y.

Speci fic recommendations for ships with one interconnection box n dships.
Pl ace the m dshi p interconnection box on the aft bul khead in the mdship
passageway.

(1) Install 3 inch conduit ports above and to the side of the port and
starboard hatches at the m dship passageway.

NOTE: The intent is to route the unbilical assenbly fromthe pier
through the 3 inch conduit port, into the ship' s overhead, down
the aft bul khead to the jamnut nounted receptacles on the
i nt erconnection box.
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(2) PHace a protective cap with captivation device on each of the 3 inch
conduit ports.

5.4.5 Description of alternate pierside connectivity installation schenes.

a. Table 7-XXI'1 |ists pierside cable topol ogy configurations for various
surface ship classes. Figures 7-12 and 7-13 schematically represent two
different cable topology configurations, Installation C and Installation
D.

b. Table 7-XXIIl lists an alternative configuration for ships with no current
pi ersi de cabl e topol ogy installed; however, these ships have a requirenent
to transfer engineering data (such as nonitoring the propul sion plant). A
limted, cable topology is installed to suit the intended application
Figure 7-14 schenatical |y represents one potential (representative) cable
topol ogy configuration, Installation E

C. Table 7-XXIV |ists pierside cable topol ogy configurations for subnarine
classes. Figure 7-15 schematically represents the current situation where
no install ed, permanent shipboard cabl e topol ogy is present and
“renovabl e” equipnent is used, Installation F. Figure 7-16 schenatically
represents either an interimor pernanent cable topology configuration
where no penetration is made to the hull pressure boundary, Installation
G Figure 7-17 schematically represents a pernmanent cabl e topol ogy
configuration with a penetration through the hull pressure boundary,
Installation H
TABLE 7-XXI'|. Cable configurations for various ship classes.

Cabl e Change d ass Ship A asses

Confi gurati on FromlInstallation A or B Havi ng Thi s

Desi gn Configuration Configuration

Install None. T LPD, LSD, ACE,
- Unbilical routing schene, nested AG-
shi ps: through-the-ship
I nstall None. T FFG DDG CG
- Unbilical routing schene, nested DD, MM MHC
shi ps: through-the-ship
Install Install A except: S o, CW
- Forward-to-aft versus port-to-
starboard | ayout
- No forward-to-aft cable run
- Different hermaphroditic connector
pi n- out
- 1C box, forward & aft, nounted
starboard side
- Unbilical routing schene, nested
shi ps: None
I nstall Install A except: P LHA, LHD LCC
- No port-to-starboard cable run
- Dfferent hermaphroditic connector
pi n- out
- Unbilical routing schene, nested
shi ps: None

Notes for table 7-XX |

1. No forward-to-aft cable run = no cable run from*“forward” to “aft”
i nterconnection box for nested ship connectivity. Result is that
t hr ough-t he- ship, unbilical routing schene cannot be used.

2. No port-to-starboard cable run = no cable run from*“port” to
“starboard” interconnection box for nested ship connectivity. Result is
that through-the-ship, unbilical routing scheme cannot be used.
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Forward interconnection box
1 SM 8 fiber cable and {one of two possible umbilical
1 MM 8 fiber cable \ assembly connection points)

Patch cords —

Interconnection box

e in radio room
r_]!p_i_‘ /
i LY Patch Panel (1)

—~~J_ ST Connector on
1 SM 8 fiber cable and ends of cables (32)
1 MM 8 fiber cable >

’/

Equipment rack

in radio room \

v

- «—T 126Ntylon-sfuff|ng ct’ubes (2X)
Hermaphroditic ermini on en
of 2 cables (2X

gt\ (2X)

Receptacle (2X)
\

Aft interconnection box

Dust cover for
receptacle (2X)

FIGQURE 7-12. |Installation “C shi pboard | ayout.

Dust coverfor __ |
receptacle (2X)

Hermaphroditic
receptacle (2X)

16 termini on end
of 2 cables (2X)

2 nylon stuffing tubes (2X) —

1 SM 8 fiber cable & _|
1 MM 8 fiber cable

Patch cords ——

1 SM 8 fiber cable &
L 1 MM 8 fiber cable

Interconnection box cable
|—"entrance (use insert blocks)

| —— Patch Panel {1)
| Interconnection box in

Equipment rack -
i i radio room

inradioroom —

ST Connector on ends of cables (32)

FIQURE 7-13. Installation “D’ shipboard | ayout.
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TABLE 7-XXI'11. Cne cable configuration for ships with linmted service.
Cabl e Change Ship 4 asses
Confi gurati on Fromlnstallation A or B Havi ng Thi s
Desi gn Confi gurati on Confi guration
Install E e mdship I C box wth one hermaphroditic No ADNS
pi gtail assenbly, no redundant cable run i nstal |l ed,
fromnmdship I C box to radi o room transfer HWRE
- Unbilical routing schene, nested ships: data only

over -t he- deck

Notes for table 7-XXI I 1.

1. HWE
2. ADNS

Hul I, Mechani cal
Automated Digital

& Blectrical.
Net wor k System

TABLE 7-XXIV. Cabl e confiqgurations for submari ne cl asses.

ST connectors on ends

- Only one hermaphroditic receptacle

- Interconnection box | ocated wthin 10
feet of hull penetrator

- Hiull penetrator-to-unbilica
cabl e required

- Unbilical assenbly connected via
converter cable

- No port-to-starboard cabling

- Different hermaphroditic connector pin-
out

- Urbilical assenbly connected outside hul
pressure boundary

- Unbilical routing schene
over - t he- deck

converter

nest ed boat s:

Cabl e Change CLASS | Ship d asses
Configuration FromlInstallation Aor B Havi ng Thi s
Desi gn Configuration Configuration
Install F No per manent shi pboard, cable runs N A SSN,  SSBN
installed
- Portable Pier Connectivity Suitcase
- Connector converter box
- Unbilical routing schene, nested boats:
over - t he- deck
Install G Install B except: B SSN,  SSBN
- No pressure hull penetration
- Only one hermaphroditic receptacle
- No port-to-starboard cabling
- Dfferent hermaphroditic connector pin-
out
- Unbilical assenbly routed through a hatch
and connected inside hull pressure boundary
- Unbilical routing schene, nested boats:
over - t he- deck
Install H Install B except: B SSN,  SSBN
- 1 pressure hull penetration
- Hiull penetrator has 15 foot pigtail wth

Notes for table 7-XX V.

1.

2.

No port-to-starboard cabling = no cable run or junper set at hatch
(hermaphroditic receptacle) interconnection box for nested ship

connectivity.
schene cannot be used with nested boats.

Result is that through-the-ship,

unbi | i cal

routing

Connector converter box (hernmaphroditic-to-ST) interfaces the

her maphroditic cable plug on the unbilical assenbly with the ST-to-ST

junper going to the portable WAN pi er connectivity suitcase.
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Dust cover for
receptacle

Hermaphroditic
receptacle

16 termini on end
of 2 cables

1 SM 8 fiber cable &

1 MM 8 fiber cable

2 nylon stuffing tube / = Interconnection box cable
entrance (use insert blocks)

Patch cords with ST

connectors on ends

| . Patch Panel (1)
I— Interconnection box in
Equipment rack——> radio room

in radio room \

ST Connector on ends of cable
from other interconnection box (16)

FIAQURE 7-14. |Installation “E shipboard | ayout.

End connects to

umbilical assembly
Connector converterbox | Ny 7T
(Hermaphroditic-to-ST)

Patch cords with
ST connectors on ends (2)

Radio room

Portable WAN pier
connectivity suitcase

FIAQURE 7-15. |Installation “F’ shipboard | ayout.
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Dust cover for
receptacle

Hermaphroditic
receptacle Umbilical assembly mating connector on
interconnection box mounted on bulkhead
2 nylon stuffing tube

Bulkhead

16 termini on end
of 2 cables
1 SM 8 fiber cable &
1 MM 8 fiber cable
MM 4 fiber cable with ST
connectors (8) on ends

Equipment rack
in radio room

3 nylon stuffing tube
(one for cable to equipment rack)
Patch Panel (1)

Interconnection box in
radio room

ST Connector on ends of cables (16)

—

U]

FIQURE 7-16. |Installation “G

shi pboard | ayout .

Interconnection box
End cohnects to near hull penetrator
umbilical assembly

Hull penetrator-to-umbilical

ST connectors on ends
connector cable

of cables

End connects to
hull penetrator
Pressure Hull Penetrator
(Note: Location Optional)
1 SM 8 fiber cable &

1 MM 8 fiber cable

4 nylon stuffing tube
(One for hull penetrator cable)

1 SM 8 fiber cable &
1 MM 8 fiber cable

3 nylon stuffing tube
{One for cable to equipment rack)

MM 4 fiber cable with ST

connectors (8) on ends Patch Panel (1)

Interconnection box in

radio room

Equipment rack
in radio room

ST Connector on ends of cable
from other interconnection box (16)

FIQRE 7-17. Installation “H shi pboard | ayout.
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5.4.6 Routing for port to starboard cabl e runs.

a. Installation A Route directly fromport interconnection box to starboard
i nt er connecti on box.

b. Installation B. Use junpers internal to interconnection box to sinulate
port to starboard routing.

5.4.7 Shipboard interconnection box footprint and nmounting di nensi ons.

a. M L-1-24728/1 interconnection box footprint.

(1) Length (across): 343 mm (13.5 in) naxi num
(2) Wdth (vertical): 457 mm (18.0 in) maxi num
(3) Depth: 195 mm (7.75 in) maxi mum

b. M L-1-24728/1 interconnection box nounting di mensions. Munting di nensi ons
are shown in figure 7-18.

N
WV * A
Mounting holes 3
pls 117.6
| 235.0
145. 3—>|
N v
N>
4+— 290.6 ——p
nm in
117.6 4. 63
145. 3 5.72
235.0 9.25
290.6 11. 44

Not es:
1. Dinmensions are in mllimeters. English equivalents are for information only.
2. Unless otherw se specified, tolerance is + 0.3 mm(+ 0.01 in).

3. Mounting hole shall accommodate a M2.7 X 1.95 (0.5-13) bolt.

FI QJRE 7-18. Shi pboard interconnection box nounting di nensi ons.

5.5 Pier interconnection box pl acement quidelines.

5.5.1 Pier configuration. Select potential |ocations for nounting the
i nt erconnection box based on type of pier configuration and availability of utility
encl osures at the pier (see table 7-XXV)
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TABLE 7-XXV. Pier configuration.

Pi er Confi guration I nt erconnecti on box Location
Single deck pier with utility a. Preference. Munt inside existing
trench utility encl osure.

b. Alternate. Munt in sem protected
area with easy reach for connection &
cl eani ng.

c. Less desirable. Munt on side of
trench just bel ow deck.

Singl e deck pier with service a. Preference. Mount inside utility
utility enclosure avail able. encl osure.

b. Less desirable. Attach to utility
encl osure out si de surface.

Singl e deck pier with no a. Preference. Install utility enclosure
available utility trench or and nount i nsi de.
service utility encl osure b. Alternate. Munt |ow on surface of
pi er deck, away fromany traffic
Doubl e deck pi er Mount on | ower pier
NOTE: Keep any unprotected interconnection box nounted on the pier deck | ow

and away fromany traffic.

NOTE: Plan for flexibility with pier interconnection box |ocations. Mre
t han one interconnection box may be placed al ong each pier to service
a mxture of ship classes, docking configurations, etc.

5.5.2 deanliness considerations. deanliness is a prine consideration to
reduce termni cleaning requirements with this fiber optic connection at the
her maphroditic receptacle. Select a location for the pier interconnection box wth
the hermaphroditic receptacle that is not directly exposed to the weat her or
excessive dirt/dust. Wen feasible, it is preferable to locate the fiber optic
i nt erconnection box inside another enclosure. Were no existing enclosure Is
avail abl e, a separate enclosure on the pier can be installed into which the
i nterconnection box is placed. A 3 inch conduit fitting can be installed on the side
of the encl osure adjacent to the hermaphroditic receptacle on the interconnection
box. This conduit fitting would pernmt easy access to the hernaphroditic receptacle.
A 3 inch conduit cap should be included to cover the conduit opening when an
unbi lical assenbly Is not connected to the hermaphroditic receptacle.

5.5.3 Pier interconnection box footprint and nounti ng di nensi ons.

a. NAVSEA DW5 7325761, item 6003 AK interconnection box footprint.
(1) Length (across): 381 nmm (15.0 in) maxi mum
(2) Wdth (vertical): 495 nm (19.5 in) nmaxi mum
(3) Depth: 222 mm (8.75 in) maxi mum

b. NAVSEA DW5 7325761, item 6003AK i nterconnecti on box nounting di mensi ons.
Mount i ng di nensi ons are shown in figure 7-19.
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o
| |
[y
©
g -
«
~N
| |
N
3
* 23.57
38.00 o

cm in
2.31 0.91
23.57 9. 28

38.00 | 14.96
46.63 | 18.36

Not es:

1. Dmensions are in centineters. English equivalents are for information only.

2. Unless otherwi se specified, tolerance is + 0.03 cm(+ 0.01 in).

3. Munting hole shall accommdate a 0.25-20 bolt.

4. Munting holes are offset frominterconnection box center to pernit installation
after a conduit is installed.

5. UWse stabilizer bracket only for pole mounting or if placing on a | ess substanti al

support such as dry wall.

FIQJRE 7-19. Mounting dinmensions for item 6003AK pier interconnection box.

C. NAVSEA DW5 7325761, item 6003AE i nterconnection box footprint.
(1) Length (across): 432 mm (17.00 in) maxi mum

(2) Wdth (vertical): 413 nm (16.25 in) naxi num
(3) Depth: 146 nm (5.75 in) maxi mum

d. NAVSEA DW5 7325761, item 6003AE i nterconnection box nounting di nensi ons.
Mounti ng di nensions are shown in figure 7-20.
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SEE DETAIL A
e A 4
A4 N2
3
NR
= SEE DETAIL B
te - - —
16.2
32.39
DETAIL A DETAIL B

R.32
R.74
R.66 @/_

cm in
0.32 0.13
0. 66 0. 26
0.74 0.29
10. 79 4. 25
16. 20 6. 38
21. 59 8. 50
32.39 12. 75

1. Dmensions are in centinmeters. English equivalents are for information only.
2. Unless otherwi se specified, tolerance is + 0.03 cm(+ 0.01 in).

3. Mounting hol e shall acconmodate a 0.25-20 bolt.

FI QURE 7-20. Munting di nmensions for item6003AE pier interconnection box.

5.5.4 Pier interconnection box usage (seal ed versus vented configuration).

a.

NAVSEA DWG 7325761, item 6003AK interconnection box. This interconnection
box is a seal ed interconnecti on box configuration and of fers protection
fromexternal environment penetration

(1) Usage. This interconnection box is reconmended for general usage

(2) Mounting configuration. Munting dinensions in figure 7-19 does not
i ncl ude usage of the stabilizer bracket. The stabilizer bracket allows
the interconnection box to be nounted on a pole or on a |less
substantial backing such as dry wall. |nterconnection box nounted
inside a utility enclosure is done without the stabilizer bracket.

NAVSEA Drawi ng 7325761, item 6003AE interconnection box. This

i nterconnection box is a vented interconnection box configuration and
should be linited to locations that offer protection fromw nd gusts and
dust/dirt penetration. Mounting dimensions are shown in figure 7-20.

(1) Usage. This interconnection box should be restricted to a reasonably
cl ean environnent.
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5.6 Unbilical assenbly routing schenes with ships nested at a berth.

5.6.1 Types of routing schenmes. Two different schemes may be enpl oyed for
unbi lical assenbly routing fromthe pier to the ships when the ships are in a nested
configuration. The unbilical assenbly is a 152 m (500 ft) fiber optic cable on a
three flanged cable reel with two fiber optic connectors, one on each end. This
unbi lical assenbly is used to connect the ship to the pier for shore comrunications
while in port. No nore than three ships are to be nesting at any one berth

a. Over-the-deck. ne cable routing scherme i s known as over-the-deck (see
figure 7-21). In this scheme, a separate unbilical assenbly is run from
the pier to each ship. The unbilical assenbly to the mddle shipin the
nest is routed over the ship docked at the pier. Smlarly, the unbilica
aﬁsenbly to the outernost ship in the nest i1s routed over the other two
shi ps.

000

Pier

[ 1 [ ] [ 1

FIQURE 7-21. CQver-the-deck routing schene

b. Thr ough- t he- ship. A second cabl e routing scheme is known as through-t he-
ship (see figure 7-22). An unbilical cable is routed fromthe pier to the
ship docked at the pier. A second unbilical assenbly is routed fromthe
pi ersi de, docked ship to the mddle ship inthe nest. A third unbilica
assenbly is routed fromthe niddle ship to the outernmost ship in the nest.
This scheme requires that the pierside connectivity cabl e assenblies
support through-the-ship routing and that interface equi prment have a
robust optical |oss budget. This scheme also requires that there is an
exterior location on two of the three ships in the nest to place the
unbi l'i cal assenbly cable reel with the unspool ed cable length while in
use.
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Pier

FI GQURE 7-22. Through-the-ship routing schene.

5.6.2 Surface ship piers. The through-the-ship cable routing scheme for the
unbi lical assenbly is specified for surface ships in a nested configuration

5.6.3 Subnarine piers. The over-the-ship cable routing schene for the
unbi lical assenbly is specified for submarines in a nested configuration

NOTE: Smal | surface craft (patrol boats, etc.) may elect to use the over-
t he-shi p routing schene.

5.7 Nunber of pigtail assenblies per pier interconnection box.

5.7.1 Pier interconnection box for through-the-ship nesting or no nesting. The
i nterconnection box is to contain one pigtail assenbly. ne pigtail assenbly per
i nterconnection box permts a through-the-ship cable routing scheme for the unbilica
assenbl y.

5.7.2 Pier interconnection box for over-the-deck nesting. The interconnection
box is to contain three pigtail assenblies. This quantity of pigtail assenblies per
i nterconnection box permts an over-the-deck cable routing schene for the unbilica
assenbl y.

5.8 Pier interconnection box patch panel designations.

5.8.1 NAVSEA DWG 7325761, item 6003AK interconnection box. There are no
desi gnations inscribed on the patch panel. The interconnection box cover has a | abe
with designations for the patch panel |ayout (see figure 7-23).
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O~NOURWNRE O~NOUAWNER
O|X|X<|O|O|O|O|0O|Q] |X|X|O|0|0|0|0|0|>

X|X<|O|0|0|0|0|QO| [X[|X]|O|0O|0O|0|0|0|m
M| XX O|O|O|O|O|Q] |X[X]|O|0|0O|O|0|O|O

<- Qutside Inside ->
O = Position avail able on patch panel.
X = Position not available on patch panel (6 ports per patch
panel, not 8. Six patch panels — A through F)

FI QJRE 7-23. Patch panel designations for item 6003AK pi er interconnection box.

5.8.2 NAVSEA Drawi ng 7325761, item 6003AE interconnection box. Patch pane
designations for the ST-to-ST adapter |ocations are silk screened onto the patch
panel (see figure 7-24).

1

5 6 7 8
9 10 | 11 | 12
13 | 14 | 15 | 16
17 | 18 | 19 | 20
21 | 22 | 23 | 24

<- Qutside inside ->

FIl QJRE 7-24. Patch panel designations for item 6003AE pi er interconnection box.

5.9 Pier interconnection box patching positions.

5.9.1 Pier patch panel layout. Patch panel |ayout is provided for the NAVSEA
Drawi ng 7325761, 1tem 6003AK interconnection box. There are six patch panel s,
designated A through F (see figure 7-23). Each patch panel consists of one col umm
containing six ports. Patch panel layout is as foll ows:

a. Pigtail assenbly ST connectors, for the ship docked at pierside (ship 1),
are placed on the outernost patch panels (patch panels A and D).

b. Pigtail assenbly ST connectors, for the mddl e ship (ship 2), are placed
on the center patch panels (patch panels B and E)

C. Pigtail assenbly connectors, for the outernmost ship in the nest (ship 3),
are placed on the nmost inward patch panels (patch panels C and F)

d. Wien one pigtail assenbly is used for the through-the-ship unbilica
assenbly routing scheme, connect the pigtail assenbly ST connectors to the
correspondi ng ports for each of the three ships (see table 7-XXMI I, 7-XXI X
or 7-XXX1).
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5.9.2 Configurations. The ST connectors fromthe pigtail assenbly are patched
into the applicable ST-to-ST adapter patch panel positions depending on the network
configuration installed on the ship. The network configurations (versions) are
identified in 5.3.1. The subdivision (class) for type/level of nested ship support
is described in 5.3.1.1 through. 5.3.1.4. Table 7-XXM |ists the network
configurations with the subdivisions for class, ship class and type of nesting. The
subdi vision is used to identify the pinout, patching positions and pigtail assenbly
designations (1P through 6J) for the pier interconnection box with the pigtail
assenbly. These pinouts, etc. are shown in tables 7-XXV11 through 7-XXXII.

TABLE 7- XXM . Network configuration versions.

Version | dass Net wor k Ship 4 asses Ship Pi nout
Configuration Nest i ng Tabl e
Desi gnati on
[, 111 T,SP AN USQ 144B(V) 2 ACE, LPD, LSD, AG-, t hr ough- 7- XM |
or FFG DDG DD, GG t he- shi p/
AN USQ 144D( V) 2 MCM MHC, €V, CWN, none
LHA LHD, LCC
[, 111 B To Be Determ ned TBD over -t he- 7- XM 1
(TBD) deck
Il T,SP AN USQ 144C( V) 2 ACE, LPD, LSD, AG-, t hr ough- 7- XX X
FFG DDG DD, GG t he- shi p/
MM MHC, OV, CWN, none
LHA LHD, LCC
I B TBD TBD over -t he- 7- XXX
deck
(Y T,S P Future TBD t hr ough- 7- XXX
t he- shi p/
none
(Y B Fut ure TBD over -t he- 7- XXX
deck
B AN USQ 144A(V) 3 SSN, SSBN over -t he- 7- XM 1
deck
NOTE: The pigtail assenbly and the unbilical assenbly for Version |V nust be
configured with 6 nultinode and 6 single nmode optical fibers.
NOTE: The foll owing abbreviations are used in tables 7-XXM 1| through 7-
XA

Pigtail 3 = interconnection box hernaphroditic receptacle for third
(outermost) ship in the nest.

Pigtail 3-3P = hermaphroditic receptacle position 3P.

N C = termnated, but not connected.

P/ P = patch panel in pier interconnection box.

P/ P-4C = ST-to-ST adapter port position 4C on the patch panel .

5.9.3 Aternate pier patch panel layout. This patch panel |ayout is provided
for the NAVSEA Draw ng 7325761, item 6003AE i nterconnection box. There is one patch
panel with 24 ports, designated ports 1 through 24 (see figure 7-24). This |ayout
covers patch panel configurations for Versions | and Il only. Patching is set up for
the mul tinode ST connectors on the pigtail assenbly. Single nmode ST connectors are
not connected. Patch panel layout Is as follows:

a. Pigtail assenbly connections, for the ship docked at pierside (ship 1), are
placed on rows 1 and 2 (port 1 to 8). Designate port 1 for 1P, port 2 for
1J, port 3 for 2P, etc.

b. Pigtail assenbly connections, for the mddle ship (ship 2), are placed on
rows 3 and 4 (ports 9 to 16). Designate port 9 for 1P, port 10 for 1J, port
11 for 2P, etc.

c. Pigtail assenbly connections, for the outernost ship in the nest (ship 3),
are placed on rows 5 and 6 (ports 17 to 24). Designate port 17 for 1P, port
18 for 1J, port 19 for 2P, etc.
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d. Wen one pigtail assenbly is used for the through-the-ship unbilical
assenbly routing schenme, connect the pigtail assenbly ST connectors to the
correspondi ng ports for that ship. For exanple, ST connector on Pigtail-3P
(see table 7-XXMI 1) is designated for ship 3 and is connected to port 21 for

a Version | configuration. Table 7-XXMI| or table 7-XXM | may be used for
gui dance.
TABLE 7- XXM | . Pier patch panel connections for versions | and IIl network
configurations, classes T, S, P nested ship support.
Unit A Uit B CABLE TYPE & Nunber Functi on Fi ber Desi gnation
Term No. Term No.
Pigtail-1P P/ P- 1A MULTI MCDE 1P TX (Ship 1) Determned by site
Pigtail-1J P/ P- 2A MULTI MCDE 1 RX (Ship 1) Determned by site
Pigtail-2P P/ P-1B MULTI MCDE 2P TX (Ship 2) Determned by site
Pigtail-2J P/ P-2B MULTI MCDE 2] RX (Ship 2) Determned by site
Pigtail-3P P/ P-1C MULTI MCDE 3P TX (Ship 3) Determned by site
Pigtail-3J P/ P-2C MULTI MCDE 3J RX (Ship 3) Determned by site
Pigtail-4P P/ P-1D MULTI MCDE 4P Pass Thru Determned by site
Pigtail-4J P/ P-2D MULTI MCDE 4] Pass Thru Determned by site
Pigtail-5P P/ P-3D SINGLE MDE 5P TX (Pass Thru) | Deternmined by site
Pigtail-5J P/ P-4D SINGLE MDE 5J RX (Pass Thru) | Determned by site
Pigtail-6P P/ P- 5E SINGLE MDE 6P TX (Pass Thru) | Deternmined by site
Pigtail-6J P/ P- 6E SINGLE MDE 6J RX (Pass Thru) | Determned by site
TABLE 7- XXM 1. Pier patch panel connections for versions |, Ill and V network
configurations, class B nested ship support.
Unit A Unit B CABLE TYPE & Nunber Functi on Fi ber Designation
Term No. Term No.
Pigtail 1-1P P/ P-1A MULTI MCDE 1P TX (Ship 1) Determned by site
Pigtail 1-1J P/ P-2A MULTI MCDE 1J RX (Ship 1) Determned by site
Pigtail 1-2P P/ P-3A MULTI MODE 2P Spar e Determned by site
Pigtail 1-2J P/ P-4A MULTI MCDE 2] Spar e Determned by site
Pigtail 1-3P P/ P-5A MULTI MODE 3P Spar e Determned by site
Pigtail 1-3J P/ P- 6A MULTI MCDE 3J Spar e Determned by site
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TABLE 7- XXM I|.  Pier patch panel connections for versions |, 11l and V network
configurations, class B nested ship support — conti nued.
Unit A Unit B CABLE TYPE & Nunber Functi on Fi ber Desi gnation
Term No. Term No.
Pigtail 1-4P P/ P-1D MULTI MODE 4P Spar e Determned by site
Pigtail 1-4J P/ P-2D MULTI MODE 4] Spar e Determned by site
Pigtail 1-5P P/ P-3D SI NGLE MCDE 5P TX (Pass Thru) | Deternined by site
Pigtail 1-5J P/ P-4D SI NGLE MDE 5J RX (Pass Thru) | Determined by site
Pigtail 1-6P P/ P-5D SI NGLE MDE 6P Spar e Determned by site
Pigtail 1-6J P/ P-6D SI NGLE MDE 6J Spar e Determned by site
Pigtail 2-1P P/ P-1B MULTI MODE 1P TX (Ship 2) Determned by site
Pigtail 2-1J P/ P-2B MULTI MODE 1] RX (Ship 2) Determned by site
Pigtail 2-2P P/ P- 3B MULTI MODE 2P Spar e Determned by site
Pigtail 2-2J P/ P-4B MULTI MODE 2J Spar e Determned by site
Pigtail 2-3P P/ P-5B MULTI MODE 3P Spar e Determned by site
Pigtail 2-3J P/ P- 6B MULTI MODE 3J Spar e Determned by site
Pigtail 2-4P P/ P-1E MULTI MODE 4P Spar e Determned by site
Pigtail 2-4J P/ P- 2E MULTI MCDE 4] Spare Determned by site
Pigtail 2-5P P/ P- 3E SI NGLE MDE 5P Spar e Determned by site
Pigtail 2-5J P/ P-4E SI NGLE MODE 5J Spar e Determned by site
Pigtail 2-6P P/ P-5E SI NGLE MXDE 6P TX (Pass Thru) | Deternined by site
Pigtail 2-6J P/ P- 6E SI NGLE MODE 6J RX (Pass Thru) | Determned by site
Pigtail 3-1P P/ P-1C MLTI MCDE 1P TX (Ship 3) Deternined by site
Pigtail 3-1J P/ P-2C MLTI MCDE 1 RX (‘Ship 3) Determned by site
Pigtail 3-2P P/ P-3C MLTI MCDE 2P Spar e Deternined by site
Pigtail 3-2J P/ P-4C MLTI MCDE 2] Spar e Deternined by site
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connections for versions |,

and V networ k

configurations,

class B nested ship support — conti nued.

Unit A Unit B CABLE TYPE & Nunber Functi on Fi ber Desi gnation
Term No. Term No.
Pigtail 3-3P P/ P-5C MULTI MCDE 3P Spar e Deternined by site
Pigtail 3-3J P/ P-6C MULTI MODE 3J Spar e Determned by site
Pigtail 3-4P P/ P-1F MLTI MCDE 4P Spar e Deternined by site
Pigtail 3-4J P/ P- 2F MULTI MODE 4] Spar e Determned by site
Pigtail 3-5P P/ P- 3F SI NGLE MODE 5P Spar e Deternined by site
Pigtail 3-5J P/ P- 4F SI NGLE MDE 5J Spar e Determned by site
Pigtail 3-6P P/ P- 5F SI NGLE MXDE 6P Spar e Deternined by site
Pigtail 3-6J P/ P- 6F SI NGLE MDE 6J Spar e Determned by site
TABLE 7-XXI X. Pier patch panel connections for version Il network configuration,
classes T, S, P nested ship support.
Unit A Term Unit B CABLE TYPE & Nunber Functi on Fi ber Designation
No. Term No.
Pigtail-1P P/P-1E | MULTI MCDE 1P TX (Ship 2) Deternined by site
Pigtail-1J P/ P- 2E MULTI MODE 1J RX (Ship 2) Determned by site
Pigtail-2P P/ P- 1F MULTI MCDE 2P TX (Ship 3) Determned by site
Pigtail-2J P/ P- 2F MULTI MCDE 2J RX (Ship 3) Determned by site
Pigtail-3P P/ P-1A MULTI MODE 3P Spar e Determned by site
Pigtail-3J P/ P-2A MULTI MCDE 3J Spar e Determned by site
Pigtail-4P P/ P-1D MLTI MCDE 4P TX (Ship 1) Determned by site
Pigtail-4J P/ P-2D MULTI MCDE 4] RX (Ship 1) Determned by site
Pigtail-5P P/ P-3D SI NGLE MXDE 5P TX (Pass Thru) | Determined by site
Pigtail-5J P/ P- 4D SI NGLE MDE 5J RX (Pass Thru) | Determned by site
Pigtail-6P P/ P-5E SI NGLE MCDE 6P TX (Pass Thru) | Determined by site
Pigtail-6J P/ P- 6E SI NGLE MDE 6J RX (Pass Thru) | Determned by site
54

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.




M L- STD- 2042- 7( SH)

TABLE 7-XXX. Pier patch panel connections for version Il network configuration,
class B nested ship support.
Unit A Term Unit B CABLE TYPE & Nunber Function Fi ber Desi gnation
No. Term No.
Pigtail 1-1P P/ P-1A MULTI MODE 1P Spar e Determned by site
Pigtail 1-1J P/ P-2A MULTI MODE 1J Spar e Determned by site
Pigtail 1-2P P/ P-3A MULTI MODE 2P Spar e Determned by site
Pigtail 1-2J P/ P-4A MULTI MODE 2] Spar e Determned by site
Pigtail 1-3P P/ P-5A MULTI MODE 3P Spar e Determned by site
Pigtail 1-3J P/ P- 6A MULTI MODE 3J Spar e Determned by site
Pigtail 1-4P P/ P-1D MULTI MODE 4P TX (Ship 1) Determned by site
Pigtail 1-4J P/ P-2D MULTI MODE 4] RX (Ship 1) Determned by site
Pigtail 1-5P P/ P-3D SI NGLE MDE 5P TX (Pass Thru) | Deternmned by site
Pigtail 1-5J P/ P-4D SI NGLE MDE 5J RX (Pass Thru) | Determned by site
Pigtail 1-6P P/ P-5D SI NGLE MCDE 6P Spar e Determned by site
Pigtail 1-6J P/ P-6D SI NGLE MDE 6J Spar e Determned by site
Pigtail 2-1P P/ P-1B MULTI MODE 1P Spar e Determned by site
Pigtail 2-1J P/ P-2B MULTI MODE 1J Spar e Determned by site
Pigtail 2-2P P/ P-3B MULTI MCDE 2P Spar e Determned by site
Pigtail 2-2J P/ P-4B MULTI MODE 2] Spar e Determned by site
Pigtail 2-3P P/ P-5B MULTI MCDE 3P Spar e Determned by site
Pigtail 2-3J P/ P- 6B MULTI MODE 3J Spar e Determned by site
Pigtail 2-4P P/ P-1E MULTI MCDE 4P TX (Ship 2) Determned by site
Pigtail 2-4J P/ P- 2E MULTI MCDE 4] RX (Ship 2) Determned by site
Pigtail 2-5P P/ P-3E SI NGLE MXDE 5P Spar e Determned by site
Pigtail 2-5J P/ P-4E SI NGLE MODE 5J Spar e Determned by site
Pigtail 2-6P P/ P-5E SI NGLE MDE 6P TX (Pass Thru) | Deternmined by site
Pigtail 2-6J P/ P- 6E SI NGLE MDE 6J RX (Pass Thru) | Determned by site
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TABLE 7-XXX. Pier patch panel connections for version Il network configuration,
class B nested ship support - continued.
Unit A Term Unit B CABLE TYPE & Nunber Function Fi ber Desi gnation
No. Term No.
Pigtail 3-1P P/ P-1C MULTI MODE 1P Spar e Determned by site
Pigtail 3-1J P/ P-2C MULTI MODE 1J Spar e Determned by site
Pigtail 3-2P P/ P-3C MULTI MODE 2P Spar e Determned by site
Pigtail 3-2J P/ P-4C MULTI MODE 2] Spar e Determned by site
Pigtail 3-3P P/ P-5C MULTI MODE 3P Spar e Determned by site
Pigtail 3-3J P/ P-6C MULTI MODE 3J Spar e Determned by site
Pigtail 3-4P P/ P-1F MULTI MODE 4P TX (Ship 3) Determned by site
Pigtail 3-4J P/ P- 2F MULTI MODE 4] RX (Ship 3) Determned by site
Pigtail 3-5P P/ P- 3F SI NGLE MDE 5P Spar e Determned by site
Pigtail 3-5J P/ P- 4F SI NGLE MDE 5J Spar e Determned by site
Pigtail 3-6P P/ P- 5F SI NGLE MCDE 6P Spar e Determned by site
Pigtail 3-6J P/ P- 6F SI NGLE MDE 6J Spar e Determned by site
TABLE 7-XXXI. Pier patch panel connections for version |1V network configuration,
classes T, S, P nested ship support.
Unit A Term Unit B CABLE TYPE & Nunber Functi on Fi ber Designation
No. Term No.
Pigtail-1P P/ P-1A MULTI MCDE 1P TX (Ship 1) Determned by site
Pigtail-1J P/ P-2A MULTI MCDE 1] RX (Ship 1) Determned by site
Pigtail-2P P/ P-1B MLTI MCDE 2P TX (Ship 2) Determned by site
Pigtail-2J P/ P-2B MULTI MCDE 2J RX (Ship 2) Determned by site
Pigtail-3P P/ P-1C MULTI MODE 3P TX (Ship 3) Determned by site
Pigtail-3J P/ P-2C MULTI MCDE 3J RX (Ship 3) Determned by site
Pigtail -4P P/ P- 1D SINGLE MDE | 4P TX (Ship 1) Determned by site
Pigtail-4J P/ P-2D SI NGLE MODE 4] RX (Ship 1) Determned by site
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TABLE 7-XXXI. Pier patch panel connections for version |V network confiquration,
classes T, S, P nested ship support - continued.

Unit A Term Unit B CABLE TYPE & Nunber Functi on Fi ber Desi gnation
No. Term No.
Pigtail-5P P/ P-1E SI NGLE MDE 5P TX (Ship 2) Determned by site
Pigtail-5J P/ P-2E SI NGLE MDE 5J RX (Ship 2) Determned by site
Pigtail-6P P/ P-1F SI NGLE MDE 6P TX (Ship 3) Determned by site
Pigtail-6J P/ P- 2F SI NGLE MDE 6J RX (Ship 3) Determned by site
TABLE 7-XXXI'|. Pier patch panel connections for version IV network configuration,
class B nested ship support.
Unit A Term Unit B CABLE TYPE & Functi on Fi ber Designation
No. Term Nunber
No.
Pigtail 1-1P | P/ P-1A | MLTI MCDE 1P | TX (Ship 1) Determned by site
Pigtail 1-1J P/ P-2A | MLTI MDE 1J | RX (Ship 1) Determned by site
Pigtail 1-2P | P/ P-3A | MLTI MCDE 2P | Spare Determned by site
Pigtail 1-2J P/ P-4A | MLTI MDE 2J | Spare Determned by site
Pigtail 1-3P | P/P-5A | MLTI MCDE 3P | Spare Determned by site
Pigtail 1-3J P/ P-6A | MLTI MDE 3J | Spare Determned by site
Pigtail 1-4P | P/P-1D | SINGLE MDE | 4P | TX (Ship 1) Determned by site
Pigtail 1-4J PIP-2D | SSINGLE MDE |4J |RX (Ship 1) Determned by site
Pigtail 1-5P | P/P-3D | SINQLE MDE | 5P | Spare Determned by site
Pigtail 1-5J P/P-4D | SINQLE MDE | 5J | Spare Determned by site
Pigtail 1-6P P/P-5D | SINGLE MXDE | 6P | Spare Determned by site
Pigtail 1-6J P/P-6D | SINQLE MDE | 6J | Spare Determned by site
Pigtail 2-1P | P/P-1B | MLTI MCDE 1P | TX (Ship 2) Determned by site
Pigtail 2-1J P/ P-2B | MLTI MCDE 1J | RX (Ship 2) Deternined by site
Pigtail 2-2P | P/P-3B | MLTI MCDE 2P | Spare Determned by site
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Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.

TABLE 7-XXXII. Pier patch panel connections for version |V network configuration,
class B nested ship support — continued.
Unit A Term Unit B CABLE TYPE & Function Fi ber Desi gnation
No. Term Nunber
No.
Pigtail 2-2J P/ P-4B | MLTI MDE 2J | Spare Determned by site
Pigtail 2-3P | P/P-5B | MULTI MCDE 3P | Spare Determned by site
Pigtail 2-3J P/ P-6B | MLTI MDE 3J | Spare Determned by site
Pigtail 2-4P | P/IP-1E | SSNGE MDE | 4P | TX (Ship 2) Determned by site
Pigtail 2-4J P/P-2E | SINQLE MDE | 4J | RX (Ship 2) Determned by site
Pigtail 2-5P | P/P-3E | SSNQLE MDE | 5P | Spare Determned by site
Pigtail 2-5J P/P-4E | SINQLE MDE | 5J | Spare Determned by site
Pigtail 2-6P | P/P-5E | SSNQLE MDE | 6P | Spare Determned by site
Pigtail 2-6J P/P-6E | SINQLE MDE | 6J | Spare Determned by site
Pigtail 3-1P | P/P-1C | MLTI MCDE 1P | TX (Ship 3) Determned by site
Pigtail 3-1J | P/P-2C | MALTI MDE 1J | RX (Ship 3) Deternined by site
Pigtail 3-2P | P/P-3C | MLTI MCDE 2P | Spare Determned by site
Pigtail 3-2J P/ P-4C | MLTI MDE 2J | Spare Determned by site
Pigtail 3-3P | P/P-5C | MLTI MCDE 3P | Spare Determned by site
Pigtail 3-3J P/ P-6C | MLTI MODE 3J | Spare Determned by site
Pigtail 3-4P | P/IP-1F | SINQLE MDE | 4P | TX (Ship 3) Determned by site
Pigtail 3-4J P/IP-2F [ SINGLE MDE |4J | RX (Ship 3) Determned by site
Pigtail 3-5P | P/IP-3F | SSNQLE MDE | 5P | Spare Determned by site
Pigtail 3-5J P/P-4F | SINGLE MDE | 5J | Spare Determned by site
Pigtail 3-6P | P/P-5F | SINQLE MDE | 6P | Spare Determned by site
Pigtail 3-6J P/P-6F | SINGLE MDE | 6J | Spare Determned by site
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5.10 Description of alternate pierside connectivity installation schenes.

5.10.1 Loss budget requirenment. An optical |oss budget analysis was perforned
i n accordance with ML-STD 2052, TIA-626 and Tl A-559 for typical, pierside, fiber
optic topol ogi es and typi cal ship-to-shore active interfaces.

5.10.2 Cable length requirenents. Cable Iength/loss budget cal cul ations have
been performed for the typical ship and pier configurations shown in figure 7-25, 7-
26 and 7-27. The length of the cable run fromthe pier riser to the shore buil ding
with the active interface will vary. The val ues shown are the maxi numlengths of the
pier riser to shore building cable run for each configuration.

a. Pier configuration 1. Refer to the Pier configuration 1 table, table 7-
XXX, for the maxi numlength of the cable run fromthe pier riser to the
shore building with the active interface. This configuration pertains to
shi pboard installations Athru G (see 5.4.2 and 5.4.5).

b. Pier configuration 2. Refer to the Pier configuration 2 table, table 7-
XXXV, for the maxi mumlength of the cable run fromthe pier riser to the
shore building with the active interface. This configuration pertains to
shipboard installations Athru G (see 5.4.2 and 5.4.5).

c. Pier configuration for the niddle pier at Earle. Refer to the Pier
configuration 1 table, table 7-XXXIIl, for the maxi mumlength of the cable
run fromthe pier riser to the shore building with the active interface.
This configuration pertains to shipboard installations Athru G (see 5.4.2
and 5.4.5).

d. Pier configuration for the non ADNS ship. Refer to the Pier configuration 2
table, table 7-XXXV, for the maxi numlength of the cable run fromthe pier
riser to the shore building with the active interface.

e. Subnmarine configuration for Installation H Refer to the installation H
configuration table, table 7-X00XM | for the maxi mumlength of the cable run
fromthe pier riser to the shore building with the active interface.

NOTE: This subnarine cabl e topol ogy configuration has additional connections
that nust be included in the | oss budget. The shore based | ayout is assumed
to be that of pier configuration 1.

TABLE 7- XXXl II. Maxi num shore cable lengths for pier configuration 1.
Maxi mum Length of cable run fromthe pier riser to the
shore building with the active interface (km
Interface type
1 Ship| 2 Nested 2 Nested 3 Nested 3 Nested
Shi ps Ships W X Shi ps Ships W X
connect connect
T1 w FOM 1/
(multi mode fiber) 1.7 1.2 1.0 0.6 0.5
ATM OG- 3 2/
(mul timode fi ber) 0.5 3y <l <l <l
ATM OG- 12
(single mode fiber) 4.3 3.2 2.7 2.1 1.6

1/ Optical power budget of the Canoga Perkins Corporation, Fiber otic Mdem (FQV)
is 15 dB.

2/ OG- 3 nmaxi mum | ength val ues were determned wi th nininal design margin.

3/ This configuration is not allowed unless repeaters are added to the configuration
or other appropriate measures taken.
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NOTE: Nest ed ships refers to through-the-ship configurations. X-connect refers to
the cross converter assenbly when the ships are berthed in opposite
directi ons.
TABLE 7- XXXI'V. Conponent assunptions in pier configuration 1.
Nunber/quantity of conponents
Conponent
1 2 2 Nested 3 3 Nested
Ship | Nested | Ships W X- | Nested | Ships W X-
Shi ps connect Shi ps connect
Her maphrodi tic connectors 1/, 2/ 2 4 5 6 7
ST connectors 2/ 5 5 5 5 5
Shi p-to-pier cable (kn) 3/ 0.3 0.5 0.5 0.7 0.7

1/ Hermaphroditic connector is at the unbilical assenbly and pier/ship connections

which interface with the unbilical assenbly.

Nunber stated is the nunber of mated pair

3/ Cable length fromship radio roominterconnection box to the interconnection box
on the pier (pier riser. The follow ng | engths were used to determne the ship-

to-pier cable length:

a. Port/starboard interconnection box to radi o roominterconnection box: 152 m
b. Port interconnection box to starboard interconnection box: 200 ft.
c. Unbilical assenbly: 152 m

NOTE: Nested ships refers to through-the-ship configurations. X-connect refers to

the cross converter assenbly when the ships are berthed in opposite directions.

TABLE 7- XXXV. NMaxi num shore cable |l engths for pier configuration 2.

Maxi mum Length of cable run fromthe pier riser to the
shore building with the active interface (km
Interface type
1 Ship| 2 Nested 2 Nested 3 Nested 3 Nested
Shi ps Ships W X Shi ps Ships W X
connect connect
T1 w FOM 1/
(mul ti mode fiber) 2.1 1.3 1.1 0.8 0.6
ATM OC 3 2/
(mul ti mode fiber) 0.7 0.2 <4 < g
ATM CC 12
(single node fiber) 4.6 3.5 3.1 2.5 2.1

1/ Optical
is 15 dB.

power budget of the Canoga Perkins Corporation,

Fi ber Qptic Modem (FQV)

desi gn margin.

QOG- 3 maxi num | ength val ues were determned wth nmnimal
3/ This configuration is not allowed unless repeaters are added to the configuration
or other appropriate measures taken.

NOTE: Nested ships refers to through-the-ship configurations. X-connect refers to
the cross converter assenbly when the ships are berthed in opposite directions.
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TABLE 7- XXXMI . Conponent assunptions in pier configuration 2.

Conponent 1 2 2 Nested 3 3 Nested
Ship | Nested [ Ships W X- | Nested | Ships W X-
Shi ps connect Shi ps connect
Her maphrodi tic connectors 2 4 5 6 7
1, 2
ST connectors 2/ 4 4 4 4 4
Shi p-to-pier cable (knm) 3/ 0.3 0.5 0.5 0.7 0.7

1/ Hermaphroditic connector is at the unbilical
which interface with the unbilical assenbly.

2/ Nunber stated is the nunber of mated pair
3/ Cable length fromship radi o roominterconnecti on box to the interconnection box
on the pier (pier riser). The follow ng | engths were used to determ ne the ship-to-
pi er cable |ength:

assenbly and pi er/shi p connecti ons

a. Port/starboard interconnection box to radi o roominterconnecti on box:
b. Port interconnection box to starboard interconnection box: 200 ft.
c. Unbilical assenbly: 152 m

152 m

NOTE: Nest ed ships refers to through-the-ship configurations. X-connect refers to
the cross converter assenbly when the ships are berthed in opposite
directions. Wien over-the-deck nesting is required, the quantities shown for

ship 1 should be used for ships 2 and 3.
TABLE 7- XM 1. Maxi num shore cable | engths for the Installation H

configuration(with a hull pressure penetration and pier configuration 1).
Maxi mum Lengt h of cable run fromthe pier riser to the
shore building with the active interface (km
I nterface type
1 Ship | 2 Nested Sh2' Nes\}vedx 3 Nested Sh3 Nes\}vedx
Shi ps I ps - Shi ps I ps -
connect connect
T1 w FQM 1/
(mul tinode fiber) 1.4 NA NA NA NA
ATM OG- 3 2/
(mul ti node fiber) 0.3 N'A NA NA NA
. ATM QG 12 3.6 N A N A N A N A
(single nmode fi ber) '

1/ Optical power budget of the Canoga Perkins Corporation,
is 15 dB.

QG 3 maxi mum | engt h val ues were determned with m ni nal
N A = Not Applicable. Subnarines in a nested configuration use the over-the-deck
unbi | i cal assenbly routing scheme. This configuration is for nested ship cl asses
that use the through-the-ship unbilical assenbly routing schere.

Fi ber Qptic Modem (FQV)

desi gn margin.
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TABLE 7-XXXVIII. Conponent assunptions in Installation H configuration
Conponent 1 2 2 Nested 3 3 Nest ed
Ship | Nested | Ships W X- | Nested | Ships W X-

Shi ps connect Shi ps connect

Her maphrodi tic connectors 2 N A N A N A N A
i/, 2/

ST connectors 2/ 6 N A N A N A N A
Hul | penetrators 3/ 1 N A N A N A N A
Shi p-to-pi er cable (km4/ 0.2 N A N A N A N A

1/ Hermaphroditic connector is at the unbilical assenbly and pier/ship connections
which interface with the unbilical assenbly.

2/ Nunber stated is the nunber of nated pair.

3/ Nunber stated is the nunber of mated penetrator connections.

4/ Cable length fromsubnarine radi o roominterconnecti on box to the interconnection
box on the pier (pier riser). The follow ng | engths were used to deternine the
sub-to-pier cable I ength:

a. Hull penetrator connector to radi o roominterconnection box: 61 m
b. Urbilical assenbly: 152 m

5.10.3 @idelines when high optical loss is encountered. Corrective neasures
shall be instituted for pierside connections that show unacceptabl e performance (such
as severely reduced network throughput). Performone of the follow ng corrective
neasur es:

a. ldentify and replace the primary cause of the high optical |oss.

b. Check the foll owi ng conponents and replace if found outside of
speci fication

(1) active fiber optic interfaces.
(2) unbilical assenblies.

NOTE: The two conponents nost susceptible to aging, wear or damage are the
active conponents (fiber optic interfaces) and unbilical assenblies.
The unbilical assenbly is alowreliability portion of the cable plant.
It may be appropriate to performan optical link loss test periodically
to assess degradati on

c. UWpgrade the systemarchitecture to provide for signal regeneration

d. GChange the unbilical assenbly routing scheme fromthrough-the-ship to
over-the-deck. NOTE: This would require 3 pigtail assenblies at the shore
i nt erconnection box.
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Pi ersi de Connectivity Fiber Optic Topol ogy
From Shi p-to- Shore Active Devices

Nunmber of Connecti ons
SHIP RADIO ICB
23 Y 7 bilical ToPi
7, 5 Umbili __ ToPier
FOM}——— J - = Assembly > Riser
Pier FDC @
Riser End of Pier Pier Head
on 8 9(10 11
EL?S] ngrgc?l/ ik > T +13 > 14+15 16 FOM
F i =
I I I Shore Building with 1%
Active Device
PIER CONFIGURATION 1
Pier
Riser Pier Head
From Umbilica 8 9101 _ (2,3
ship —> Asarbly T E+—> >t Fom
I -] LT T
I UU | I I I | I Shore Building with 1%
Active Device
PIER CONFIGURATION 2
SW = Swi t ch
FLLI = Fiber Land Line
FDC = Fi ber Distribution Center
ICB = I nt erconnecti on Box
PP = Pat ch Panel
I TN = I nformati on Transfer
FOM = Fi ber Optic Mdem
2_|_3 = Connector Mated Pair
Were: | = PP
2,3 = connector

FIl GQURE 7-25.

PP i ncl udes
t hr ouah)

Pier confiqurations.
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Pi erside Connectivity Fiber Optic Topol ogy
From Shi p-to- Shore Active Devices
Nurmber of Connecti ons

SHIP RADIO ICB FCB
i 7 6 P Unmbilical To Pier
FoM = + { }:' ': Assembly 7 Riser
Pier
Riser 1 T
Building R28 Building R3A
From _  Umbilical 8 91011 N (2] (B3 (14,15 16
Ship © Assembly ¥ > > "l__l__JI o -+ FOM

U W

MIDDLE PIER @ EARLE

Shore Building with I

Note: Connector 12 mates directly to Active Device

13 with no jumper in-between

(Same number of connections as Pier Confiauration 1)

PIER
(Same number of connections as Pier Confiauration 2)

NON ADNS

FI QURE 7- 25.

Pier configurations - continued.
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Pi ersi de Connectivity Fiber Optic Topol ogy
Nest ed Ship Configuration Using
"Thr ough-t he- Shi p" Cabl e Routing

Two Nested Ships

Two Nested Ships
Berthed in Same Direction

Berthed in Opposite Direction
(Bow-to-Bow) (Bow-to-Stern)

SHIPRADIO

1 2.3 4 9
FOM ' +

%
FLLI PP

STBD ICB Away

STBD ICB To
Port ICB To Shore :
Shore i . SHIPRADIO
9 : 6 32
5 g L +—(Fom
E PPB FLL

Cross

Converter
Assembly
Umbilical
Assembly
Outer-most Nested Ship
Port ICB To
Shore STBD ICB Away Port To

From Shore;
8i 9

Inner-most Nested Ship

FI QURE 7- 26.

o u TOPIER

From Shore Shore

11 12 13
F &

10

\4

TOPIER
RISER

Inner-most Nested

Nest ed ship configurations with nunber of connections.

65

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.



M L- STD- 2042- 7( SH)

Pi ersi de Connectivity Fiber Optic Topol ogy
Nest ed Ship Configuration Using
"Thr ough-t he- Shi p" Cabl e Routing

Three Nested Ships

Berth_ed ir_1 Same Three Nested Ships
Direction Berthed in Opposite Direction
(Bow-to-Bow) (Bow-to-Stern)

Port

SHIP RADIO SHIPRADIO

Outer-most Nested Ship
Outer-most Nested Ship

Umbilical
Assembly

Away STBD Port
From ICB ICB To
................................................ SNOME ooy Ghore

10 |

Middle Nested Ship Middle Nested Ship

To To
Shore Shore N éS:;"e
13 4 :15 ToPpE ¥ i TOPIER

Inner-most Nested Inner-most Nested Ship

FIQURE 7-26. Nested ship configurations with nunber of connections - continued.
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SUB RADIO ROOM

ToPg Y S— A N T BTy
Riser™ |—| | LI
Connector Portable WAN Pier
Converter Box
(Portable)

SUB RADIO ROOM
[5,4] 3y2 1
—c 9 } FOM
r : PP PP
6 L] ICB FLLI
S Grrrrrrmeeiseeeseiiee
To Pier UMBILICAL
Riser ASSEMBLY

FIQURE 7-27. Subnarine configurations with nunber of connecti ons.
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AT PRESSURE HULL
HULL PENETRATOR

l PRESSURE | SUB RADIO ROOM
_ ToPier ymbiical (7,6
Riser  Assembly %J
11 10 9 8 ICB

i NOTE: LOCATION OPTIONAL

HULL PENETRATOR-TO-
UMBILICAL CONVERTOR

CABLE
FLLI = Fiber Land Line Interface
ICB= | nterconnection Box
PP = Pat ch Panel
FOM = Fiber Optic Mdem
23 = Connector WMated Pair
+ VWhere: | = PP
2,3 = connector
__ = cable to connector
PP includes ST-to-ST adapter
(feed through)
FIGURE 7-27. Submarine configurations with nunber of connections -(continued).
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6. NOTES

(This section contains infornation of a general or explanatory nature that nay be
hel pful, but is not mandatory.)

6.1 Intended use. The nethods for installation of connectors and
i nterconnections depicted in this standard practice are intended primarily for new
construction; however, they are applicable for conversion or alteration of existing
shi ps.

6.2 Issue of DODISS. Wen this standard practice is used in acquisition, the
applicable issue of DODISS nust be cited in the solicitation (see 2.2.1).

6.3 Standard net hod designation. To sinplify the usage of this standard
practice, an al pha-nuneric designation systemwas devel oped to identify and | ocate a
given method. The met hods were grouped together by function as follows:

Qoup A Her maphrodi tic connector ternination
X Shi pboar d i nt erconnecti on box pl acement and interior
cabl e routing

C Unbi | i cal assenbly cable tie down guidelines and
practices

D Unbi | i cal assenbly cabl e spool i ng operations

E d eaning and mating the hermaphroditic connect or

F: ptical loss testing of pierside connectivity cable
conponent s

G Pi er interconnection box installation.

H Her maphrodi tic connector positions, nating and
concat enat i on.

l: ptical return loss testing of pierside connectivity
cabl e assenbli es.

J: pti cal acceptance testing of pierside connectivity

nmeasurenment qual ity junpers.
Then t he desi gnati on systemwas conpleted as fol | ows:

7 A 1 - 2

. A ternate procedures wthin nmethod
. eeceeccecccccccccccee Met hod nunber within group
00000000000 ccccccceccoce FunCtIOnaI group

sececcccsccccccccccccccccccccee N L-STD 2042 Part nunber

Thus, nethod 7Al-2 identifies the second alternate procedure wthin nmethod 1 of
group Ain Part 7 (ML-STD2042-7) of M L-STD 2042.

6.4 Subject term(key word) listing.

Fi ber optic cabl e assenbly

Fi ber optic interconnecti on hardware
Her maphrodi ti ¢ connect or

Saf ety

Preparing activity:
NAVY — SH
(Project SESS 0034)
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METHCD 7A1
HERVAPHRCDI TI C CONNECTCR TERM NATI ON
1. SCCPE
1.1 Scope. This method describes procedures for installing NAVSEA DW5 7379172
pin and socket termni onto pierside or shipboard cable and for assenbli ng NAVSEA DW5
7379171 hermaphroditic cable plugs and hermaphroditic receptacles. Mthod 7A1-1
covers installation of termni onto shipboard cable and nethod 7A1-2 covers
installation of the hermaphroditic cable plug onto each end of an unbilical assenbly.
2. REQU RED EQU PMENT AND NMATERI ALS

2.1 The equiprent and naterials in the tables |located in the applicable
sections of this nethod shall be used to performthese procedures.

3. PROCEDURES.

3.1 Safety summary. The follow ng safety precautions shall be observed:

a. Safety glasses shall be worn at all tines when handling bare fibers or
di spensi ng epoxy.

b. Do not touch the ends of the fiber as they may be razor sharp. Wsh your
hands after handling bare fi ber.

C. Avoi d skin contact wth epoxies.

d. Do not stare into the end of a fiber until verifying that the fiber is not

connected to a laser light source or LED

3.2 Procedure |I. Method 7A1-1 Installation of ternini onto shipboard cable.
Met hod 7A1-1 describes procedures for the installation of termni onto the end of
shi pboard cable, and ternmini insertion into the jamnut nounted receptacle.

3.2.1 Equipnent and materials. The equi pment and naterials in table 7Al-|
shall be used to performthis procedure:

TABLE 7Al1-1. Equipnent and naterials.
Description Quantity
Wpes (NAVSEA DWW 6872813-22 or equal) As required
Rul er 1
Al cohol bottle with al cohol /2-propanol or equal (seal abl e type) 1
Canned air or conpressed air As required
Cabl e jacket stripping tool (NAVSEA DW5 6872813-8 or equal) 1
Maski ng tape As required
Kevl ar shears (NAVSEA DW5 6872813-16 or equal) 1
CFCC strip tool (NAVSEA DWG 6872813-10 or equal) 1
Saf ety gl asses 1
7TAl-1 METHOD 7A1

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.



M L- STD- 2042- 7( SH)

TABLE 7Al1-1. Equipnent and materials - continued.
Description Quantity
Buffer strip tool (NAVSEA DW5 6872813-9 or equal) 1
O eaning wire (NAVSEA DW5 6872813-32 or equal) As required
Epoxy (M L- PRF-24792) As required
Syringe with dispensing needl es (NAVSEA DW5 6872813- 27 or equal ) As required
Qinp tool (NAVSEA DW5 6872813-17 or equal) 1
Razor bl ade 1
Qure adapters (NAVSEA DW5 6872813-19 or equal) As required
Quring oven (NAVSEA DW5 6872813-19 or equal) 1
Cabl e stand (NAVSEA DW5 6872813-19 or equal)
Cabl e stand ring (NAVSEA DW5 6872813-19 or equal) 1
Cabl e clip (NAVSEA DW5 6872813-19 or equal) 1
A eaver (NAVSEA DW5 6872813-7 or equal ) 1
Pol i shing paper (5 pm al um num oxi de, foam backed) (NAVSEA DW5 As required
6872813- 24 or equal)
Poli shing tool ceranic ternini (NAVSEA DG 6872813- 18 or equal ) 1
Termnus insertion tool (NAVSEA DWG 6872813-2 or equal) 1
Ternm nus insertion tool 90° (NAVSEA D5 6872813- 15 or equal) 1
Pol i shing paper (0.1 pmdi anond, nyl ar backed) (NAVSEA DW5 As required
6872813-41 or equal)
Resilient pad (70 to 90 duroneter) ( NAVSEA DW5 6872813- 42 or 1
equal )
d ass polishing plate (NAVSEA DW5 6872813-3 or equal) 1
7X eye | oupe 1
Pol i shing paper (1 pm al um num oxi de, nylar backed) (NAVSEA DW5 As required
6872813- 23 or equal )
Water bottle (seal able type) 1
Term nus renoval tool (NAVSEA DWs 6872813-6 or equal) 1
pti cal m croscope 400X (NAVSEA DW5 6872813-28 or equal) 1
7Al-2 METHOD 7A1
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TABLE 7A1-1. Equipnent and materials - continued.
Description Quantity

Al ignment sleeve insertion and renoval tool (ceramc 1
term ni ) (NAVSEA DWG 6872813-4 or equal)

Loctite or equal As required
"O'-ring lubricant (Bray Cote 609 or equal) As required
Adj ust abl e wench 1
Protective caps (plastic) As required

CAUTI O\ Throughout the term nation process, cleanliness is critical to

NOTE:

3.2.2
Step 1

Step 2

NOTE:

Step 3

NOTE:

Step 4

Step 5

Step 6

Step 7

obtaining a high optical quality connector. Make sure that your hands
and the work area are as clean as possible to mnimze the ingress of
dirt into the connector parts.

Verify that the epoxy shelf life has not expired. Do not use epoxy
with an expiration date that has passed. Epoxy shelf |life can be
extended if the epoxy is refrigerated. Contact the epoxy vendor or
the Naval Surface Warfare Center (see 1.1.1) for additional

i nformnation.

Cabl e preparation.

Ensure that the proper cable is used. The 8 fiber, multinode cable is
MB5045/ 17-01P. The 8 fiber, single node cable is marked MB5045/ 17-
02P.

Measure the cable to the required I ength.

Make sure to include the 6 ft inside the box strip back Iength at each
end of the cable.

Cean at least 1.8 m(6 ft) of the outer cable jacket that will be
renoved using a w pe danpened with al cohol and blowit dry with air.

Keep the cabl e, connector parts and termni free fromoil, dirt and
grease throughout the installation procedure. |f cleaning is
necessary, use a w pe danpened wi th al cohol and blow the part dry with
air.

CAUTION Do not cut or nick the COFCC jackets.

Mark the cabl e jacket approximately 1.8 m(6 ft) fromthe end and
strip back the outer cable jacket to the mark using the cable
stripper. Fold back the Kevlar strength nenbers and tenporarily tape
themto the cable outer jacket.

CQut off the exposed central strength menber and any fillers using the
Kevl ar shears.

Renove any water blocking material, clean the OFCCs using a wi pe
danpened wi th al cohol and blow themdry with air.

TrimKevlar strength menbers, using Kevlar shears, to be flush with
the cabl e’ s outer jacket.

7Al1-3 METHOD 7A1

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.



M L- STD- 2042- 7( SH)

3.2.3 Fiber preparation.

Step 1 -

NOTE:

NOTE:

Step 2 -

Step 3 -

NOTE:

Step 4 -

Feed each GFCC into a crinp sleeve and slide the sleeve back fromthe
end of the GFCC

The “breakout” cables within the outer cable jackets of M L-PRF- 85045
shi pboard cabl e are referred to as GFCC s (ptical Fiber Cable
Conponent’s) in this procedure.

Mly use crinp sleeves intended for termni. Do not use crinp sleeves
i ntended for other types of connectors. The standard crinp sleeve for
the termnus nay be oriented in either direction.

Trimthe CGFQCCs to dinension Ain table 7A1-11
(see figure 7A1-1).

usi ng the Kevl ar shears

< A >
B —»
D r C —/»
2 1} A
Cable Jacket Fiber
Kevlar Buffer
Kevlar
| OFCC
jacket

FI QJRE 7A1-1. Cabl e strippi ng di nensi ons.

Renmove the COFCC jackets back to dimension Bin table 7A1-11
OFCC stri pper.

using the

The optimumway to remove the GFCC jackets is to ring cut the jacket
with the GFCC stripper and pull the jacket off by hand. Pushing of f
the OFCC jacket with a tightly held GFCC stripper can lead to fiber
br eakage.

Trimthe Kevlar on the OFCC so that approxinmately 3 mm (0.12 in)
extends past the OFCC j acket.

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
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TABLE 7A1-11. Cable stripping di mensions.
Port/ St arboar d/ M dshi ps : .
I nt er connect i on Box D nensi ons
Locat i on A B C D
m(ft) mm (i n) mm (i n) mm (i n)
Pin and Socket Termni 1.8 (6) 32 (1.3) 22 (0.87) | 3 (0.12)
TAl-4 METHOD 7Al
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Step 5 - WARNLNG VWear safety gl asses when renoving the fiber buffer and

NOTE:

coating to avoid possible eye injury.

Renove the fiber buffers and coatings back to dinension Cin table
7A1-11 using the buffer stripper. Renove the buffer and coating in
smal | sections (approximately 6 nm (0.25 in) at a tine.)

Normal |y, the buffer and coating are tightly adhered to one anot her
and cone off of the fiber at the sane time.

Step 6 - CAUTION The uncoated fiber is in its nmost vulnerable state. Take

3.2.4
NOTE:

Step 1

Step 2

Step 3

NOTE:

extreme care not to damage the fiber.

Renove any residual coating naterial fromthe bare fibers with a w pe
danpened with al cohol. Wpe only once fromthe end of the buffer
towards the end of the fiber. (NOTE Do not repeatedly w pe the bare
fiber as this will weaken the fiber.)

Installation of the termni onto the fibers.

This procedure describes the process for installing ceramc termni
onto either nultinode or single-node fibers. The termni use epoxy to
secure the fiber.

Turn on the curing oven so that it attains the proper tenperature
before the termni are placed within it (approximately 20 m nutes).

I nspect the termnus and verify that the ferrule hole is free and
clean of dirt. This can be acconplished by holding the front of the
termnus up to a light and verifying that the light is visible from
the rear of the termnus. |f light cannot be seen through the

term nus, push nmusic wire through the termnus hole to clear it. Then
blow dry air through the hole to renove any debris.

CAUTIAON Do not introduce large air bubbles into the epoxy during the
m xi ng process. Large air bubbles in the epoxy can | ead to connector
failure during tenperature extrenes.

Renove the divider froma 2-part epoxy package and mx the two parts
together until the epoxy is a snooth uniformcolor (see figure 7Al-2).
The epoxy can be m xed by either repeatedly rolling the divider or
gently sliding the divider over the package.

A ternatively, the epoxy may be m xed by nassagi ng the epoxy package
by hand.

Divider used to
mix epoxy

~/ X

FI QURE 7A1-2. Mxing the epoxy.

7A1-5 METHOD 7A1

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.



Step 4 -

Step 5 -

Step 6 -

Step 7 -

NOTE:

NOTE:

Step 8 -

NOTE:

M L- STD- 2042- 7( SH)

Install the syringe tip on the syringe, renove the plunger, and
squeeze the epoxy into the syringe. Replace the plunger.

WARNLNG Wear safety gl asses while di spensing the epoxy to avoid
possi bl e eye injury.

Renove air pockets in the syringe by holding the tip of the syringe
upward and di spensi ng epoxy onto a wipe until it runs free and cl ear

Slide the terminus, rear first, onto the syringe tip (see figure 7Al-
3). Keeping the syringe vertical, depress the plunger and slowy

i nject epoxy into the termnus until 1t escapes out of the ferrule,
formng a very small bead. (NOTE Do not overfill. Be extrenely
carefu; not to get epoxy on the pin spring or other terninus noving
parts.

Syringe loaded Terminus

with epoxy \ /

FI QURE 7Al1-3. Injecting epoxy into the termnus.

Wthdraw the syringe fromthe terninus. Miintain sone pressure on the
pl unger as the syringe is withdrawn so that the termnus is conpletely

filled with epoxy. UWsing a w pe danpened wi th al cohol, w pe away any

gpogy on the outer dianeter of ferrule without disturbing the epoxy
ead.

A ternatively, the termnus nmay be conpletely filled by maintaining a
light pressure on the syringe plunger and allow ng the epoxy to push
the termnus off of the syringe tip.

At this point, the termnus nay be inserted into the cure adapter
Refer to Step 13 for insertion of the terninus into the cure adapter

Insert the fiber into the rear of the termnus (see figure 7Al1-4).
Gently work the fiber through the termnus until the buffer seats
against the rear of the ferrule. The buffered fiber should come up to
the rear of the terninus and the Kevlar should surround the rear of
the termnus. Do not allowthe Kevlar to enter the rear of the
termnus. nce inserted, do not allowthe fiber to slip back

Rotate the fiber as it nmoves through the connector ferrule. This
evenly distributes epoxy around the fiber in the termnus hole.

7Al-6 METHOD 7A1
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Step 9 -

Step 10 -

Step 11 -

NOTE:

Step 12 -

Step 13 -
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Terminus

N\

Crimp sleeve

FI QJRE 7Al1-4. Inserting the fiber into the termnus.

Slide the crinp sleeve over the Kevlar and crinp it to the rear of the
termnus using the crinp tool. (NOTE A small amount of epoxy nay be
added on the Kevlar near the rear of the term nus before the crinp
sleeve is installed. However, no epoxy should be visible once the
crinp sleeve is installed.)

Verify that the Kevlar does not protrude excessively fromunder the

crinp sleeve. Excessive Kevlar protrusion will cause the ternminus to

not seat properly in the finished connector. |f excessive Kevlar

Elrogrudes fromunder the crinp sleeve, trimit back using a razor
ade.

Verify that there is a snall anmount of epoxy around the fiber where it
protrudes fromthe ferrule. If it is found that there is no snall
bead of epoxy on the termnus tip, carefully add a srmall amount of
epoxy around the fiber. (NOTE: There should only be a snall anount
of epoxy around the fiber to support it later during the polishing
process. |f too much epoxy is around the fiber during the curing
process it may cause the fiber to crack.)

If the terminus was inserted into the cure adapter in step 7, then
omt steps 12 and 13.

WUsi ng a wi pe danpened with al cohol, carefully wi pe away any excess
epoxy on the fiber that is nore than 2nm (0.08 in) fromthe ferrule
tip surface.

Insert the ternminus into the cure adapter until it snaps into place
(see figure 7Al1-5).

Cure AdapterE

- <

Pin or socket terminus
Crimp sleeve

OFCC

FIQURE 7A1-5. |Inserting a ternmnus in a cure adapter.
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Step 14 - Repeat steps 2 through 13 for each fiber to be termnated.

Step 15 -Place the cure adapters in the curing oven, and position the cable
vertically over the oven using the cable stand, cable stand ring and
cable clip (see figure 7A1-6). CQure the epoxy for a mninumof 10
m nutes (nmaxi mumof 20 mnutes) at 120°C (248°F). (NOTE Wen the
cable is positioned above the termnus, make sure that no bends are
placed in the buffered fibers. Each buffered fiber should enter the

termnus parallel to the termnus.)

Cable Stand Ring — Cable Stand
Cable
Cable Clips
OFCC
Heater block
Oven
,— Adapter holder
Adapter holder - Cure adapter

Cure adapter
o™ o

FIQJRE 7A1-6. Termni_in the curing oven

Step 16 - Turn the curing oven off and renove the cure adapters and ternini from
the curing oven. Allowthe cure adapters and termni to cool for
approxi mately 4 ninutes.

3.2.5 Polishing the fiber ends.

NOTE: Use either the flat or domed end polish for termini on nultinode fiber
and a donmed end polish for ternmini on single node fiber

3.2.5.1 Fat end polish. This procedure will produce a termnus with a flat
end polish. This procedure is typically used for nultinode applications. Procedures
for hand polishing are contai ned herein. Machi ne polishing may be used as an
alternate method, provided the follow ng requirements are satisfied:

a. The manufacturer's instructions will be rigidly adhered to, except that the
pol i shing papers or disks shall be 5 pm al um num oxi de foam backed, 1 pm
al um num oxi de nyl ar backed, and 0.1 pumdi anond nyl ar backed as used in
hand polishing. (NOTE Aternate polishing materials may be used if
aut hori zed approval is obtained and the polishing machi ne incl udes the
appropriate stops to prevent changes to the ferrule length.)

b. The machi ne polished termnus shall undergo the same quality check used for
the manual |y polished term nus as described herein.

NOTE: The procedures contained herein shoul d produce an optical term nus
with a physical contact (PQ polish.

7Al-8 METHOD 7A1
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Step 1 -

NOTE:

NOTE:

Step 2 -

Step 3 -

Step 4 -
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WARNING Wear safety gl asses when scoring the fiber to avoi d possible
eye injury.

Renove the termnus fromthe cure adapter and score the fiber close to
the terminus tip at the epoxy interface using one short |ight stroke
with cleaving tool (see figure 7A1-7). (NOTE Do not break the fibers
with the cleaving tool.) Pull off each fiber with a gentle, straight
pull. Deposit the waste fiber in a container

Terminus

Crimp sleeve

FI QJRE 7Al1-7. Scoring the fiber.

The termni not being polished should be left in the cure adapters
during the polishing process to protect the fibers from breakage.

Before inserting the termnus into the polishing tool, the termnus
may be held vertically and the end of the fiber polished off by
lightly running the 5 pm polishing paper over the top of the termnus
tip. (This is referred to as air polishing the termnus.)

Rotate the top half of the polishing tool 90 degrees countercl ockw se
and separate the top fromthe base.

Place the end of the termnus insertion tool at the rear of the crinp
sleeve with the OFCC laid in the tool channel (see figure 7Al-8).

Insertion
tool

Terminus

FIQURE 7A1-8. Placing the terminus in the insertion tool

Insert the termnus into the center of the polishing tool top. Apply
pressure with the insertion tool until the term nus snaps into place.
Renmove the tool by pulling straight back (see figure 7A1-9). (NOTE
Dfficulty ininserting the termnus into the polishing tool nay

i ndi cate epoxy on outside of the term nus which nust be renoved before
proceedi ng.)
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Step 5 -

Step 6 -

Step 7 -

Step 8 -

NOTE:

Step 9 -

NOTE:
Step 10 -
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Insertion
tool

Polishing
tool top

—

FIQURE 7A1-9. Inserting the termnus in the polishing tool.

Install the top half of the polishing tool on the bottom hal f and
rotate it clockw se (90 degrees) until it [ocks in place.

O ean the glass polishing plate, the backs of the polishing papers,
and the surface of the polishing tool using a w pe danpened with
al cohol. Blow all of the surfaces dry with air.

Place the 5 ym pol i shing paper on the glass plate and start polishing
the terminus with very light pressure (the weight of the tool) using a
figure-8 nmotion. Do not over polish the termnus. (NOTE The first
polish is conplete when al most all of the epoxy is gone fromthe tip
of the terninus.) Since the polishing time varies with the anmount of
epoxy present on the tip of the termnus, inspect the terninus tip
frequently. Wienever the polishing tool is lifted, remove the grit
fromthe tool and the termnus with air. Wen polishing is conplete,
clean the termnus and the polishing tool using a w pe danpened with
al cohol and blow themdry wth air. Performa rough inspection of the
ferrule end using the eye | oop.

Repl ace the 5 pmpaper with the 1 pmpaper. Polish the termnus with
very light pressure using a figure-8 notion for approximately 10 to 20
conpl ete noti ons.

The 1 pmpolish is conpl ete when all of the epoxy is gone fromthe tip
of the terninus.

Repl ace the 1 pympaper with the 0.1 pym paper. Wt the paper and
polish the terminus with very light pressure using a figure 8 notion
for approximtely 10 to 20 conpl ete notions.

The final polish may al so be perforned using dry paper.

Rotate the top of the polishing tool counterclockw se (90 degrees) and
separate the top fromthe base. |Insert the termnus renoval tool into
the bottomof the termnus cavity of the polishing tool top and press
on the hilt of the removal tool until the tool clicks into place (see
figure 7A1-10). Depress the plunger and slide the terninus out of the
polishing tool. dean the termnus and the polishing tool with a w pe
danpened with al cohol and bl ow themdry with air.
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Polishing

Terminus Removal Tool tool top

\ / Terminus

Plunger Hilt

FI QURE 7A1-10. Renoving the termnus fromthe polishing tool

11 - Repeat steps 1 through 10 for all of the termni

3.2.5.2 Doned end polish.

3.2.5.2.1 Standard procedure. This procedure will produce a terninus with a
doned end polish. This procedure is typically used for single node applications with

a mni mum
cont ai ned
fol I ow ng

a.

NOTE:

Step

return loss requirement of 30 db. Procedures for hand polishing are
herein. Machi ne polishing nay be used as an alternate method, provided the
requi rements are satisfied:

The manufacturer's instructions will be rigidly adhered to, except that the
pol i shing papers or disks shall be 5 pm al um num oxi de foam backed, 1 pm

al unm num oxi de nyl ar backed, and 0.1 pm di anond nyl ar backed as used in
hand polishing. (NOTE Alternate polishing materials nay be used if

aut hori zed approval is obtained and the polishing machi ne incl udes the
appropriate stops to prevent changes to the ferrule length.)

The nachine polished tern nus shall undergo the sane quality check used for
the manual Iy polished term nus as described herein.

The procedures contai ned herein should produce an optical termnus
with a physical contact (PQ polish.

1- WARNNG War safety gl asses when scoring the fiber to avoi d possible
eye injury.

Renove the termnus fromthe cure adapter and score the fiber close to
the termnus tip at the epoxy interface using one short |ight stroke
with cleaving tool (see figure 7A1-11). (NOTE Do not break the fibers
with the cleaving tool.) Pull off each fiber with a gentle, straight
pull. Deposit the waste fiber in a container
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NOTE:

NOTE:

Step 2 -

Step 3 -

Step 4 -
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Fiber Cleaving

4 tool

N

FIl GQJRE 7Al1-11. Scoring the fiber

Crimp sleeve

The termni not being polished should be left in the cure adapters
during the polishing process to protect the fibers from breakage.

Before inserting the termnus into the polishing tool, the ternm nus
may be hel d vertically and the end of the fiber polished off by
lightly running the 5 pm polishing paper over the top of the termnus
tip. (This is referred to as air polishing the termnus.)

Rotate the top half of the polishing tool 90 degrees countercl ockw se
and separate the top fromthe base.

Place the end of the terminus insertion tool at the rear of the crinp
sleeve with the OFCC laid in the tool channel (see figure 7Al-12)

Insertion
tool

Terminus

«

FI QJRE 7A1-12. Placing the terminus in the insertion tool

Insert the terminus into the center of the polishing tool top. Apply
pressure with the insertion tool until the term nus snaps into place.
Renove the tool by pulling straight back (see figure 7A1-13). (NOTE
Dfficulty ininserting the termnus into the polishing tool nay

i ndi cat e epoxy on outside of the termnus which must be renoved before
pr oceedi ng.)
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Step 5 -

Step 6 -

Step 7 -

Step 8 -

NOTE;
NOTE;
NOTE:

Step 9 -

NOTE:
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Insertion
tool

Polishing
tool top

—

FI QJRE 7A1-13. Inserting the termnus in the polishing tool.

Install the top half of the polishing tool on the bottom half and
rotate it clockw se (90 degrees) until it [ocks in place.

Qean the glass polishing plate, the resilient pad, the backs of the
pol i shing papers, and the surface of the polishing tool using a w pe
danpened with alcohol. Blowall of the surfaces dry with air.

Place the 5 ym pol i shing paper on the glass plate and start polishing
the termnus with very light pressure (the weight of the tool) using a
figure-8 nmotion. Do not over polish the termnus. (NOTE The first
polish is conplete when al most all of the epoxy is gone fromthe tip
of the terninus.) Since the polishing time varies with the anmount of
epoxy present on the tip of the termnus, inspect the terninus tip
frequently. Wienever the polishing tool is Iifted, remove the grit
fromthe tool and the termnus with air. Wen polishing is conplete,
clean the termnus and the polishing tool using a w pe danpened with
al cohol and blow themdry wth air. Performa rough inspection of the
ferrule end using the eye | oop.

Place the resilient pad on top of the glass plate. Pl ace 1 um paper
on the resilient pad. Wt the paper and polish the termnus with no
pressure using a figure-8 notion for approximately 10 conpl ete

not i ons.

The polish tool shoul d hydropl ane above the paper surface during this
pol i sh.

The 1 ympolish is conpl ete when all the epoxy is gone fromthe tip of
t he termnus.

The 1 pm pol i sh may be performed using dry paper.

Repl ace the 1 pmpaper with the 0.1 umpaper. Wt the paper and
polish the termnus with no pressure using a figure-8 notion for
approxi mately 20 to 30 conpl ete notions.

The polish tool should hydropl ane above the paper surface during this
pol i sh.
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Step 10 -

Step 11 -
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Rotate the top of the polishing tool counterclockw se (90 degrees) and
separate the top fromthe base. Insert the termnus removal tool into
the bottomof the termnus cavity of the polishing tool top and press
on the hilt of the renmoval tool until the tool clicks into place (see
figure 7A1-14). Depress the plunger and slide the termnus out of the
polishing tool. dean the termnus and the polishing tool with a wipe
danpened wi th al cohol and blow themdry with air.

Polishing

Terminus Removal Tool tool top

\ / Terminus

Plunger Hilt

FIQJRE 7A1-14. Renoving the termnus in the polishing tool.

Repeat steps 1 through 10 for all of the termni.

3.2.6 Quality check.

Step 1 - Examine the ternminus with the optical mcroscope to ensure that the
optical surface is smooth and free of scratches, pits, chips, and
fractures. |f any defects are present, repeat the polish with the 0.1
pm paper or retermnate the fiber (see figure 7A1-15). (NOTE Over
pol i shing the fiber will increase the optical |oss of the termnus.

Do not polish the termnus nore than necessary to pass the quality
check.) A high intensity back light may be used to illumnate the
fiber during the quality check.
Acceptable / Unacceptable
Core
Cladding
No deep Chip out of Deep scratches Pits in Fractured
Scratches or Fiber end In cladding Fiber end Fiber
Chips in fiber
FI GQURE 7A1-15. Quality check.

NOTE: Dependi ng on the optical mcroscope used, viewing quality nay be
different.

NOTE: A snal |l nunber of very light scratches (e.g. scratches that can barely

be seen) is nininally acceptable.
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3.2.7 Installation of the termnus into the Hermaphroditic j am nut nount ed

recept acl e.
Step 1 -

Step 2 -

Step 3 -
Step 4 -

Place the end of the termnus insertion tool at the rear of the crinp
sleeve with the GFCC laid in the tool channel (see figure 7A1-12).

Place the terminus in the proper cavity in the rear of the

her maphoriditic receptacle. Apply pressure with the insertion tool
until the termnus snaps into place (see figures 7A1-16 and 7Al-17).
Renove the tool by pulling straight back. (NOTE: A properly inserted
termnus will have sone axial "play" within the insert cavity.)

Connector

Cable

Insertion tool

FI QURE 7A1-16. Installing the termnus in the connector.

Install terminus Insert cavities
from back, for socket
Insert built Insert behind

into receptacle

Detachable
socket insert (DSI)

-
Jam nut mounted Insert cavities
receptacle for pin termini

FI QJRE 7Al1-17. Position for installing termnus in the connector.

Repeat steps 1 and 2 for all of the termni.

Install the dust cover over the front of the hernaphroditic
recept acl e.

3.2.8 Renoval of the termini fromthe connector insert.

NOTE:

NOTE:

Performthis procedure only if the termini are to be renoved fromthe
connect or.

Proceed to step 1 below for socket ternini. Proceed to step 2 bel ow
for pintermni.
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Step 2 -
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CAUTION Do not rotate the tool while the sleeve is in the insert.

Renove t he detachabl e socket insert fromthe hernaphroditic
recept acl e.

Insert the terninus renmoval tool into the termnus cavity fromthe
front of the insert and press on the hilt of the tool until it snaps
into place (see figure 7A1-18). Depress the plunger to slide the
termnus out the rear of the insert.

Terminus removal

Insert Hilt tool

Plunger

FI QURE 7A1-18. Renoving the termnus fromthe connector insert.
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3.3 Procedure |1. Method 7A1-2 Installation of termni in hernmaphroditic cable
plugs onto pierside cable. Method 7Al-2 covers the ternination procedure for placing
a hermaphroditic cable plug on the end of a fiber optic cable.

3.3.1 Equiprment and materials. The equipnent and materials in table 7A1-111
shal |l be used to performthis procedure:

TABLE 7Al1-111. Equipnent and naterials.
Description Quantity

Wpes (NAVSEA DW5 6872813-22 or equal) As required
Rul er 1
Al cohol bottle with al cohol /2-propanol or equal (seal abl e type) 1
Canned air or conpressed air As required
Cabl e jacket stripping tool (NAVSEA DW5 6872813-8 or equal) 1
Maski ng t ape As required
Kevl ar shears (NAVSEA DW5 6872813-16 or equal ) 1
CFCC strip tool (NAVSEA DW5 6872813-10 or equal) 1
Safety gl asses 1
Buf fer strip tool (NAVSEA DW5 6872813-9 or equal ) 1
A eani ng wire (NAVSEA DW5 6872813- 32 or equal) As required
Epoxy (M L- PRF-24792) As required
Syringe with dispensing needl es (NAVSEA DW5 6872813- 27 or equal ) As required
Qinp tool (NAVSEA DW5 6872813-17 or equal) 1
Razor bl ade 1
Qure adapters (NAVSEA DW5 6872813-19 or equal ) As required
Quring oven (NAVSEA DW5 6872813-19 or equal) 1
Cabl e stand (NAVSEA DW5 6872813-19 or equal)
Cabl e stand ring (NAVSEA DG 6872813-19 or equal) 1
Cabl e clip (NAVSEA DW5 6872813-19 or equal) 1
d eaver (NAVSEA DW5 6872813-7 or equal) 1
Pol i shing paper (5 umal umi num oxi de, foam backed) (NAVSEA DW5 As required
6872813- 24 or equal)
Polishing tool ceramc termni (NAVSEA DWG 6872813-18 or equal) 1

7Al1- 17 METHOD 7A1
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TABLE 7A1-111. Equipnrent and materials - continued.
Description Quantity

Term nus insertion tool (NAVSEA DW5 6872813-2 or equal) 1
Term nus insertion tool 90° (NAVSEA DW5 6872813-15 or equal ) 1
d ass polishing plate (NAVSEA DW5 6872813-3 or equal ) 1
7X eye | oupe 1
Pol i shing paper (1 umal umi num oxi de, nylar backed) (NAVSEA DWG As required
6872813- 23 or equal)
Water bottle (seal able type) 1
Term nus renoval tool (NAVSEA DW5 6872813-6 or equal) 1
pti cal mcroscope 400X ( NAVSEA DW5 6872813-28 or equal) 1
Aignnent sleeve insertion and renoval tool (ceramc 1
term ni ) (NAVSEA DW5 6872813-4 or equal)
Pol i shing paper (0.1 umdianond, nylar backed) (NAVSEA DW5 As required
6872813-41 or equal)
Resilient pad (70 to 90 duroneter) (NAVSEA DWs 6872813-42 or 1
equal )
5/64 in Allen Wench 1
0.050 in Allen wench socket (3/8 in drive) 1
3/4 in crow foot wench (3/8 indriveor al/4indrive with 1/4 to 1
3/8 in adapter)
1-3/8 in wench (open end) 1
3/4 in wench (open end) 1
“O-ring insertion tool (NAVSEA DW5 7325763- 1H 6009AU or equal) 1
Misic wire As required
Adj ust abl e wrench 1
Protective caps (plastic) As required

CAUTI O\ Throughout the terminati on process, cleanliness is critical to
obtaining a high optical quality connector. Make sure that your hands
and the work area are as clean as possible to mnimze the ingress of
dirt into the connector parts.

NOTE: Verify that the epoxy shelf life has not expired. Do not use epoxy
with an expiration date that has passed. Epoxy shelf |ife can be
extended if the epoxy is refrigerated. Contact the epoxy vendor or
the Naval Surface Warfare Center (see 1.1.1) for additional
i nf ormati on.
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3.3.2 Cable preparation.

Step 1 -

Step 2

NOTE:

Step 3

Step 4

NOTE:

Ensure the cable is the correct type as specified i n NAVSEA draw ng
7325759 and has a length of 152 m (500 ft).

Qean the outer cable jacket that will be in contact with the
connector with a w pe danpened with al cohol and blowit dry with air.

Keep the cabl e and connector parts free fromoil, dirt and grease
throughout the installation procedure. |If cleaning is necessary, use
a wi pe danpened with al cohol and blow the part dry with air.

Qut the cable ends so that the first (outer) and second (inner) |ayers
of the outer cable jacket are flush with the breakout cabl es.

Pl ace the cable grip on each end of the cable. Position the cable
grip so that the end with the cable | oop faces the cabl e end.

Conpress cable grip and slide al ong cable so that each cable grip is
at least 1 m(3 ft) fromthe cable end. Loop in cable grip is pointed
toward end of cable.

3.3.3 Strain relief preparation.

Step 1 -

Step 2 -

Step 3 -

Slide the connector parts onto the cable in the order indicated bel ow
(see figure 7A1-19).

a. Flex fitting
b. Ret ai ni ng nut
C. Coni cal nut washer [NOTE: Side of washer with the |arger

di aneter contact surface (concave surface) is placed on
cable first].

d. Conpr essi on nut

Flex Fitting

Conical Washer
NOTE: Concave Surface
on Cable First.

FI QURE 7A1-19. Cable plug conponents to slide onto cable.

Mark the cabl e jacket approximately 165 mm (6.5 in) fromthe end and
strip back the first layer of the outer cable jacket to the mark using
the cable stripper. Fold back the Kevlar strength nenbers.

CAUTION Do not cut or nick the individual breakout cable jackets.
Strip back the second | ayer of the outer cable jacket using the cable
stripper. Strip back to the sane length as the first |ayer of the

outer jacket. Fold back the Kevlar strength nenbers and tenporary
tape themto the first layer of the outer cabl e jacket.

7Al1-19 METHOD 7A1
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Step 4 - Qut off any fillers using the Kevlar shears.

NOTE: Cabl e construction is 9 around 3. Three of the single fiber cables
nay be wapped around tape and m staken as a central strength nenber.

Step 5 - Renove any water blocking naterial, clean the single fiber cable's
usi ng a w pe danpened with al cohol and blowthemdry with air.

3.3.4 Securing the strain relief.

Step 1 - Renove the tape fromthe Kevlar strength nenbers and fol d forward.

Step 2 - Slide the conpression ring to the end of the outer cabl e jacket (see
figure 7Al1-20).

NOTE: The grooved side of the conpression ring should face the conpression
nut .

Step 3 - Fold the Kevlar strength menbers back over the conpression ring and
the cable in the direction of the conpression nut.

Compression Nut

O-Ring
Strain Relief
Housing
>z
Compression Ring // Qs\f\k
NOTE: Groove Side //%/\

Faces Compression Nut /\[\LA //igzi
\& >,

FIQURE 7A1-20. Strain relief assenbly.

Step 4 - Place the o-ring on the o-ring insertion tool by forcing the o-ring up
the cone to the larger end of the tool (see figure 7Al-21).

NOTE: Do not apply lubricant to the o-ring.

uou_ring

Cable

“0”.ring
tool

FIQURE 7A1-21. Installing the Gring.

Step 5 - Slide the o-ring tool up the breakout cables (larger end first), then
over the conpression ring covered with the Kevlar strength menbers.
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Step 6 -

NOTE:

Step 7

Step 8

NOTE:

Step 9 -

Step 10 -

Step 11 -

Step 12 -

NOTE:

Step 13 -

M L- STD- 2042- 7( SH)

Force the o-ring over the conpression ring onto the Kevlar (see figure
7A1-21).

Kevlar is to be evenly distributed around the conpression ring and ALL
STRANDS to be tight against the outside dianeter of the conpression
ring.

Renove the o-ring tool.

Fol d the Kevlar strength menbers forward over the O-ring and the
conpressi on ring.

Tape the Kevlar strength nenbers to the breakout cables to ease the
installation of the strain relief housing.

Slide the strain relief housing up the cable to the conpression ring.
CGently feed the breakout cables and Kevlar strength menbers through
the strain relief housing.

Slide the conpression nut up to the strain relief housing. Thread the
strain relief nut intothe strain relief housing. Tighten the parts by
hand.

Place a 3/4 in crows foot wench with a torque wench on the
conpression nut and a 3/4 in wench on the strain relief housing.

Apply a 5.65 Nm (50 in-1b) torque on the conpression nut. Renove the
tool s once tightened.

Use care to not nick or scratch the connector coating during assenbly.
Rermove the tape and trimthe Kevlar strength nenbers, using Kevlar

shears, approximately 2.5 cm (1 in) beyond the face of the strain
relief nut.

3.3.5 Fiber preparation.

Step 1 -

NOTE:

NOTE:

Identify and nark one end of the cable as cable end “A’ and the other
as cable end “B’.

The 12 “breakout” cables within the two outer cable jackets are al so
referred to as single fiber cables and OFCC s (ptical Fiber Cable
Conponents) in this procedure.

This nmarking is used for termni placenent on the single fiber cables
in conjunction with table 7A1-1V or 7Al1-V.

7A1-21 METHOD 7A1
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TABLE 7A1-1V. Termni

M L- STD- 2042- 7( SH)

type to be placed on each single fiber cable (except for

Version 1V).

Cable End A Cable End A Cabl e Identification Cable End B Cable End B
Term ni Type Connect or By Nunber By Col or Connect or Termni Type
Pi n- Qut Pi n- Qut
MM Socket 1J 1 =M Bl ue 1P MM Pi n
MV Socket 2] 2 = MR QO ange 2P MV Pin
MM Socket 3J 3 = M8 G een 3P MM Pi n
MV Socket 4] 4 = M Br own 4P MM Pi n
MM Pin 1P 5 = Wb S ate (Gay) 1J MM Socket
MM Pi n 2P 6 = M\b Wite 2] MM Socket
MM Pin 3P 7 = MW Red 3J MM Socket
MM Pi n 4P 8 = M8 Bl ack 4] MM Socket
SM Socket 5J 9 =SV Yel | ow 5P SMPin
SM Socket 6J 10 = S Violet (Purple) 6P SMPin
SM Pi n 5P 11 = SMB Rose 5J SM Socket
SM Pi n 6P 12 = sm Aqua 6J SM Socket
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TABLE 7Al1-V. Ternmini type to be placed on each single fiber cable (Mersion IV).
Cable End A Cable End A Cabl e Identification Cable End B Cable End B
Term ni Type Connect or By Nunber By Col or Connect or Term ni Type

Pi n- Qut Pi n- Qut
MM Socket 1 1 =M1 Bl ue 1P MM Pi n
MM Socket 2] 2 = M O ange 2P MM Pi n
MM Socket 3J 3 = M8 QG een 3P MM Pi n
MM Pi n 1P 4 = M Br own 1J MM Socket
MM Pin 2P 5= Mb Slate (QGay) 2] MM Socket
MM Pi n 3P 6 = Wb Wi te 3J MM Socket
SM Socket 4] 7 = SML Red 4p SM Pi n
SM Socket 5J 8 = S\ Bl ack 5P SMPin
SM Socket 6J 9 = SMB Yel | ow 6P SMPin
SM Pin 4P 10 = SMt | Violet (Purple) 4] SM Socket
SMPin 5P 11 = S\ Rose 5J SM Socket
SM Pi n 6P 12 = S\ Aqua 6J SM Socket
NOTE: For Version IV networks, the follow ng
NOTE: For Version |V networks, the follow ng
Step 2 - Trimthe single fiber cables designated for socket ternini to the A

NOTE:

di nensi on specified in table 7Al-V using the Kevlar shears (see figure

7AL-22) .

No crinp sleeve is used in this cable plug termnation.

7Al- 23
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Step 3 -

Step 4 -

NOTE:

Step 5 -

NOTE:

Step 6 -

Step 7 -

M L- STD- 2042- 7( SH)

Cable Jacketj

Kevlar

| _OFCC
jacket

FI QURE 7A1-22. Cabl e stripping di mensions.

Trimthe single fiber cables designated for pin ternini to the A
di mensi on specified in table 7Al-V using the Kevl ar shears (see figure
TA1-22).

Renove the single fiber cable jackets back to dinension Bin table
7A1-V using the GFCC (breakout cable) stripper.

The optimumway to remove the GFCC jackets is to ring cut the jacket
with the GFCC stripper and pull the jacket off by hand. Pushing of f
the OFCC jacket with a tightly held GFCC stripper can lead to fiber
br eakage.

Mark the buffered fiber with the color code or single fiber cable
nunber .

e nethod is to use a portion of the single fiber cable that contains
the color or single fiber cable nunber as a sleeve and place it on
each buffered fiber.

Trimthe single fiber cable Kevlar so that it does not extend past the
single fiber cable jacket.

TABLE 7A1-MI. Cable stripping di nensions.

D nensi ons
mm (i n)
Term ni
Configuration A B C
Socket 137 (5. 39) 131 (5.16) 23 (0.91)
Pi n 131 (5. 16) 125 (4.92) 23 (0.91)

WARNING VWear safety gl asses when renoving the fiber buffer and
coating to avoid possible eye injury.

Renove the fiber buffers and coatings back to dinension Cin table
7A1-V using the buffer stripper. Renove the buffer and coating in
srmal | sections (approxinmately 6 mm(0.25 in) at a tinme.)

7Al- 24 METHOD 7A1

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.



NOTE:

Step 8 -
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Normal |y, the buffer and coating are tightly adhered to one anot her
and core off of the fiber at the sane tine.

CAUTION  The uncoated fiber is in its nost vul nerable state. Take
extreme care not to damage the fiber.

CAUTI O  Breakage of any one fiber fromthis point until the
connector is conpletely assenbled will require repetition of this and
the followi ng steps in order to naintain approxi mately equal |ength of
all the fibers in the cabl e.

Renove any residual coating naterial fromthe bare fibers with a w pe
danpened with al cohol. Wpe only once fromthe end of the buffer
towards the end of the fiber. (NOTE Do not repeatedly w pe the bare
fiber as this will weaken the fiber.)

3.3.6 Installation of the termni _onto the fibers.

NOTE:

Step 1 -

Step 2 -

Step 3 -

NOTE:

Step 4 -

Thi s procedure describes the process for installing ceramc termni
onto either nultinode or single-node fibers. The ternini use epoxy to
secure the fiber.

Turn on the curing oven so that it attains the proper tenperature
before the termni are placed within it (approxinately 20 m nutes).

I nspect the termnus and verify that the ferrule hole is free and
clean of dirt. This can be acconplished by holding the front of the
termnus up to a light and verifying that the light is visible from
the rear of the terminus. |If light cannot be seen through the
termnus, push nusic wire through the termnus hole to clear it. Then
blow dry air through the hole to renove any debris.

CAUTION Do not introduce large air bubbles into the epoxy during the
m xi ng process. Large air bubbles in the epoxy can |lead to connector
failure during tenperature extrenes.

Renove the divider froma 2-part epoxy package and mx the two parts
together until the epoxy is a snooth uniformcol or (see figure 7Al-
23). The epoxy can be nixed by either repeatedly rolling the divider
over the package or gently sliding the divider over the package.

A ternatively, the epoxy may be m xed by nassagi ng the epoxy package
by hand.

Divider used to
mix epoxy

4',\

FI QURE 7A1-23. Mxing the epoxy.

Install the syringe tip on the syringe, renove the plunger, and
squeeze the epoxy into the syringe. Replace the plunger.
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Step 5 -

Step 6 -

Step 7 -

NOTE:

NOTE:

Step 8 -

NOTE:
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WARNLNG War safety gl asses while di spensing the epoxy to avoid
possi bl e eye injury.

Renove air pockets in the syringe by holding the tip of the syringe
upward and di spensi ng epoxy onto a wipe until it runs free and clear.

Slide the terminus, rear first, onto the syringe tip (see figure 7Al-
24). Keeping the syringe vertical, depress the plunger and slowy

i nj ect epoxy into the termnus until it escapes out of the ferrule,
formng a very small bead. (NOTE Do not overfill. Be extremely
carefu; not to get epoxy on the pin spring or other term nus noving
parts.

Syringe loaded Terminus

with epoxy \ /

FIQURE 7A1-24. |njecting epoxy into the term nus.

Wthdraw the syringe fromthe termnus. Mintain sone pressure on the
pl unger as the syringe is withdrawn so that the termnus is conpletely

filled with epoxy. UWsing a w pe danpened wi th al cohol, w pe away any
gpogy on the outer dianeter of ferrule without disturbing the epoxy
ead.

Alternatively, the termnus nay be conpletely filled by maintaining a
l'ight pressure on the syringe plunger and allow ng the epoxy to push
the termnus off of the syringe tip.

At this point, the terminus nay be inserted into the cure adapter
Refer to Step 11 for insertion of the terninus into the cure adapter

Insert the fiber into the rear of the termnus (see figure 7Al-25).
Gently work the fiber through the termnus until the buffer seats
against the rear of the ferrule. The buffered fiber should come up to
the rear of the termnus. Once inserted, do not allowthe fiber to
slip back.

Rotate the fiber as it nmoves through the connector ferrule. This
evenly distributes epoxy around the fiber in the termnus hole.

Ter m nus

\

Fi ber

Buf f er

FIQURE 7A1-25. |Inserting the fiber into the termnus.
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Step 9 - Verify that there is a small amount of epoxy around the fiber where it

NOTE:

protrudes fromthe ferrule. If it is found that there is no snall
bead of epoxy on the termnus tip, carefully add a small anmount of
epoxy around the fiber. (NOTE There should only be a snall anount
of epoxy around the fiber to support it later during the polishing
process. |If too much epoxy is around the fiber during the curing
process it may cause the fiber to crack.)

The termnus nust be held to the fiber until the epoxy is fully cured.
This nay be acconplished utilizing a special termnus/fiber holding
fixture, a snall heat shrink sleeve applied over the rear of the
termnus (and a short length of the fiber), or tape.

Step 10 - Using a w pe danpened with al cohol, carefully w pe away any excess

epoxy on the fiber that is nore than 2 nm (0.08 in) fromthe ferrule
tip surface.

Step 11 -Insert the termnus into the cure adapter until it snaps into pl ace

(see figure 7Al-26).

Pin or socket term
Cur e Adapt er

—>= < Fiber——j/

FIQURE 7A1-26. Inserting a termnus in a cure adapter.

Step 12 - Repeat steps 2 through 13 for each fiber to be termnated.

Step 13 -Place the cure adapters in the curing oven, and position the cable

vertically over the oven using the cable stand, cable stand ring and
cable clip (see figure 7A1-27). CQure the epoxy for a m ni numof 10

mnutes (nmaxi mumof 20 minutes) at 120°C (248°F). (NOTE: Wen the

cable is positioned above the termnus, make sure that no bends are

pl aced in the buffered fibers. Each buffered fiber should enter the
termnus parallel to the termnus.)

Cable Stand Ring

Oven

Adapter holder

Cure adapter

FIQURE 7A1-27. Termni in the curing oven
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Step 14 -Turn the curing oven off and renove the cure adapters and ternini from
the curing oven. Allowthe cure adapters and termni to cool for
approxi mately 4 ninutes.

3.3.7 Polishing the fiber ends.

NOTE: Wse the flat end polish for termni on multinmode fiber and a domed end
polish for termni on single node fiber

3.3.7.1 Hat end polish. This procedure will produce a termnus with a flat
end polish. This procedure is typically used for nmultinode applications. Procedures
for hand polishing are contai ned herein. Machi ne polishing may be used as an
alternate nethod, provided the follow ng requirenents are satisfied:

a. The manufacturer's instructions will be rigidly adhered to, except that the
pol i shing papers or disks shall be 5 pym al unmi num oxi de foam backed, 1 pm
al um num oxi de nyl ar backed, and 0.1 pm di anond nyl ar backed as used in
hand polishing. (NOTE Alternate polishing materials nay be used if
aut hori zed approval is obtained and the polishing nachine includes the
appropriate stops to prevent changes to the ferrule | ength.)

b. The machi ne polished ternm nus shall undergo the sanme quality check used for
the manual |y polished term nus as described herein.

NOTE: The procedures contai ned herein should produce an optical termnus
with a physical contact (PC polish.

Step 1 - WARNING  VWear safety gl asses when scoring the fiber to avoid possible
eye injury.

Renove the termnus fromthe cure adapter and score the fiber close to
the terminus tip at the epoxy interface using one short |ight stroke
with cleaving tool (see figure 7A1-28). (NOTE Do not break the fibers
with the cleaving tool.) Pull off each fiber with a gentle, straight

pull. Deposit the waste fiber in a container
Fi ber
Cl eaving
t ool

Term nus

FI QURE 7A1-28. Scoring the fiber.

NOTE: The termni not being polished should be | eft in the cure adapters
during the polishing process to protect the fibers from breakage.

NOTE: Before inserting the termnus into the polishing tool, the tern nus
may be held vertically and the end of the fiber polished off by
lightly running the 5 pm polishing paper over the top of the termnus
tip. (This is referred to as air polishing the termnus.)

Step 2 - Rotate the top half of the polishing tool 90 degrees countercl ockw se
and separate the top fromthe base.

Step 3 - Place the end of the termnus insertion tool at the rear of the crinp
sleeve with the GFCC laid in the tool channel (see figure 7Al-29).
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Step 4 -

Step 5 -

Step 6 -

Step 7 -
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Insertion
tool

Terminus

«

FI QURE 7A1-29. Placing the termnus in the insertion tool.

Insert the terminus into the center of the polishing tool top. Apply

pressure with the insertion tool until the term nus snaps into place.

Renove the tool by pulling straight back (see figure 7A1-30). (NOTE

Dfficulty ininserting the termnus into the polishing tool nay

i ndi cate epoxy on outside of the term nus which nust be renoved before
pr oceedi ng.)

Insertion
tool

Polishing
tool top

FI QJRE 7A1-30. Insertion the termnus in the polishing tool.

Install the top half of the polishing tool on the bottom hal f and
rotate it clockw se (90 degrees) until it [ocks in place.

dean the glass polishing plate, the backs of the polishing papers,
and the surface of the polishing tool using a w pe danpened with
alcohol. Blowall of the surfaces dry with air.

Pl ace the 5 um polishing paper on the glass plate and start polishing
the terminus with very light pressure (the weight of the tool) using a
figure-8 nmotion. Do not overpolish the termnus. (NOTE The first
polish is conplete when alnost all of the epoxy is gone fromthe tip
of the termnus.) Since the polishing time varies with the anount of
epoxy present on the tip of the termnus, inspect the terninus tip
frequently. Wenever the polishing tool is lifted, renove the grit
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Step

NOTE:

Step

NOTE:
Step

Step
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fromthe tool and the terminus with air. Wen polishing is conplete
clean the terminus and the polishing tool using a w pe danpened with
al cohol and blow themdry wth air. Performa rough inspection of the
ferrule end using the eye | oop

8 - Replace the 5 pmpaper with the 1 pympaper. Polish the termnus with
very light pressure using a figure-8 nmotion for approximately 10 to 20
conpl ete noti ons.

The 1 pmpolish is conplete when all of the epoxy is gone fromthe tip
of the term nus.

9 - Replace the 1 pmpaper with the 0.1 pympaper. Wt the paper and
polish the termnus with very light pressure using a figure-8 notion
for approximately 10 to 20 conpl ete noti ons.

The final polish may al so be performed using dry paper.

10 - Rotate the top of the polishing tool counterclockw se (90 degrees) and
separate the top fromthe base. |Insert the termnus renoval tool into
the bottomof the termnus cavity of the polishing tool top and press
on the hilt of the removal tool until the tool clicks into place (see
figure 7A1-31). Depress the plunger and slide the terninus out of the
polishing tool. dean the termnus and the polishing tool with a wipe
danpened with al cohol and bl ow themdry with air.

Polishing

Terminus Removal Tool tool top

\ / Terminus

Plunger Hilt

FI QJRE 7A1-31. Renoving the termnus fromthe polishing tool

11 - Repeat steps 1 through 10 for all of the termni

3.3.7.2 Doned end polish

3.3.7.2.1 Standard procedure. This procedure will produce a terminus with a

doned end

polish. This procedure is typically used for single node applications with

a mnimumreturn loss requirenent of 30 db. Procedures for hand polishing are

cont ai ned
fol | owi ng
a.
b

herein. Machi ne polishing nay be used as an al ternate method, provided the
requi renments are satisfied:

The manufacturer's instructions will be rigidly adhered to, except that the
pol i shing papers or disks shall be 5 pym al um num oxi de foam backed, 1 pm

al unm num oxi de nyl ar backed, and 0.1 pm di anond nyl ar backed as used in
hand polishing. (NOTE Aternate polishing materials may be used if

aut hori zed approval is obtained and the polishing machi ne incl udes the
appropriate stops to prevent changes to the ferrule |length.)

The machine polished tern nus shall undergo the sane quality check used for
the manual |y polished termnus as described herein.
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NOTE:

Step 1 -

NOTE:

NOTE:

Step 2 -

Step 3 -
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The procedures contai ned herein should produce an optical termnus
with a physical contact (PC polish.

WARNING Wear safety gl asses when scoring the fiber to avoid possible
eye injury.

Renove the termnus fromthe cure adapter and score the fiber close to
the terminus tip at the epoxy interface using one short |ight stroke
with cleaving tool (see figure 7A1-32). (NOTE: Do not break the fibers
with the cleaving tool.) Pull off each fiber with a gentle, straight

pull. Deposit the waste fiber in a container
Fi ber
Cl eaving
tool

Term nus

FI QURE 7A1-32. Scoring the fiber.

The termini not being polished should be left in the cure adapters
during the polishing process to protect the fibers from breakage.

Before inserting the termnus into the polishing tool, the tern nus
may be held vertically and the end of the fiber polished off by
lightly running the 5 pum polishing paper over the top of the term nus
tip. (This is referred to as air polishing the termnus.)

Rotate the top half of the polishing tool 90 degrees countercl ockw se
and separate the top fromthe base.

Pl ace the end of the termnus insertion tool at the rear of the crinp
sleeve with the GFCC laid in the tool channel (see figure 7Al-33).

Insertion
tool

Terminus

«

FIGQURE 7A1-33. Placing the termnus in the insertion tool
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Step 4 -

Step 5 -

Step 6 -

Step 7 -

Step 8 -

NOTE:
NOTE:
NOTE

Step 9 -

NOTE:
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Insert the ternminus into the center of the polishing tool top. Apply
pressure with the insertion tool until the term nus snaps into place.
Renove the tool by pulling straight back (see figure 7A1-34). (NOTE
Dfficulty ininserting the termnus into the polishing tool nay

i ndi cate epoxy on outside of the terninus which nust be rermoved before
proceedi ng.)

Insertion

/ tool

Polishing
tool top

FIQURE 7A1-34. |Inserting the termnus in the polishing tool

Install the top half of the polishing tool on the bottom half and
rotate it clockw se (90 degrees) until it [ocks in place.

Qean the glass polishing plate, the resilient pad, the backs of the
pol i shing papers, and the surface of the polishing tool using a w pe
danpened with alcohol. Blowall of the surfaces dry with air

Place the 5 um pol i shing paper on the glass plate and start polishing
the terminus with very light pressure (the weight of the tool) using a
figure-8 nmotion. Do not overpolish the terninus. (NOTE The first
polish is conplete when al nmost all of the epoxy is gone fromthe tip
of the terninus.) Since the polishing time varies with the anmount of
epoxy present on the tip of the termnus, inspect the terninus tip
frequently. Wienever the polishing tool is [i1fted, remove the grit
fromthe tool and the termnus with air. Wen polishing is conplete
clean the termnus and the polishing tool using a w pe danpened with
al cohol and blow themdry wth air. Performa rough inspection of the
ferrule end using the eye | oop

Place the resilient pad on top of the glass plate. Pl ace 1 um paper
on the resilient pad. Wt the paper and polish the termnus with no
pressure using a figure-8 notion for 10 conpl ete notions.

The polish tool shoul d hydropl ane above the paper surface during this
pol i sh.

The 1 pmpolish is conplete when all the epoxy is gone fromthe tip of
the termnus

The 1 um polish may be perforned using dry paper

Repl ace the 1 pympaper with the 0.1 pym paper. Wt the paper and
polish the terminus with no pressure using a figure-8 notion for 20 to
30 conplete notions.

The polish tool shoul d hydropl ane above the paper surface during this
pol i sh.
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Step 10 -Rotate the top of the polishing tool counterclockw se (90 degrees) and
separate the top fromthe base. Insert the termnus removal tool into
the bottomof the termnus cavity of the polishing tool top and press
on the hilt of the renmoval tool until the tool clicks into place (see
figure 7A1-35). Depress the plunger and slide the termnus out of the
polishing tool. dean the termnus and the polishing tool with a wipe
danmpened with al cohol and bl ow themdry with air.

Polishing

Terminus Removal Tool tool top

\ / Terminus

Plunger Hilt

FI QJRE 7Al1-35. Renoving the term nus fromthe polishing tool.

Step 11 - Repeat steps 1 through 10 for all of the termni.
3.3.8 Quality check.

Step 1 - Exanine the termnus with the optical mcroscope to ensure that the
optical surface is snooth and free of scratches, pits, chips, and

fractures. |If any defects are present, repeat the polish with the 0.1
pum paper or retermnate the fiber (see figure 7A1-36). (NOTE
Overpolishing the fiber will increase the optical |oss of the

termnus. Do not polish the terninus nore than necessary to pass the
quality check.) A high intensity back light may be used to illuninate
the fiber during the quality check.

Acceptable Unacceptable

4

Core
Cladding
No deep Chip out of Deep scratches Pits in Fractured
Scratches or Fiber end In cladding Fiber end Fiber
Chips in fiber
FI QURE 7A1-36. Quality check.
NOTE: Dependi ng on the optical mcroscope used, viewi ng quality rmay be
different.
NOTE: A smal |l nunber of very light scratches (e.g. scratches that can barely

be seen) is nmninally acceptable.
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3.3.9 Installation of the termnus into the connector insert.

Step 1 -

Step 2 -

Step 3 -

Step 4 -

Fit the spacing shafts of the insert into the notches in the face of
the strain relief housing until they snap into place (see figure 7Al-
37).

Strain Relief Housing

Detachable
Socket Insert

FI QJRE 7A1-37. Installing the spacing shafts of the plug insert.

Place the end of the terminus insertion tool at the rear of the
termnus with the GFCC laid in the tool channel (see figure 7Al-33).

Pl ace the terminus in the proper cavity in the rear of the plug
insert. Apply pressure with the insertion tool until the term nus
snaps into place (see figure 7A1-38). Renove the tool by pulling
strai ght back. (NOTE: A properly inserted termnus will have some
axial "play" within the Insert cavity.)

Insert

Strain
relief

Terminus

Insertion tool

FIQURE 7A1-38. Installing the termnus using insertion tool

Repeat steps 2 and 3 for all of the termni

3.3.10 Final assenbly of cable plug.

NOTE:

NOTE:

Take care to not pinch or twist the buffered fibers during this
procedur e

Ensure that the detachabl e socket insert is fastened to the plug
insert prior to plug insert placenment into the plug housing. Oring
damage will result if the detachable socket insert is not fastened to
the plug insert prior to placenent into the plug housing. Use a 5/64
inch All'en wench to fasten the detachabl e socket insert to the plug
i nsert.

7Al- 34 METHOD 7A1
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Step 1 - Slide the strain relief/cable assenbly partially into the plug housi ng

NOTE:

Step

NOTE:

Step

Step

Step

NOTE:

Step

NOTE:

Step

10 -

11 -

12 -

(see figure 7A1-39).

Setscrew
2 P!laces,
180 Apart

FI QJRE 7A1-39. Cable plug final assenbly.

Rotate the plug housing until the slot in the strain relief housing
aligns with the detent inside the plug housing.

Once aligned, fully seat the strain relief housing by sliding it the
rest of the way into the plug housing.

Slide the retaining nut up to the plug housing and thread the
retaini ng nut onto the plug housing until hand tight.

Pl ace the coupling ring in the back position and engage the | ocking
nmechani sm

Coupling ring has a keyed position that prevents rotation with the
plug housing. Pl ace the coupling ring in the back position to
activate the rotation prevention key prior to applying the torque

Place a 3.5 cm(1-3/8 in) wench on the retaining nut flats and a
conbi nati on torque wench/strap wench around the coupling ring.

Apply a 16 +1/-0 N m (140 +10/-0 in-Ib) torque on the coupling ring.
Renove tool s once tightened.

Use care to not nick or scratch the connector coating during assenbly.

Slide the flex fitting up to the retaining nut and thread the fl ex
fitting into the retaining nut until hand tight.

Place a 3.5 cm(1-3/8 in) wench on the flex fitting and a conbi nati on
torque wench/strap wench around the retaining nut.

Apply a 4.5 +0.5/-0.0 Nm (40 +5/-0 in-1b) torque on the flex fitting.
Renove the tool s once tightened.

Use care to not nick or scratch the connector coating during assenbly.
Place a 0.050 in Allen wench on one of the two 4-40 set screws
located on the flex fitting flange (see figure 7A1-39) and torque
until secure.

Do not tighten set screwto the point where flex fitting deforns.
Place a 0.050 in Allen wench on the other 4-40 set screws |ocated 180

degrees fromthe first one on the flex fitting flange (see figure 7Al-
39) and torque until secure.

7Al- 35 METHOD 7A1
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NOTE:
Step 13-
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Do not tighten set screwto the point where flex fitting deforns.

Install the cable plug dust cover over the front of the connector.

3.3.11 Renoval of the termni fromthe connector insert.

NOTE:

NOTE:

Step 1 -

Step 2 -

Performthis procedure only if the termni are to be renoved fromthe
connect or.

Proceed to step 1 below for socket ternmini. Proceed to step 2 bel ow
for pin termni.

CAUTIAON Do not rotate the tool while the sleeve is in the insert.
Rermove the detachabl e socket insert fromthe plug insert.

Insert the ternmnus renmoval tool into the termnus cavity fromthe
front of the insert and press on the hilt of the tool until it snaps

into place (see figure 7A1-40). Depress the plunger to slide the
termnus out the rear of the Insert.

) Terminus removal
Insert Hilt tool

=
Plunger

FIl QURE 7A1-40. Renoving the termnus fromthe insert.
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METHCD 7B1
SH PBOARD | NTERCONNECTI ON BOX | NTER CR CABLE RCUTI NG
1. SCCPE

1.1 Scope. This method describes procedures for shipboard, fiber optic cable
routing interior to and between the interconnection boxes. Mthod 7B1-1 covers the
her maphroditic receptacle installation into port/starboard or a mdship/sail
i nterconnection box. Mthod 7B1-2 covers interconnection box interior cable routing
to a patch panel for ST connector termnation on fiber optic cable. Method 7Bl1-3
covers interconnection box interior cable routing to the pin and socket termni used
for NAVSEA DW5 7379171 hermaphroditic connectors on fiber optic cable.

2. REQU RED EQU PMENT AND MATERI ALS.

2.1 The equiprment and nmaterials in the tables located in the applicabl e
sections of this method shall be used to performthese procedures.

3. PROCEDURES.

3.1 Safety summary. The follow ng safety precautions shall be observed:

a. Do not stare into the end of a fiber until verifying that the fiber is not
connected to a laser light source or LED

3.2. Procedure |. Mthod 7B-1 | nterconnecti on box hernaphroditic receptacle
instal | ati on.

3.2.1 The interconnection box and the equiprent in table 7Bl1-1 shall be used
to performthis installation.

TABLE 7B1-1. Equipnent and material s.
Description Quantity

D hol e punch (NAVSEA D5 7325763- 1H 6009AH or equal ) 1
| nt er connecti on box (NAVSEA DW5 7325762- 1A- 0346 or equal ) 1
Dust cover, hernaphroditic connector, with interior threads 1
( NAVSEA DW5 7325761- 1A- 6004AD or equal )
Connector, receptacle, hernmaphroditic conpatibl e (NAVSEA DW5 1
7325762- 1A- 6004AC- 6000AC or equal )
ST-to- ST adapter, single node, nickel plated brass or stainless 36
st eel housi ng (NAVSEA DWG 7325761- 1A- 6007AB or equal)
Wench, 1-7/8 in, open end 1
Wench, 2 in, open end 1

3.2.2 |Interconnection box installation . This installation includes
orientating and punching the D hole, then inserting the hernmaphroditic receptacle.

Step 1 - Wse D hole punch to place the correctly oriented “D hole(s)” in the
t op/ bott om panel of the interconnection box.

NOTE: D hole punch in table 7B1-1 is specified for use with interconnection

boxes made fromthe followi ng materials and thickness: nade fromnild
steel with a thickness of 14 gauge (0.078 in) or less, softer netals

7B1-1 METHOD 7B1
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Step 2
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(alum numor brass) with a thickness of 12 gauge (0.105 in) or |ess
and plastics (including fiberglass and mldly fibrous materials) with
a thickness of 0.135 in or |ess.

Install the interconnection box onto the nounting surface

a. Place one “D hole in the interconnection box for installation “A’
configuration in the orientation shown in figure 7B1-1.

Front cover
e

——

Jaica
| —
J Interconnection
Q « box
e\

D hole

\/

\

D hole orientation: flat faces front (the cover)

FIQURE 7B1-1. Installation A C D E Gand HKit D hole
orientation.

b. Place two "D holes in the interconnection box for installation
“B" configuration in the orientation shown in figure 7B1-2.

Permanently mark port
receptacle as follows: Permanently mark starboard
“To Pier” \ r S ] & L receptacle as follows:
] “To Outboard Ship”.
] J . JAL 1

L L1

D hole orientation: flat faces front (the cover).

FIQURE 7B1-2. Installation “B’” Kit D hole orientation and narki ngs.

Step 3
Step 4

Step 5
Step 6
NOTE:

Step 7

Renove the large nut on the hermaphroditic receptacle

Pl ace the hermaphroditic receptacl e inside the interconnection box and
t hrough the D hol e.

Place ring fromdust cover onto the hermaphroditic receptacle.
Place and tighten the nut onto the hermaphroditic receptacle.

Use a 1-7/8 in wench to tighten the nut. Use a 2 in wench inside
the interconnection box to hold the hernaphroditic connector while
tightening the nut.

Mar k i nterconnection boxes for the installation “B” Kit configuration
as shown in figure 7B1-2.

7B1-2 METHOD 7B1
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3.3 Procedure 11. Mthod 7B1-2 Interconnection box cable routing to a patch
panel (see figure 7B1-3). Method 7B1-2 describes the entry of shipboard cable into
the interconnection box, routing of the single fiber cables (CFCCs) around the
i nterconnection box and termnation of the single fiber cables at a patch panel, such
as in the ship s radio room

3.3.1 Equipnment and materials. The equi pnent and materials in tables 2B1-1 and
2Cl-1 shall be used to performthis procedure.

CAUTI O\ Throughout the term nation process, cleanliness is critical to
obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

Hermaphroditic

receptacle Y _) —Patch panel

~ ST connector

—— ST-to-ST adapter

Tie wrap

Tie wrap

— T ” tuffing tube ”
o o <«—— MCP

FIGQJRE 7B1-3. Single fiber cable routing inside interconnection box.

3.3.2 Cable preparation.

Step 1 - Install each cable into the interconnection box multiple cable
penetrator (MZP) per Method 2Bl or stuffing tubes per Method 2Al.

Step 2 - Performcable entry, GFCC routing, and GFCC ternmination to the patch
panel in accordance with Method 2Bl and Method 2Cl of this standard.

NOTE: The cabl e outer jacket shoul d have been stripped back 0.9 m(3 ft) and
each GFCC terminated with an ST connector in accordance w th Mthod
5B1 of this standard.

NOTE: Eight fiber, multinode cable is rmarked MB5045/17-01P. E ght fi ber,
singl e node cable is marked M85045/17- 02P.

Step 3 - Route the 0.9 m(3 ft) of stripped back GFCCs around the
i nt erconnection box per Method 2Cl of this standard. Al COFCCs shoul d
be routed around the interconnection box at |east three quarters of a
turn.

NOTE: Routing one-half of a turn around the interconnection box then to the
termnation point is the m ni mum acceptabl e routing di stance.

Step 4 - Install the ST connector on the end of each GFCC into the patch panel
per 3.2.2 of Method 2Cl1.

7B1-3 METHOD 7B1
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3.4 Procedure 111. Mthod 7B1-3 Interconnection box cable routing to a
her maphroditic receptacle. Method 7Bl-3 describes the routing of shipboard cabl e
around the interconnection box for termnation at a hernmaphroditic receptacl e wthout
goi ng through an internedi ary patch panel inside the interconnection box.

TABLE 7B1-11. Equipnent and naterials.
Description Quantity
Termni insertion tool, straight, M9504 (NAVSEA DW5 7325763 [item 1
6009 BF] or equal)
Termni removal tool, M9504 (NAVSEA DW5 7325763 [item 6009 BF] or 1
equal )

3.4.1 Equipnent and nmaterials. The equi pment and naterials in tables 2B1-11,
2Cl-1, and 7B1-2 shall be used to performthis procedure.

CAUTI O\ Throughout the term nation process, cleanliness is critical to
obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

3.4.2 Cabl e preparation.

NOTE: The exposed portion of the single node, single fiber cable at the end
of a multiple fiber cable should be at least 18 in in length to enabl e
single fiber cable to be nandrel wapped for return | oss neasurenents.

Step 1

Ensure that the cabl e has been prepared and term nated properly per
Met hod 7Al1-1 of this standard.

NOTE: The cabl e outer jacket shoul d have been stripped back 1.5 m(5 ft) and
each GFCC terminated with a terninus.

NOTE: Ei ght fiber, multinmode cable is marked MB5045/17-01P. E ght fi ber,
singl e node cable is nmarked M85045/17- 02P.

Step 2

Install each cable into the interconnection box multiple cable
penetrator (MP) per Method 2Bl of this standard or stuffing tubes per
Met hod 2A1 of this standard.

Step 3 - Route the 1.5 m(5 ft) of stripped back GFCCs around the

i nterconnection box per Method 2ClL of this standard. Al C-GCs shoul d
be routed around the interconnection box at |east one conplete turn
prior to termini insertion into the hermaphroditic receptacle or prior

to tie back.

NOTE: Routing one-hal f of the way around the interconnection box then to the
termnation point is the mninmum acceptabl e routing di stance.

Step 4 - Install the ternmini on the end of the designated O-CCs into the

her maphrodi tic receptacl e per Method 7Al-1 of this standard.

Pl ace a dust cover on the ends of termini not installed into the
hermaphroditic receptacle. Tie wap these GFCCs around the sides of
the i nterconnecti on box.

Step 5

7B1-4 METHOD 7B1
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METHCD 7C1
UMBI LI CAL ASSEMBLY CABLE Tl E- DOMN GU DELI NES AND PRACTI CES

1. SCCPE

1.1 Scope. This method provides guidelines and practices for depl oying the
unbi lical assenbly fromthe pier to the ship. Mthod 7Cl-1 covers the securi ng of
the unbilical assenbly at the pier and on the ship using the unbilical assenbly cable
grips. Method 7Cl-2 covers guidance for placing rat guards on the unbilica
assenbl y.
2. REQU RED EQU PMENT AND MATER ALS.

2.1 The equiprment and naterials in the tables located in the applicable
sections of this method shall be used to performthese procedures.

3. PROCEDURES

3.1 Safety summary. The followi ng safety precautions shall be observed:

a. Do not stare into the end of a fiber until verifying that the fiber is not
connected to a laser light source or LED

3.2 Procedure |. Method 7Cl-1 Securing the unbilical assenbly using cable
grips. Method 7Cl-1 describes procedures for tying down the unbilical assenbly at the
pier and on the ship using the unbilical assenbly cable grips.

3.2.1 Equiprment and materials. The equipnent and materials in table 7Cl-1
shal |l be used to performthis procedure:

TABLE 7Cl1-1. Equipnent and naterials.

Descri ption Quantity
Support grip, single eye, split nesh, |ace closing, 2
stal nless steel (NAVSEA DW5 7325761- 1A- 6007AA or equal )
Rope As required
El ectrical tie down strap (Tie waps) As required
Leat her gl oves 2 pair
Qoth rags 2
D agonal cutters (or other cutters for tie waps) 1

3.2.2 Pr ocedure.

Step 1 - Locate the portions of unbilical assenbly cable just off the ship
and off the pier.

Step 2 - Mve the closed mesh support grips on each end of the unbilical
assenbly to this location

NOTE: Movi ng the cl osed nesh support grips, is done by hol ding one end fixed
whil e increasing the opening of the other end. Conpressing both ends
like a Chinese finger Is |less effective.

NOTE: A split nesh, lace closing, support grip can be placed at the desired
location in lieu of noving the closed mesh support grip.

7Cl-1 METHOD 7C1
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NOTE:
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A split nesh, rod closing, support grip is not authorized for this
application. The rigidity of the rod can induce stress concentrations
leading to fiber breakage while cable is in use or coiled on the cable

reel
/— Support Grips

e || ||| §i E,

) {EREL S

FIQJRE 7Cl1-1. Support grips on unbilical assenbly.

Step 3 - Attach a rope to the single eye on the support grip

Step 4 - Attach the other end of the rope to a mooring clanp on the pier/ship.

NOTE:

Step 5 -

Place a drip loop in the cable between the pier and ship. The drip
loop is to contain sufficient slack or cable bend to conpensate for
ship position at high and | ow tides.

Use electrical tie down straps or other means to secure the unbilical
assenbly cable when it is routed close to detrimental obstacles (such

as near steamlines, at sharp protrusions, on gang planks, near
foot/vehicle traffic).

7Cl1-2 VETHOD 7C1

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.



M L- STD- 2042- 7 (SH)

3.3 Procedure II. Method 7Cl-2 Installing rat guards. Method 7Cl-2 descri bes

procedures for installing rat guards on the unbilical assenbly.

3.3.1 Egquipnment and materials. The equipnent and materials in table 7CL-11

shal |l be used to performthis procedure:

TABLE 7C1-11. Egquipnent and materials.
Description Quantity
Rat guard 1
Rubber sheet As required
WWaxed cord (ML-T-43435 Type | or conmercial) As required

3.3.2 Procedure.

NOTE:

Step 1 -
NOTE:

Step 2 -

NOTE:

Step 3 -

Arat guard is a funnel shaped device that is placed on the cable to
prevent rodent entry onto a ship via the pierside unbilical assenbly.
The rat guard is usually a two piece construction fabricated by the
shi pyard/shore activity. The two halves are held together in service
by waxed cord or other suitable means. Each shore site deternines the
requirement/need for a rat guard.

btain a rat guard suitable for the unbilical assenbly cabl e dianeter.

The outside diameter of the unbilical assenbly cable may range froma
maxi num of 16.20 mm (0.639 in) to a mnimmof 14.00 mm (0.551 in).

Wap the rubber sheet around the cable between the two hal ves of the
rat guard.

The rubber material is used to distribute the |oad on the cable from
the rat guard.

Usi ng the waxed cord, lash the two halves of the rat guard to the
cabl e.

7C1-3 VETHOD 7C1
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METHCD 7D1
UMBI LI CAL ASSEMBLY CABLE SPOCLI NG CPERATI ONS
1. SCCPE
1.1 Scope. This method describes a procedure for unbilical assenbly spooling
operations to place and rermove the unbilical assenbly fromthe pier to the ship.
Thi s nethod uses a hand cranked spooling device that confornms to NAVSEA DW5 7379173.
Met hod 7D1-1 covers spooling operations to remove a partial length of cable fromthe
cable reel. Method 7D1l-2 covers spooling operations to place a partial |ength of
cabl e back onto the cable reel. Method 7D1-3 covers spooling operations for initial
pl acerment of the unbilical assenbly onto a three flanged, cable reel.
2. REQU RED EQU PMENT AND NATERI ALS.

2.1 The equiprment and nmaterials in the tables located in the applicabl e
sections of this method shall be used to performthese procedures.

3. PROCEDURES.

3.1 Safety summary. The follow ng safety precautions shall be observed:

a. Do not stare into the end of an unbilical assenbly until verifying that the
unbi lical assenbly is not connected (attached to a laser |ight source or
LED) .

3.2 Procedure |. Method 7D1-1 Unspooling operation. Method 7Dl1-1 descri bes
procedures for removing a length of unbilical assenbly cable fromthe cable reel.

3.2.1 Equipnent and nmaterials. The equi pment and naterials in table 7D1-|
shall be used to performthis procedure:

TABLE 7D1-1. Equiprent and naterials.

Descri ption Quantity
El ectrical tie down strap (Tie waps) As required
Leat her gl oves 2 pair
Qoth rags 2
D agonal cutters (or other cutters for tie waps) 1
Tek wi pes As required
Al cohol bottle with al cohol/2-propanol or equal (seal abl e 1
type)
Canned air or conpressed air As required

3.2.2 Procedure.

3.2.2.1 Place unbilical assenbly onto spooling device.

Step 1 - Rel ease the fastening devices securing the split bushing on the
spool i ng device (see figure 7D1-1).

7D1-1 METHOD 7D1
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Step 2 -
Step 3 -

Step 4 -

Step 5 -

3.2.2.2
NOTE:

Step 1 -
NOTE:

M L- STD- 2042- 7 (SH)

Shaft
Spooling device

Main cable
storagel/cable
outside end

Hand crank . )
(handle)

Starting cable storage area (pocket)/
Split bushings cable inside end

FIGQURE 7D1-1. Hand cranked spooling device.

Renove the shaft fromthe spooling device.

Pl ace the unbilical assenbly cable reel onto the square portion of the
spool i ng devi ce shaft and secure it into place with |ocking pins.

Place the shaft with the affixed cable reel into the split bushi ngs on
t he spooling devi ce.

Secure the fastening devices on the split bushings.

Electrical tie down
straps (tie wrap)
3 places

Cable reel
(inside cut-away view
to show connection)

Hermaphroditic
cable plug

FIQURE 7D1-2. Hectrical tie down straps on unbilical assenbly.

Unspool outside end of cable fromcable reel (see figure 7D1-2).

Use at | east two personnel to performthis spooling operation. GOne
person shall operate the spooling device to unspool the cable fromthe
unbi lical assenbly cable reel, guiding the cable fromthe cable reel
The ot her person shall renove the needed cable | ength fromthe cable
reel, ensuring sharp bends are not placed in the cable and that the
cabl e exiting the connector does not whip, bend sharply or snag.

Plan the routing of the outside end of the cable.
Use the following routing guidelines:

a. Do not route near steamlines, other hot objects, sharp
penetrations, or vehicle/foot traffic.

b. Do not place the cable in a bend with a diameter smaller than 33
cm (13 1n) around corners or other object shapes.

7D1- 2 METHOD 7D1
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Step 2 -

Step 3 -
Step 4 -

Step 5 -

NOTE:

NOTE:

Step 6 -

Step 7 -

3.2.2.3

Step 1 -
NOTE:

M L- STD- 2042- 7 (SH)

c. Station the unbilical assenbly cable reel within 6.1 m (20 ft) of
a nating hermaphroditic receptacle.

d. Mke sure that the planned cable reel |ocation will be acceptable
for the duration of the connection to the pier and the ship. The
unbi l i cal assenbly location should not affect the ship’s routine
of taking on stores, fuel, amunition, etc.

e. Route the unbilical assenbly cable in the utility trench, up the
side of the gang plank and i n other |ocations where the unbilical
assenbly cable will not be subjected to damage. Select a route in
whi ch both degrees of bends and cable | ength is nininzed.

Qut off the electrical tie down straps that secure the connector on
the outside end of the cable to either flange (outside or center) of
the main cable storage area (see figure 7D1-2).

Put on tight fitting gl oves.

Di sengage the | ocki ng mechani smon the spooling device shaft to all ow
cabl e reel rotation.

CAUTI N Backlash can occur in the cable comng off of the cable reel
if the cable is unwound at an uneven rate. Backlash typically wll
occur if the cable is unwound at widely varying rates. (Constant
tension on the cable, as it is coning off the cable reel, should

m ni m ze any backl ash. Constant tension is applied by keepi ng your
hand on top on the cabl e.

Siowly unwi nd the unbilical assenbly cable fromthe cable reel while
wal ki ng the planned cable route. During this tine a second person
shoul d gui de the cable fromthe cable reel.

Do not unwi nd unbilical assenbly cable fromback of a truck. H gher
unspool i ng speeds (greater then 10 nph) and backl ashes will cause
fiber breakage.

WAl k slowy while unwinding the cable to ninimze pulling stresses on
the optical fiber.

Engage t he | ocki ng mechani smon the spooling device shaft to prevent
cable reel rotation once the required cable length is renoved fromthe
cabl e reel.

Verify that the unbilical assenbly cable is free of tangles,
obstructions, and obstacles that will interfere with the spooling
operation and other hazards listed in step 1.

Hand unwi nd cabl e inside end fromcabl e reel.

Plan the routing of the inside end of the cable.
Use the followi ng routing gui delines:

a. Do not route near steamlines, other hot objects, sharp
penetrations, or vehicle/foot traffic.

b. Do not place the cable in a bend with a dianeter smaller than 33
cm (13 1n) around corners or other object shapes.

c. Mke sure that the planned cable reel location will be acceptable
for the duration of the connection to the pier and the ship.

d. Route the unbilical assenbly cable so that it will not be
subj ected to damage.

7D1- 3 METHOD 7D1
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Step 2 -

Step 3 -

NOTE:
Step 4 -
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e. Select aroute in which both degrees of bends and cable length is
m ni m zed.

Qut off the electrical tie down straps that secure the connector on
the inside end of the cable to outside flange of the cable ree
pocket .

Hand unwi nd the short length of cable (i.e., the 6.1 m (20 ft) |ength)
fromthe pocket on the cable reel

This end of the cable is called the inside end.
Verify that the unbilical assenbly cable is free of tangles,

obstructions, obstacles that will interfere with the spooling
operation and other hazards listed in step 1.

3.2.2.4 Qonnect unbilical assenbly connectors to pier and ship (see

figure 7D1-3).

—— Ship

Pier

FIQURE 7D1-3. Mating hermaphroditi c connectors and dust covers.

Step 1 -

Step 2 -

Step 3 -

CAUTI QN Throughout the term nation process, cleanliness is critica
to obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to nininize the
ingress of dirt or dust into the connector parts.

Qean any dirt off the surfaces of the connectors and dust covers as
specified in Method 7EL-1.

Unscrew the hernaphroditic cable plug dust cover from hermaphroditic
cable plug on the unbilical assenbly. Likew se, unscrew the

her maphroditic receptacl e dust cover fromthe hernaphroditic
receptacl e on the interconnection box.

Visually inspect the inside of the connector and the termni for dirt
or dust, then performon the the foll owi ng acti ons:

7D1-4 METHOD 7D1
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a. Proceed with step 4 if the interior of the connector appears to be
cl ean.

b. dean the termni in the hernaphroditic cable plug and the
her maphroditic receptacle as specified in 7E1-2 if dirt or dust
appears in the interior of the connector.

Step 4 - Position and mate the hermaphroditic cable plug with the
her maphroditic receptacle as specified in Methods 7HL-1 and 7HL- 3.

NOTE: Screw t he dust cover on the hernmaphroditic receptacle to the dust
cover on the hernmaphroditic cabl e plug.

Step 5 - Repeat steps 1 through 4 for the connection at the other end of the
unbi | i cal assenbly.

NOTE: See Method 7Cl1-1 for securing the unbilical assenbly using cable grips
at the two points where the cable exits the ship and the pier.

NOTE: See Method 7Cl1-2 for placing a rat guard on the unbilical assenbly, if
required.

3.3 Procedure Il. Mthod 7D1-2 Spooling operation. Method 7D1-2 descri bes

procedures for placing a length of unbilical assenbly cable back onto the cable reel.

3.3.1 Equipnent and nmaterials. The equipnment and naterials in table 7D1-11
shall be used to performthis procedure:

TABLE 7D1-11. FEquipnent and materials.

Descri ption Quantity
El ectrical tie down strap (Tie waps) As required
Leat her gl oves 2 pair
Qoth rags 2
D agonal cutters (or other cutters for tie waps) 1
Tek wi pes As required
Al cohol bottle with al cohol /2-propanol or equal (seal able 1
type)
Canned air or conpressed air As required

3.3.2 Procedure.

3.3.2.1 D sconnect unbilical assenbly connectors frompier and ship.

Step 1 - Aean any dirt off the surfaces of the mated connectors and the mated
dust covers as specified in Method 7EL- 3.

Step 2 - Unscrew the hernmaphroditic cable plug dust cover fromthe
her maphrodi ti c receptacl e dust cover (on the interconnection box) as
specified in Method 7HL-4.

Step 3 - Screw the dust covers onto the hernaphroditic receptacle at the

i nt erconnecti on box and the hermaphroditic cable plug on the unbilica
assenbl y.

7D1-5 METHOD 7D1
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Step 4 -

3.3.2.2

Step 1 -

Step 2 -

Step 3 -

NOTE
Step 4 -

3.3.2.3
Not e:

Step 1 -

Step 2 -
Step 3 -

Step 4 -

Step 5 -
3.3.2.4
Step 1 -

NOTE;
Step 2 -

NOTE:

NOTE:

3.3.2.5
NOTE:

M L- STD- 2042- 7 (SH)

Repeat steps 1 through 3 for the connection at the other end of the
unbi | i cal assenbly.

Renove restraini ng/ securing devi ces.

Unti e/ unfasten the cl osed mesh support grips frommooring clanps or
other constraints holding the cable at points exiting the pier and
t he ship.

Renove el ectrical tie down straps and other constraints hol ding the
unbi lical assenbly cable in place at other points in the cable run

Wien feasible, carefully carry the hernaphroditic connector and
unbi lical cable to a safe place on the pier.

Do not place the unbilical assenbly cable in a traffic area.
Renove the rat guard, if applicable.

a. Carefully remove the waxed cord the hol ds the two hal ves of the
rat guard together.

b. Unwrap the rubber sheet fromaround the cable.

Pl ace unbilical assenbly onto spooling device.

Proceed to 3.3.2.4 if the unbilical assenbly is already on the
spool i ng devi ce.

Rel ease the fastening devices securing the split bushing on the
spool i ng device (see figure 7D1-1).

Rermove the shaft fromthe spooling device

Place the unbilical assenbly cable reel onto the square portion of the
spool i ng devi ce shaft and secure it into place with |ocking pins.

Pl ace the shaft with the affixed cable reel into the split bushings on
the spooling device.

Secure the fastening devices on the split bushings.

Hand wi nd cabl e inside end onto cabl e reel

Hand wind the short length of cable (i.e., the 6.1 m (20 ft) |ength)
into the pocket on the cabl e reel

This end of the cable is called the inside end.

Secure the connector on the inside end of the cable to the outside
flange of the pocket (see figure 7Dl-2).

Secure the connector in at least 3 places on the flange. Pl ace one
electrical tie down strap at the dust cover in a manner to ensure that
connect or does not rub agai nst the ground (surface) during transport
or during the remai nder of the spooling operation

Bungi e cord, rope or other nmeans rmay be used in lieu of electrical tie
down straps.

Spool outside end of cable onto cabl e reel

Use at least two personnel to performthis spooling operation. GOne
person shall turn the hand crank, the other shall guide the cable onto
the cabl e reel

7D1- 6 METHOD 7D1
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Step 1 -

Step 2 -

NOTE:

NOTE:

Step 4 -

NOTE:

NOTE:

NOTE:

Step 5 -

NOTE:

NOTE:

Step 6 -

Step 7 -
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Preference is to have at |east three personnel to performthis
function. The third person shall assist in guiding the unbilica
assenbly cable, ensuring that the unbilical assenbly cabl e does not
kink around turns and that there are no snags, whi pping or sharp bends
at the hernaphroditic cabl e pl ug.

Pl ace the hand crank onto the spooling device shaft and secure it
with a | ocking pin.

Verify that the unbilical assenbly cable is free of tangles,
obstructions or other obstacles that will interfere with the spooling
oper ati on.

The unbilical assenbly cable may be placed in 30.5 m (100 ft) to 61 m
(200 ft) loops (a multiple “S" shape pattern) to ease the spooling
operation if a sufficient lay down area is available. A third person
if available, can guide the cable at the end of each | oop while
observing for end whi ppi ng, sharp bends or snagging at the

her maphrodi tic cabl e pl ug.

Put on tight fitting gl oves while wi nding the outside end of the cable
onto the cabl e reel

The person guiding the cable onto the cable reel nmust have tight
fitting gloves. Loose fitting gloves can get caught between cabl e
wraps while winding the cable.

CAUTION  While guiding the cable onto the cable reel, keep your hand
on top of the cable. If your hand is positioned slightly to the side
of the cable, your hand can get caught between cabl e w aps.

CAUTION Turn the hand crank slowy to prevent injury (if the hand of
the person guiding the cabl e does get caught between cabl e w aps).

Turn the hand crank to wind the cable onto the cable reel. A second
per son shoul d gui de the cable onto the cable reel

Turn the hand crank slowy to mnimze pulling stresses on the optica
fiber.

The person guiding the cabl e shoul d have a rag in the hand that is not
on top of cable. Wpe dirt off of the cable using the rag as the
cable is wound onto the cabl e reel

The person guiding the cable shoul d stand on the spooling device frane
until enough weight (first few 100 feet of cable) 1s on the cable
reel. This will prevent spooling device novenent during the w nding
operati on.

Secure the connector on the outside end of the cable to either flange
(outside or center) of the main cable storage area.

Secure the connector in at least 3 places on the flange. Pl ace one
electrical tie down strap at the dust cover in a nanner to ensure that
connector does not rub against the ground (surface) during transport.

Bungee cord, rope or other nmeans rmay be used in lieu of electrical tie
down straps.

Engage t he | ocki ng nechani smon the spooling device shaft to prevent
cable reel rotation.

Rermove the hand crank fromthe spooling device shaft and place it in
the storage position on the spooling device

7D1-7 METHOD 7D1
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3.4 Procedure Ill. Mthod 7D1-3 Initial spooling operation. Mthod 7D1-3

describes procedures for initial placement of an unbilical assenbly cable onits
cabl e reel using the spooling device.

3.4.1 Equipnent and materials. The equipment and naterials in table 7D1-11

shal | be used to performthis procedure:

TABLE 7D1-111. Equipnent and naterials.

Description Quantity
Tie waps As required
Leat her gl oves 2 pair
Qoth rags 2
Di agonal cutters (or other cutters for tie waps) 1
Tek wi pes As required
Al cohol bottle wth al cohol/2-propanol or equal (seal able 1
type)
Canned air or conpressed air As required
Tape neasure 1

3.4.2 Procedure.

3.4.2.1 P ace cable reel onto spooling device.

Step 1 -

Step 2
Step 3

Step 4

Step 5 -
3.4.2.2
Step 1 -
Step 2 -
NOTE;

Step 3 -

Rel ease the fastening devices securing the split bushing on the
spool i ng device (see figure 7D1-1).

Rermove the shaft fromthe spooling device

Pl ace the cable reel onto the square portion of the spooling device
shaft and secure it into place with the | ocking pins.

Pl ace the shaft with the affixed cable reel into the split bushings on
t he spool i ng devi ce.

Secure the fastening devices on the split bushings.

Hand wi nd cabl e inside end onto cabl e reel

Measure (20 ft) fromone end of the cable using a tape neasure.
Pl ace the cable on the cable reel at the 6.1 m(20 ft) nark.

Position the cable reel such that cable at the 6.1 m (20 ft) nark is
lying agai nst the center flange, in the main cable storage area at the
openi ng between the main cabl e storage area and the starting cable
storage area (pocket).

Secure the cable at the 6.1 m (20 ft) mark to the center flange in the

nmai n cabl e storage area using electrical tie down straps (see figure
7D1-2) .

7D1- 8 METHOD 7D1
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NOTE:

NOTE:

Step 4 -

NOTE
Step 5 -

NOTE:

3.4.2.3
NOTE:

Step 1 -

Step 2 -

NOTE:

Step 3 -

NOTE:

Step 4 -

NOTE:

NOTE:

NOTE:
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This tie down provision is incorporated into the cable reel to affix
the cable so that the inside end of the cable is not renoved fromthe
reel during the outside end unw ndi ng operation

Bungee cord, rope or other means may be used in lieu of electrical tie
down straps.

Hand wind the 6.1 m (20 ft) of the cable into the pocket on the cable
reel

This end of the cable is called the inside end.

Secure the connector on the inside end of the cable to the outside
flange of the pocket.

Secure the connector in at least 3 places on the flange. Pl ace one
electrical tie down strap at the dust cover in a manner to ensure that
connector does not rub agai nst the ground (surface) during transport
or during the remai nder of spooling operation.

Spool outside end of cable onto cable reel

Use at |east two personnel to performthis spooling operation. Qe
person shall turn the hand crank, the other shall guide the cable onto
the cabl e reel

Pl ace the hank crank onto the spooling device shaft and secure it
with a I ocking pin.

Verify that the unbilical assenbly cable is free of tangles,
obstructions or other obstacles that will interfere with the spooling
oper ati on.

The unbilical assenbly cable may be placed in 30.5 m (100 ft) to 61 m
(200 ft) loops (a multiple “S" shape pattern) to ease the spooling
operation if a sufficient lay down area is available. A third person
if available, can guide the cable at the end of each | oop

Put on tight fitting gl oves while wi nding the outside end of the cable
onto the cable reel

The person guiding the cable onto the cable reel nmust have tight
fitting gloves. Loose fitting gloves can get caught between cable
wraps while wi nding the cable.

CAUTION Wiile guiding the cable onto the cable reel, keep your hand
on top of the cable. If your hand is positioned slightly to the side
of the cable, your hand can get caught between cabl e waps.

CAUTION Turn the hand crank slowy to prevent injury (if the hand of
person gui ding the cabl e does get caught between cabl e w aps)

Turn the hand crank to wind the cable onto the cable reel. A second
per son shoul d gui de the cable onto the cable reel

Turn the hand crank slowy to mnimze pulling stresses on the optica
fiber.

The person guiding the cable should have a rag in the hand that is not
on top of cable. Wpe dirt off of the cable using the rag prior to
cabl e being wound on the cabl e reel

The person guiding the cable shoul d stand on the spooling device frane
until enough weight (first few 100 feet of cable) 1s on the cable

7D1-9 METHOD 7D1
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Step 5 -

NOTE:

NOTE:

Step 6 -

Step 7 -
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reel. This will prevent spooling device novement during the wi nding
oper ati on.

Secure the connector on the outside end of the cable to either flange
(outside or center) of the main cable storage area.

Secure the connector in at least 3 places on the flange. P ace one
electrical tie down strap at the dust cover in a manner to ensure that
connect or does not rub agai nst the ground (surface) during transport.

Bungi e cord, rope or other means nay be used in lieu of electrical tie
down straps.

Engage the | ocki ng nmechani smon the spooling device shaft to prevent
cable reel rotation.

Renove the hand crank fromthe spooling device shaft and place it in
the storage position on the spooling device

7D1- 10 METHOD 7D1
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METHCD 7E1
CLEAN NG THE HERVAPHRCDI TI C CONNECTCR FCR NMATI NG CPERATI ONS
1. SCCPE

1.1 Scope. This method describes procedures for cleaning the outside surfaces
of a hermaphroditic connector that conforns to NAVSEA DW5 7379171 prior to nating,
cl eaning the pin and socket termni that conformto NAVSEA DW5 7379172 and that are
pl aced in this type of hermaphroditic connector and cl eaning of connector dust covers
that conformto NAVSEA DW5 7379171. Method 7EL-1 covers the connector cleaning
without termni cleaning. Method 7ELl-2 covers the connector cleaning with termn
cl eani ng. Method 7EL-3 covers connector outer surface and dust cover cleaning for de-
mati ng connector operations.

2. REQU RED EQU PMENT AND MATERI ALS

2.1 The equiprment and naterials in the tables located in the applicable
sections of this method shall be used to performthese procedures.

3. PROCEDURES

3.1 This section describes cleaning procedures for both hermaphroditic cable
pl ugs and hermaphroditic receptacles. The cleaning procedures are an integral part
of the connector nating and de-nating operations; therefore, references to the
applicable nmating procedures are included with these operations.

CAUTI O\ Throughout the termnation process, cleanliness is critical to
obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

NOTE: Termni are to be cleaned only when required. eaning prior to each
mating is not required. deaning the termni is required only when:

a. The hermaphroditic cable plug or hermaphroditic receptacle dust cover is
not mated and the termni end faces are exposed.

b. The optical signal shows excessive degradation
C. Dirt is found in the interior of the dust cover.

3.2 Safety summary. The foll owi ng safety precautions shall be observed:

a. Do not stare into the end of an unbilical assenbly until verifying that the
unbi lical assenbly is not connected (attached to a laser |ight source or
LED) .

3.3 Procedure |. Mthod 7E1-1 Standard connector cl eani ng.

NOTE: This procedure is the standard procedure for cleaning hernaphroditic
connectors during connector positioning and rmati ng operations as
specified in Methods 7HL-1 and 7HL- 3.

3.3.1 Equiprment and nmaterials. The equipnent and rmaterials in table 7El-1
shal |l be used to performthis procedure:

7E1-1 METHOD 7E1
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TABLE 7E1-1. Equipnent and material s.
Descri ption Quantity
A oth rags As required
Canned air (NAVSEA DW5 7325763-1G 35 or equal) As required
Step 1 - dean the outside surfaces of the hermaphroditic connector and the

her maphroditi c dust cover with cloth rags.

Step 2 - Renove the dust cover fromthe hernaphroditic connector.

Step 3 - Blowair across the termni end face.

NOTE: Hol d the tube/ nozzle on the canned air about a foot fromthe ternini
and bl ow the air across the connector end face. The canned air
contains a propellant. Blowing air directly on the connector end face
wi |l deposit propellant residue on the termni.

3.4 Procedure |1. Method 7E1-2 Connector cleaning with term nus cleaning.

NOTE: Thi s cl eaning procedure is used during hermaphroditic connectors

mati ng operations, as specified in Mthod 7HL-3, only if one or nore
of the conditions in the note under 3.1 of this Method appli es.

3.4.1 Equipnent and nmaterials. The equipment and naterials in table 7E1-11

shal |l be used to performthis procedure:

TABLE 7E1-11. Egquiprent and materials.

Description Quantity
doth rags As required
Lint free swabs (NAVSEA DW5 7325763-1G 45 or equal) As required
Wpes, cleaning cloth, white (NAVSEA DWs 7325763- 1G 34 or As required
equal )

Al cohol bottle with al cohol/2-propanol or equal (sealable 1
type)
Canned air (NAVSEA DW5 7325763-1G 35 or equal) As required
A len wench, 5/64 in (NAVSEA DAG 7325763-1G 42 or equal ) 1
Step 1 - dean the outside surfaces of the hermaphroditic connector and the

Step 2 -
Step 3 -

Step 4 -
NOTE:

her maphrodi ti c dust cover with cloth rags.
Rermove the dust cover fromthe hernaphroditic connector.

Renove the detachabl e socket insert fromthe connector using a 5/ 64
inch All en wrench.

Danpen the end of a lint free swab (extra small size) with al cohol.
Ensure that a 99 percent pure isopropyl alcohol is used. This alcohol
purity may be | abel ed as USP grade 99 % pure, ASC grade or technical

grade. king an al cohol of |esser purity will |eave a residue and
conplicate further cleaning efforts.

7TE1-2 METHOD 7E1
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NOTE:

Step

NOTE:

NOTE:

NOTE:

Step

NOTE:

Step

NOTE:

Step
Step
Step
Step
Step

5 -

9 -

10 -
11 -
12 -
13 -
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Rotate the lint free swab back and forth across each termnus end face
with slight pressure on the termnus end face.

Performstep 6 imrediately after this step to mnimze a contaninated,
air dried, alcohol filmresidue fromformng.

Wpe back and forth across each termnus end face using slight finger
pressure with a dry, lint-free, cleaning cloth (cloth wipe) or |int
free swab.

Ensure the wipe used is the type specified. Cher types of w pes or
tissues will deposit lint on the termnus end face or may scratch the
glass at the termnus end face.

Wpe the end face of each ternminus individually. Do not put an
already wi ped area of the material onto adjacent termni, especially
al ready wi ped ternini.

Wpe each ternminus using a different area on the cloth w pe. Wping
two termini with the same area on the cloth wipe can | eave dirt, from
the first termnus on the second term nus.

Bl ow air across the ternini end face.

Hol d the tube/ nozzle on the canned air about a foot fromthe ternini
and bl ow the air across the connector end face. The canned air
contains a propellant. Blowing air directly on the connector end face
wi |l deposit propellant residue on the ternini.

Danpen the end of a lint free swab (extra small size) with al cohol.
Ensure that a 99 percent pure isopropyl alcohol is used. This alcohol
purity may be | abel ed as USP grade 99 %pure, ASC grade or techni cal
grade. Uking an al cohol of l|esser purity will |eave a residue and
conplicate further cleaning efforts.

Run the wetted, lint free swab through one alignnent sleeve one tine.
Run a dry, lint free swab through one alignnent sleeve one tine.
Repeat steps 9 and 10 for each alignnent sleeve.

Blow air into each alignment sleeve on the detachabl e socket insert.

Repl ace the detachabl e socket insert onto the connector using a 5/ 64
i nch Allen wench.

7E1-3 METHOD 7E1
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3.4 Procedure |I1. Method 7E1-3 Connector de-nmating and dust cover cl eaning.

NOTE:

Thi s cl eaning procedure is used during hermaphroditic connector de-
nating operations as specified in Method 7HL- 4.

3.4.1 Equipnent and materials. The equipment and naterials in table 7EL-111
shal | be used to performthis procedure:

TABLE 7E1-111. Equipnent and naterials.

Description Quantity
doth rags As required
Wpes, cleaning cloth, white (NAVSEA DW5 7325763- 1G 34 or As required
equal )

Al cohol bottle with al cohol/2-propanol or equal (seal able 1

type)

Canned air (NAVSEA DW5 7325763-1G 35 or equal) As required
Step 1 - dean the outside surfaces of the hermaphroditic connector and the

her maphrodi ti c dust cover with cloth rags.

Step 2 - De-mate the two dust covers.
Step 3 - Danpen the cloth wi pe with al cohol.
Step 4 - dean each surface of the dust cover interior.
Step 5 - Wsing a dry, cloth wi pe, dry each surface of the dust cover interior.
Step 6 - Blowair into the dust cover interior.

7E1-4 METHOD 7E1
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METHCD 7F1
OPTI CAL LGSS TESTI NG CF Pl ERSI DE CONNECTI VI TY CABLE COMPONENTS
1. SCCPE

1.1 Scope. This method describes tailoring to procedures in Method 6ClL and
Met hod 6E1 suited to the pierside connectivity cabling configurations. Suppl erment
7F1-1 is an addendumfor the cable assenbly | oss test performed on unbilical
assenblies, pigtail assenblies, and for terninated shipboard cables. Supplenent 7F1-
2 is an addendum for the end-to-end attenuation test specific to pierside
configuration, i.e., fromthe pigtail assenbly at the pier to the outboard nost
i nt erconnection box on the ship.

2. ADDENDUM TO PROCEDURES.

2.1 Addendum|. Supplenent 7F1-1 to Method 6Cl-1 Cable assenbly | oss test.
Suppl errent 7F1-1 describes tailoring for optical |oss testing of unbilical
assenblies, pigtail assenblies, and terninated shipboard cables (designated only for
the pierside application) to Method 6ClL-1.

2.2.1 Equipnent and materials. The equi prent and naterials in table 7F1-1 shall
be used to performthe procedure in Method 6Cl-1:

TABLE 7F1-1. Equipnent and material s.
Description Quantity

LED source (NSN 7Z 6625 01 304 1739 or NAVSEA DW5 7325763-1B [item 1
6009BA] or equal )

Laser (LD source (NAVSEA DW5 7325763- 1B [item 6009BB] or equal) 1
Power meter (NSN 7Z 6625 01 304 1739 or NAVSEA DW5 7325763- 1B [item 1
6009BA] or equal)

MY, ST-to-ST connector, 1 nmeter length, multinode (NAVSEA DW5 2

7325763- 1D [item 6009AX] or equal)

MY, ST-to-ST connector, 1 meter length, single node (NAVSEA DW5 2
7325763- 1D [item 6009AY] or equal)

ST-to- ST adapter, single node, split ceramc alignnent sleeve, netal 2
housi ng (NAVSEA DW5 7325763- 1D [1tem 6007AB] or equal)

MY, hermaphroditic cable plug to ST connector, 1 neter length 2
(NAVSEA DWG5 7325763- 1E [item 6009AQ or equal)

MY, Socket ternini-to-ST connector, 1 meter |ength, single node 2
(NAVSEA DWG 7325763- 1F [item 6009AJ] or equal)

M, Pin termni-to-ST connector, 1 neter |ength, single nmode 2
( NAVSEA DWG 732576 1F [item 6009AK] or equal)

MY, Socket ternini-to-ST connector, 1 meter |ength, nmultinode 2
(NAVSEA DW5 7325763- 1F [item 6009AL] or equal)

, Pintermni-to-ST connector, 1 neter length, nultinode (NAVSEA 2
DWG 7325763- 1F [item 6009AM or equal)

Snap lock, plug, termni-to-termni connection device (NAVSEA DW5 2
7325763- 1F [item 6009AP] or equal)

7F1-1 METHOD 7F1
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TABLE 7F1-1. Equipnent and materials - continued.

Description Quantity
Snap | ock, receptacle, termni-to-termni connection device
( NAVSEA DW5 7325763- 1F [item 6009AR] or equal) 2
Termni insertion tool, straight, M9504 ( NAVSEA DW5 7325763 1
([item 6009BF or equal)
Tern}ni renoval tool, M9504 (NAVSEA DW5 7325763 [item 6009BF] or 1
equa
Ali gnment sl eeve insertion and removal tool, M9504 (NAVSEA DW5 1
7325763 [item 6009BH or equal
Wpes (NAVSEA DW5 6872811- 18 or equal) As required
Al cohol bottle with al cohol/2-propanol or equal (seal able type) 1
Canned air or conpressed air As required

2.2.2 Supplenent to cable assenbly loss test. Performthe cable assenbly | oss

test with the supplenental infornation as foll ows:

Item1l - Reference neasurenent setup. Gonnect the ST-to-ST MY between the
optical source and the power neter in accordance with Method 6Cl and

figures 7F1-1 through 7F1-6.

Iltem2 - Test neasurenent setup. Connect the cable assenbly under test to the
optical source and power meter in accordance with Method 6Cl, table
7F1-11, and the applicable figure (see figures 7F1-1 through 7F1-6).

NOTE: For cables with single termnus, Straight Tip (ST) connectors on one
or both ends, the ST-to-ST MY used to obtain the reference

measur enent shoul d be used as MY 1.

NOTE: If the cable assenbly contains termni that are not installed in a
her maphrodi tic connector, use the snap |lock plug and receptacle to

mate the MY terninus to the cabl e assenbly term nus.

The insertion

and renoval tools are needed to insert/renove the termni fromthe

snap | ock plug and receptacl e.

7F1-2

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.

METHOD 7F1




M L- STD- 2042- 7 (SH)

f®f@ O

p=T=> <1 d

Reference measurement (P,).

Test measurement (P,).

@ Light Source ( MM - Use LED source, SM - Use LD Source

@ Power Meter

(3)Hermaphroditic MQJ
@ Cable Assembly Under Test

(5) ST-to-ST MQJ (MM - use MM MQJ; SM - use SM MQJ)

FIQURE 7F1-1. Cable assenbly neasurenment: cabl e plug-to-cable plug
confi gurati on.

N o Nad

Reference measurement (P,)

O

= ’—c@%ﬂlﬂ?ﬁé“‘:ﬁ“’&c
2 @/ haC
Test measurement (P,)

@ Light Source (MM - Use LED source, SM - Use LD source)
@ Power Meter

@ Hermaphroditic MQJ

@ ST -to - ST MQJ (MM - Use MM MQJ, SM - Use SM MQJ)
@ Cable Assembly Under Test

(6) ST-to-ST Adapter

FIQURE 7F1-2. Cable assenbly neasurenent: receptacle-to-ST configuration.

7F1-3 METHOD 7F1
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N @

b ]

Reference measurement (P,)

})
o %

:m[@\\l Pal A

OIOIOXCIOIONS),

X@' @_/" L]
Test measurement (P,)
Light Source (MM - Use LED, SM - Use LD Source)
Power Meter
ST - to - Pin Termini MQJ

ST - to - ST MQJ (MM - Use MM MQJ, SM - Use SM MQJ)

Snap Lock Receptacle
Snap Lock Plug

Cable Assembly Under Test

FIQURE 7F1-3. Cable assenbly neasurenent: socket termni-to-pin termni
confi gurati on.

» O
=

Reference measurement (P,)

L om0 P

e

@RQEOEOWE® G

Test measurement (P,)
Light Source (MM - Use LED source, SM - Use LD source)

Power Meter

ST - to - Pin Termini MQJ

ST -to - ST MQJ (MM - Use MM MQJ, SM - use SM MQJ)
ST - to - ST Adapter

Snap Lock Receptacle

Snap Lock Plug

Cable Assembly Under Test

FIQURE 7F1-4. Cable assenbly neasurenent: socket termni—to-ST confiqguration.

7F1-4 METHOD 7F1
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Reference measurement (P,)

L e oo p 0 p

Test measurement (P,)

Light Source (MM - Use LED source, SM - Use LD source)

Power Meter

ST - to - Pin Termini MQJ

ST - to - ST MQJ (MM - Use MM MQJ, SM - use SM MQJ)
ST - to - ST Adapter

Snap Lock Receptacle

Snap Lock Plug

@REEOE® G

Cable Assembly Under Test

FI QURE 7F1-5. Cable assenbly neasurenent: pin termni-to-ST confiquration.

Reference measurement (P,)

< [

AR AT,

Test measurement (P,)

@ Light Source (MM - Use LED source, SM - Use LD source)

@ Power Meter

@ ST-to-ST MQJ (MM - Use MM MQJ, SM - use SM MQJ)
@ ST- to-ST Adapter

@ Cable Assembly Under Test

FIQURE 7F1-6. Cable assenbly neasurenent: ST-to-ST configuration.

7F1-5 METHOD 7F1
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TABLE 7F1-11. Cable assenbly |oss nmeasurenent setup.
Cabl e Cabl e assenbl y MY (J1) Adapt er connecting J1 Cabl e Adapt er connecti ng MY (J2)
assenbl y ends term nated connected to | to the cable assenbly | assenbly J2 to the cabl e connected to
with light source under test bei ng assenbl y under test power rret er
tested
Unbi | i cal Cabl e plug — ST end of MY Not applicabl e See Not applicabl e ST end of
Assenbl y bot h ends 6009AQ colums 1 second MY
& 2 6009AQ
Pigtail Cabl e receptacle| ST end of MY Not applicabl e See ST-t o- ST adapt er e ST end of
Assenbl y to ST single 6009AQ with a colums 1 6007AB SM ST-to-ST
node SM fi ber & 2 MY 6009AY
Pigtail Cabl e receptacle| ST end of MY Not applicabl e See ST-t o- ST adapt er e ST end of
Assenbl y to ST nultinode | 6009AQ with a colums 1 6007AB MM ST-to-ST
MV fi ber & 2 MY 6009AX
Cabl e from socket termni ST end of SM | Plug snap | ock 6009AP See ST-t o- ST adapt er e ST end of
port/ st arboar d/ to ST, single ST-to-pin on MY; receptacle |colums 1 6007AB SM ST-t o- ST
m dshi p/ hat ch node termni MY snap | ock 6009AR on & 2 MR 6009AY
to radi o room 6009AK cabl e assenbl y
Cabl e from pintermni to ST end of SM Recept acl e snap | ock See ST-t o- ST adapt er e ST end of
port/starboard/ | ST, single node ST-t o- socket 6009AR on MY; plug |colums 1 6007AB SM ST-to-ST
m dshi p/ hat ch termni MY snap | ock 6009AP on & 2 MR 6009AY
to radi o room 6009AK cabl e assenbl y
Cabl e from socket termni ST end of MM | Plug snap | ock 6009AP See ST-t o- ST adapt er e ST end of
port/starboard/ |to ST, multinode ST-to-pin on MY; receptacle |[colums 1 6007AB MM ST-to-ST
m dshi p/ hat ch termni MY snap | ock 6009AR on & 2 MY 6009AX
to radi o room 6009AL cabl e assenbl y sour ce>
Cabl e from socket termni ST end of MM Recept acl e snap | ock See ST-t o- ST adapt er e ST end of
port/starboard/ [to ST, nultinode| ST-to-socket 6009AR on MY; plug ([colums 1 6007AB MM ST-t o- ST
m dshi p/ hat ch termni MY snap | ock 6009AP on & 2 MY 6009AX
to radi o room 6009AM cabl e assenbl y

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.
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TABLE 7F1-11. Cable assenbly |oss neasurenent setup - conti nued.
Cabl e Cabl e assenbly MY (J1) Adapt er connecti ng Cabl e Adapt er connecti ng MY (J2)
assenbl y ends term nated connected to J1 to the cable assenbl y J2 to the cable connected to
with l'i ght source assenbl y under test bei ng assenbl y under test power et er
tested
Cabl e from socket ternini ST end of SM Pl ug snap | ock See Recept acl e snap ST end of SM
port to to pin termni, ST-to-pin 6009AP on MYJ; colums | | ock 6009AR on MYJ; ST-t o- socket
st ar boar d singl e node termni MY receptacl e snap | ock 1&2 pl ug snap | ock termni MY
6009AK 6009AR on cable 6009AP on cabl e 6009AJ
assenbl y assenbl y
Cabl e from socket ternini ST end of MM M ug snap | ock See Recept acl e snap ST end of MM
port to to pin termni, ST-to-pin 6009AP on MYJ; colums | | ock 6009AR on MYJ; ST-t o- socket
st ar boar d mul ti node termni MY receptacl e snap | ock 1&2 pl ug snap | ock termni MY
6009AL 6009AR on cable 6009AP on cabl e 6009AM

assenbl y

assenbl y

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.
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2.2.3 Cable assenbly loss calculation for each fiber.

Step 1 - Conpare the test results with table 7F1-111 for the nmaxi num acceptabl e
| oss.
NOTE: Refer to Method 6Cl1-1 for criterion for an acceptabl e cabl e assenbl y

and for corrective nmeasures to be taken if

a. The measured loss is 0.5 dB or nore above the maxi mum accept abl e
| oss

b. The neasured loss is less than 0.5 dB above the nmaxi num accept abl e

| oss.
TABLE 7F1-111 Maxinmum acceptable |oss for cable assenbly
Cabl e assenbly under test Si ngl e nmode Ml ti mode
Unbi lical assenbly (152 n 1.7 dB 1.8 dB
Unbi lical assenbly (30 m 1.5 dB 1.6 dB
O oss connect assenbly 1.5 dB 1.5 dB
ST to termni cable assenbly 1.6 dB 1.7 dB
(assurme 76 mcabl e run)
Termni to termni cable 1.7 dB 1.8 dB
assenbly (assume 152 mcabl e
run)
Pigtail assenbly with ST's 1.5 dB 1.5 dB
Pigtail assenbly wthout ST s 1.5 dB 1.5 dB
3.3 Addendum|Il. Supplenent 7F1-2 to Method 6E1-1 End-to-end attenuation

test. Suppl enent 7F1-2 describes tailoring for optical loss testing of two or nore
concatenated optical assenblies (two or nore ind vidual cable assenbl es connected
together in series) to Method 6EL-1.

3.3.1 Equipnent and nmaterials. The equipment and naterials in table 7F1-1
shall be used to performthis procedure.

3.3.2 Supplenent to end-to-end attenuation test. Performthe end-to-end
attenuation test with the supplenental information as foll ows:

Step 1 - Reference neasurenent setup. Connect the ST-to-ST MY between t he
source and power neter in accordance with Method 6EL and figures 7F1-1
t hrough 7F1-6).

Step 2 - Test measurement setup. Connect the concatenated cabl e assenbly under
test to the optical source and power neter in accordance wth Mt hod
6El, table 7F1-1V, and the applicable figure (see figures 7F1-1
t hrough 7F1-6).

NOTE: For concatenated optical assenblies with single termnus, ST

connectors on one or both ends, the ST-to-ST MY used to obtain the
ref erence neasurenent should be used as MY 1.

7F1-8 METHOD 7F1
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NOTE: If the concatenated cabl e assenbly under test contains termni that
are not installed in a hermaphroditic connector, use the snap | ock
plug and receptacle to mate the MY termnus to the cabl e assenbly
t erm nus.

3. 3.3 Maxi num accept abl e | oss for concatenated optical assenbli es.

I[tem1 Calculate the maxi numallowable |ink [oss using the formula in method
6E1 and the average conponent |oss val ues shown in table 7F1-1V.

Iltem2 - Conpare the neasured end-to-end attenuation to the specified nmaxi mum
al lowabl e l'ink |oss.

NOTE: Refer to Method 6E1-1 for criterion for an acceptabl e concat enat ed
cabl e assenbly and for corrective measures to be taken if

a. The nmeasured loss is 1.0 dB or nore above the maxi mum accept abl e
| oss.

b. The neasured loss is less than 1.0 dB above the maxi num accept abl e
| oss.

TABLE 7F1-1V. Maxi mum conponent | oss val ues.

Conponent Si ngl e node Ml ti mode
Cabl e 1.0 dB/ km @1300 nm 3.5 dB/ km @850 nm
.0 dB/ km @1300 nm
Single ternmnus, Straight Tip 0. 75 dB maxi num 0. 75 dB maxi num
(ST) connector (nated pair) (0.5 dB average) (0.5 dB average)
Mil tiple termni 0. 75 dB maxi num 0. 75 dB maxi num
(hermaphrodi tic) connector (0.5 dB average) (0.5 dB average)
(nated pair)
NOTE: Use maxi num | oss val ues for acceptabl e | oss cal cul ations (pierside

connectivity applications).

7F1-9 METHOD 7F1
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METHCD 7GL
Pl ER | NTERCONNECTI ON BOX | NSTALLATI ON
1. SCCPE

1.1 Scope. This method describes procedures for pier interconnection box
install ation.

2. REQU RED EQU PMENT AND MATERI ALS.

2.1 The equiprment and naterials in the tables located in the applicable
sections of this method shall be used to performthese procedures.

3. PROCEDURES.

3.1 Safety summary. The follow ng safety precautions shall be observed:

a. Do not stare into the end of a fiber until verifying that the fiber is not
connected to a laser light source or LED

3.2. Interconnection box installation.

3.2.1 The interconnection box and the equipnent in table 7Gl-1 shall be used to
performthis installation.

TABLE 7Gl-1. Equipnent and naterial s.

Descri ption Quantity

D hol e punch (NAVSEA DG 7325763- 1H 6009AH or equal ) 1
I nt er connecti on box (NAVSEA DW5 7325761- 2- 6003AK or equal )

Pat ch panel s for interconnection box (NAVSEA DWs 7325761- 2-
6003AL or equal)

Pigtail assenbly (NAVSEA DW: 7325760- 1B- 6000AC or equal) 1
ST-to- ST adapter, single node, nickel plated brass or 36
stai nl ess steel housing (NAVSEA DW5 7325761- 1A- 6007AB or

equal )

Wench, 1-7/8 in, open end

Wench, 2 in, open end

3.2.2 Procedure |I. Mthod 7Gl-1 Interconnection box installation (see figure
7Gl-1). This installation includes pigtail assenbly installation with cable routing.
NOTE: Pl ace the hermaphroditi c connection hole at a location in the
i nt erconnection box so that the connector can be easily nated/de-
mat ed.
NOTE: Steps 1 and 2 pertain only when installing the interconnection box
listed in table 7GL-1.
Step 1 - Install captive screws on the cover as the means to keep
i nterconnection box cover closed. Interconnection box comes with two

options to keep the cover closed (other is quick rel ease |atch).

Step 2 - Wse D hole punch to place a “D hole” in the mddle of the
i nt erconnection box side panel as shown in figure 7GL- 1.

7GL-1 VETHOD 7Gl
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D hole punch in table 7GL-1 is specified for use with interconnection
boxes made fromthe followi ng materials and thickness: nade frommnild
steel with a thickness of 14 gauge (0.078 in) or less, softer metals
(alum numor brass) with a thickness of 12 gauge (0.105 in) or |ess
and plastics (including fiberglass and mldly fibrous materials) with
a thickness of 0.135 in or |ess.

Use a round conduit punch to place the applicable size hole in bottom
of interconnection box for trunk cabl e entrance.

Pl ace single mode ST-to- ST adapters onto each patch panel

Secur e each patch panel inside of the interconnection box.

Pl ace the interconnection box at the [ ocation to be nounted.

Position the trunk cable fromthe pier inside the interconnection box.

Install the interconnection box onto the nounting surface using the
nmetal mounting bracket on the back of the interconnection box (an
optional nethod is to renove the nmounting bracket and use the

i nt erconnection box hol es).

WARNING Do not place a seal or conpound into the trunk cabl e conduit
I eading to the interconnection box. |If the conduit is sealed and the
i nterconnection box is heated by the sun, a partial vacuum may be
formed. This partial vacuumwi | prevent opening of the

i nterconnection box until cool ed or another hole is made.

If applicable, place the conduit fitting into the round
i nterconnection box hole and secure the conduit to the conduit
fitting.

Rermove the large nut on the hermaphroditic receptacle on the pigtai
assenbl y.

Pl ace the hermaphroditic receptacl e inside the interconnection box and
through the D hol e.

Place and tighten the nut onto the hermaphroditic receptacle.

Use a 1-7/8 inch wench to tighten the nut. Use a 2 inch wench
i nsi de the interconnection box to hol d the hermaphroditic connector
while tightening the nut.

Route the 1.5 m (5 ft) single fiber cables on the pigtail assenbly
around the interconnection box using the cable guides. Al single
fiber cables on the pigtail assenbly should be routed at |east once
around the interconnection box prior to ST connector placenent into a
ST-to- ST adapt er.

Routi ng one-hal f of the way around the interconnection box then to the
termnation point is the mninmum acceptabl e routing di stance.

The exposed portion of single nmode, single fiber cable at the end of a
nultiple fiber cable should be at least 18 in in length to enable
single fiber cable to be nandrel wapped for return | oss neasurenents.
Use a wi pe danpened with al cohol to clean all connectors and bl ow t hem
dry with air before maki ng connecti ons.

Step 14 - Place the ST connector on each pigtail assenbly, single fiber cable

into the designated ST-to-ST adapter

7Gl- 2 VETHOD 7Gl
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Step 15 -Route fibers fromthe trunk cable around the interconnection box per

NOTE:

NOTE:

NOTE:

Met hod 2CL of this standard. Al fibers should be routed around the
i nterconnection box at |east three quarters of a turn.

Routing one-half of a turn around the interconnection box then to the
termnation point is the nininmmacceptabl e routing distance.

This Method assunes that the trunk cable is termnated into a fan-out
unit.

Use a wi pe danpened with al cohol to clean all connectors and bl ow t hem
dry with air before naki ng connecti ons.

Step 16 - Place the ST connector on each fiber of the trunk cable into the

desi gnated ST-to- ST adapter.

"

@)

1\

D Hole Orientation: flat faces front (the cover).

FIQURE 7GL-1. D hole orientation.

7GL- 3 VETHOD 7Gl
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METHOD 7HL
HERVAPHRCD! TI C CONNECTCR PCSI TI ONS,  MATI NG AND CONCATENATI ON
1. SOOPE

1.1 Scope. This method describes procedures for configuring the
her maphroditic cable plug for nmating with a hernaphroditic receptacle or another
her maphroditic cable plug. Method 7HL-1 covers placing the hernaphroditic cabl e plug
inthe forward position and in the back position. Mthod 7HL-2 covers concat enati on
of a hermaphroditic cable plug with a crossconnect assenbly. Method 7HL-3 covers the
attachnent of an unbilical assenbly or a crossconnect assenbly with a hermaphroditic
receptacle. Method 7HL-4 covers the detachrment of an unbilical assenbly or a
crossconnect assenbly froma hermaphroditic receptacle. (See paragraph 7.1 of this
standard practice for nmore detail.)

2. REQU RED EQU PMENT AND MATERI ALS

2.1 The equiprent and naterials in the tables |located in the applicable
sections of this nethod shall be used to performthese procedures.

3. PROCEDURES

3.1 Safety summary. The follow ng safety precautions shall be observed:

a. Do not stare into the end of a fiber until verifying that the fiber is not
connected to a laser light source or LED

3.2 deaning. Performcleaning per Method 7E1-1 of this standard prior to
her maphrodi tic connector mating and per Method 7ELl-3 prior to connector de-nating.

CAUTION  Throughout the term nation process, cleanliness is critical to
obtai ning a high optical quality connection. MNake sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

3.3 Procedure | - Method 7HI-1 Positioning and mating a herrmaphroditic cable
plug (see figure 7HI-1). Method 7HL-1 describes pl acing a hernaphroditic cabl e plug
in the forward and back positions and mating in each of the two positions.

Hermaphroditic Cable Plug-to-Cable Mating

Cable Plug in back position Cable Plug in forward position

Hermaphroditic Cable Plug-to-Receptacle Mating

Receptacle Cable Plug in forward position

FI QJRE 7H1-1. Hernmaphroditic connector nating.

7H1-1 METHOD 7H1
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Receptacle
-
o
|/
Cable Plug
Cable Plug Retaining Nut
Coupling Ring

NOTE: Use correct technique for threading a cable plug to receptacle. Hold the
rear (retaining nut) of the cable plug in one hand while tightening the cabl e
plug coupling ring with the other hand.

FIQJURE 7HL-2. Threading a plug onto a receptacle.

FI QJRE 7HL-3. Threading a plug onto a pl ug.

7HL- 2 METHOD 7H1
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Receptacle

Cable Plug
Cable Plug Retaining Nut
Coupling Ring

NOTE: Use correct technique for un-threading a cable plug to receptacle. Hold
the rear (retaining nut) of the cable plug in one hand while tightening the cable
plug coupling ring with the other hand.

FIQURE 7HL-4. Unthreading a cable plug froma receptacl e.

Receptacle

S
S
\

Cable Plug

/ Coupling Ring Cable Plug
P Retaining Nut

NOTE: Use correct technique to renove un-threaded cabl e plug fromreceptacle.
After the threads are di sengaged, pull straight back on the cable plug to rel ease
it fromthe receptacle. ne suggested method is to hold the top of the coupling
ring and push on the interconnection box surface with the thunb and forefinger
until the cable plug is disengaged fromthe receptacle.

FIQURE 7HL-5. D sengaging a cable plug froma receptacl e

7H1- 3 METHOD 7H1
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3.3.1 Equiprment and materials. The equipnment and naterials in tables 7E1l-1
shall be used to performcleaning prior to these procedures.

CAUTI O\ Throughout the term nation process, cleanliness is critical to
obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

3.3.2 Placing the hermaphroditic cable plug in the forward position.

Step 1 - Verify that the hermaphroditic cable plug is in the back position by
observing that the external threads are conpl etely exposed (see figure
THL- 1) .

NOTE: The hermaphroditic cable plug is | ocked in the back position.

Step 2 - Rotate the coupling ring on the hernaphroditic cable plug clockw se
(when observed from hermaphroditic cable plug front face) until it
di sengages fromthe rear threads.

Step 3 - Push coupling ring forward (towards front face) until a physical stop
i s reached.

Step 4 - Rotate the coupling ring counterclockw se (when observed from
her maphroditic cable plug front face) until it rotates through the
t hreads and t hen di sengages.

3.3.3 Mating the hernmaphroditic cable plug in the forward position.

NOTE: See Method 7E1 for proper cleaning procedures to be used prior to
connect or mati ng.

Step 1 - Verify that the hermaphroditic cable plug in the forward position
is being mated with either a hermaphroditic cable plug in the
back position or a hernmaphroditic receptacle (see figure 7HL-1
and 7HL- 2).

Step 2 - Align the two front faces so that the protruding, horizontal flat
surface of each hernaphroditic connector cones into contact with and
slides into the recess of the mating hermaphroditic connector.

Step 3 - Press the two front faces together until they cone to a stop.

Step 4 - Rotate the coupling ring on the hernaphroditic cable plug in the
forward position in a clockw se direction (when observed from
hermaphroditic cable plug front face) until a physical stop is
r eached.

NOTE: Use the correct technique for threading a cable plug to a receptacle.
Hol d the rear (retaining nut) of the cable plug in one hand while
tightening the cable plug coupling ring with the other hand.

NOTE: The coupling ring hits a stop at this point and cannot be further
ti ght ened.

3.3.4 P acing the hermaphroditic cable plug in the back position.

Step 1 - Verify that the hernmaphroditic cable plug is in the forward position
by observing that the internal threads are conpletely exposed (see
figure 7HL-1).

Step 2 - Start by pulling the coupling ring on the hermaphroditic cable plug
towards the cable until the coupling ring reaches a stop.

7TH1-4 METHOD 7H1
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Step 4 -

Step 5 -

Step 6

NOTE:

NOTE:

Step 3
Step 4

NOTE:

NOTE:
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Rotate the coupling ring on the hernaphroditic cabl e plug
count er cl ockwi se (when observed from hermaphroditic cable plug front
face) so that the coupling ring threads engage.

Continue to rotate the coupling ring countercl ockwi se until it
di sengages fromthe threads

Pull the coupling ring towards the cable until either:

a. The back of the coupling ring reaches a stop and is in contact
with the wave washer.

b. The back of the coupling ring reaches a stop before comng into
contact with the wave washer. Performthe followi ng to place the
coupling ring in contact with the wave washer

(1) Sowy rotate the coupling ring cl ockw se (when observed
from hermaphroditic cable plug front face) until a key
engagerent is felt.

(2) Pull the coupling ring towards the cable until contact is
made with the wave washer

Rotate the coupling ring clockw se (when observed fromthe
her maphroditic cable plug front face) until a stop is reached.

This last step places the hermaphroditic cable plug in a “l ocked back
posi tion.

Mati ng the hermaphroditic cable plug in the back position (see figure

Verify that the hernaphroditic cable plug in the back position is
being mated with a hermaphroditic cable plug in the forward
posi tion.

Align the two front faces so that the protruding, horizontal flat
surface of each hernaphroditic connector cones into contact with and
slides into the recess of the mating hermaphroditic connector

See Methods 7E1-1 and 7ELl-2 for proper cleaning procedures to be used
prior to connector mating.

Press the two front faces together until they cone to a stop

Rotate the coupling ring on the hermaphroditic cable plug in the
forward position clockw se (when observed from hermaphroditic cable
plug front face) until a physical stop is reached.

Use correct technique for threading a cable plug to another cable
plug. Hold the rear (retaining nut) of the cable plug in one hand
while tightening the cable plug coupling ring with the other hand

The coupling ring hits a stop at this point and cannot be further
ti ght ened.
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3.4 Procedure I1. Mthod 7HI-2 Concatenating a crossconnect assenbly with a
hermaphroditic cable plug. Method 7HL-2 descri bes the attachnent (concatenation
procedure) of a crossconnect assenbly with a hernaphroditic cable plug on the
unbi l i cal assenbly.

3.4.1 Equiprment and materials. The equipnment and naterials in tables 7El-1
shall be used to performcleaning prior to this procedure.

CAUTI O\ Throughout the term nation process, cleanliness is critical to
obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

3.4.2 Concatenation of a crossconnect assenbly with an unbilical assenbly.

Step 1 - Renove the dust cover on the hermaphroditic connector of the
crossconnect assenbly that is in the back position

Step 2 - Renove the dust cover on the unbilical assenbly.

NOTE: Verify that one connector plug is in the forward position and one is
in the back position (see figure 7HL-1).

Step 3 - Position and mate the hermaphroditic cable plug of the crossconnect
assenbly to the hermaphroditic plug of the unbilical assenbly using
met hod 7HL- 1.

NOTE: See Methods 7E1-1 and 7E1-2 for proper cleaning procedures to be used
prior to connector mating.

Step 4 - Mate the dust cover on the unbilical assenbly with the dust cover on
t he crossconnect assenbly.

3.5 Procedure Il1l. Mthod 7HL-3 Attachnent of an unbilical assenbly or
crossconnect assenbly with a hernmaphroditic receptacle. Mthod 7HL-3 descri bes the
attachment of an unbilical assenbly or a crossconnect assenbly with a hermaphroditic
recept acl e.

3.5.1 Equipnent and materials. The equipnment and naterials in tables 7El-|
shall be used to performcleaning prior to this procedure.

CAUTI O\ Throughout the term nation process, cleanliness is critical to
obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

3.5.2 Attachnent of an unbilical assenbly or a crossconnect assenbly with a
her maphrodi ti c receptacl e.

Step 1 - Renove the dust cover fromthe end of the unbilical assenbly or the
crossconnect assenbly (with the hernmaphroditic cable plug in the
forward position).

Step 2 - Renove the dust cover fromthe hermaphroditic receptacle on the
i nt erconnection box.

Step 3 - Position and mate the hermaphroditic cable plug of the unbilical
assenbly or the crossconnect assenbly to the hermaphroditic receptacle
usi ng net hod 7HL- 1.

NOTE: See Methods 7E1-1 and 7EL1-2 for proper cleaning procedures to be used
prior to connector nating.

NOTE: Use correct technique for threading a cable plug to receptacle. Hold
the rear (retaining nut) of the cable plug in one hand while
tightening the cable plug coupling ring with the other hand.
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Step 4 - Mate the dust cover on the unbilical assenbly or the crossconnect
assenbly with the dust cover on the hermaphroditic receptacle.

3.6 Procedure |V. Mthod 7HL-4 De-mating the hermaphroditic connector
Met hod 7HL-4 describes the detachnent of an unbilical assenbly or a crossconnect
assenbly froma hermaphroditic receptacl e.

3.6.1 Equipment and materials. The equipnment and naterials in table 7EL-1
shal |l be used to performcleaning prior to this procedure.

CAUTI O\ Throughout the term nation process, cleanliness is critical to
obtaining a high optical quality connection. Make sure that your
hands and the work area are as clean as possible to mninize the
ingress of dirt into the connector parts.

3.6.2 De-nating the hermaphroditic receptacle (see figure 7H4 and &b).

Step 1 - Aean the exterior of the hermaphroditic cable plug, hermaphroditic
receptacl e and dust covers using Method 7E1-3.

De-mate the two dust covers.

Step 2

Step 3 - dean the interior of the dust covers using Method 7E1-3, if dirt or

dust is observed.

Step 4 - De-mate the hernmaphroditic cable plug fromthe hermaphroditic
recept acl e.

NOTE: Use correct technique for un-threading a cable plug to receptacle.
Hol d the rear (retaining nut) of the cable plug in one hand while un-
tightening the cable plug coupling ring with the ot her hand.

NOTE: Use correct technique to renove un-threaded cable plug from
receptacle. After the threads are disengaged, pull straight back on
the cable plug to release it fromthe receptacle. (ne suggested
nmethod is to hold the top of the coupling ring and push on the
i nterconnection box surface with thunb and forefinger until the cable
plug is di sengaged fromthe receptacl e.

Step 5 - Mate the dust covers onto the hermaphroditic connectors (both cable
plug and receptacl e) and hand tighten
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METHOD 71 1
CPTI CAL RETURN LCBS TESTI NG OF Pl ERS| DE CONNECTI VI TY CABLE ASSEMBLI ES
1. SOOPE

1.1 Scope. This method describes tailoring to procedures Method 6K1 for optical
return loss testing suited to the pierside connectivity cable assenblies. ptical
return loss testing is perforned only on single node cabl e assenblies or the single
node portion of a hybrid cable assenbly. Supplenent 711-1 tailors Method 6KL for the
optical return loss test of a single cable assenbly. Supplenment 711-2 tailors Method
6K1 for the optical return | oss test of two or more concatenated cabl e assenbl i es.

2. PROCEDURES.
2.1 Procedure |. Supplenment 711-1 to Method 6Kl Cable assenbly optical return

| oss neasurenent. Suppl ement 711-1 describes tailoring to performoptical return
I oss on a single cable assenbly (single node fibers only).

2.1.1 Equiprment and naterials. The equi pment and materials in table 711-1 shall
be used to performthe procedure in Method 6KIL.

TABLE 711-1. Equipnent and materials.

Descri ption Quantity
ORLM (ptical Return Loss Meter) (Noyes Fi ber Systems Mddel CRL 3 1
or equal)

MQJ, ST-to-ST connector, 1 neter length, single node (NAVSEA DW5 2
7325763- 1D [it em 6009AY] or equal)

SGC-to- ST adapter, single node, split ceramc alignnent sleeve, 2
met al housi ng (NAVSEA DW5 7325763- 1D [item 6007BE] or equal)

ST-to- ST adapter, single node, split ceramc alignnent sleeve, 2
met al housi ng (NAVSEA DW5 7325763- 1D [item 6007AB] or equal)

MQJ, hernaphroditic cable plug to ST connector, 1 meter |ength 2
(NAVSEA DW5 7325763- 1E [item 6009AF or equal )

MY, Socket ternini-to-ST connector, 1 meter |ength, single node 2
(NAVSEA DWG5 7325763- 1F [item 6009AJ] or equal)

MY, Pin ternmni-to-ST connector, 1 meter length, single node 2
(NAVSEA DWG5 7325763- 1F [item 6009AK] or equal)

Snap lock, plug, ternmni-to-termni connection device (NAVSEA DW5 2
7325763- 1F [item 6009AP] or equal)

Snap | ock, receptacle, ternmni-to-termni connection device (NAVSEA 2
DW5 7325763- 1F [item 6009AR or equal)

Termni insertion tool, straight, M9504 ( NAVSEA DW5 7325763 [item 1
6009BF] or equal)

Termni renoval tool, M29504 (NAVSEA DW5 7325763 [item 6009BF] or 1
equal )

Aignnent sleeve insertion and renoval tool, M9504 (NAVSEA DW5 1
7325763 [item 6009BH or equal)
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TABLE 711-1. Equipnent and materials - continued.
Descri ption Quantity
W pes (NAVSEA DW5 6872811-18 or equal) As
required
A cohol bottle with al cohol /2-propanol or equal (seal able type) 1
Canned air or conpressed air As
required

2.1.2 Supplenent for CRLM (ptical Return Loss Meter) setup and optical return

| oss measurenent. Performthe optical return | oss measurement wth the suppl erent al

i nfformati on as foll ows:

Step 1 -

NOTE:
NOTE:

NOTE:

Step 2 -

NOTE:

NOTE: -

NOTE:

Ref erence the CRLM  Performsteps 1 through 9 of Method 6K1, using
the setups shown in figures 711-1 through 711-5 and the suppl erent al
information in the foll ow ng notes:

The mandrel wap must be naintained during the referencing process.

Refer to tables 711-1 and 7F1-11 to select the proper input MY
for the cable assenbly configuration under test.

Place a loop, with a diameter of approxi mately one inch, in the cable
of each MY, or in each single fiber cable of each nultiple fiber MY.

btaining the optical return | oss nmeasurenment. Performsteps 10
through 15 of Method 6K1 using the setups shown in figures 711-1
through 711-5 and the suppl emental information in the follow ng notes:

If the cable assenbly contains ternini that are not installed in a
her maphrodi tic connector, use the snap |lock plug and receptacle to
mate the M) ternminus to the cable assenbly term nus.

Refer to tables 711-1 and 7F1-11 to select the proper output MY
for the cable assenbly configuration under test.

The CRLM di spl ays the return |l oss value. No keys need to be pressed
prior to obtain the measurement.

2.1.3 Cable assenbly acceptable return | oss for two connection interfaces.

Step 1 -

NOTE:

NOTE:

Conpare the test results with table 711-11 for the m ni num acceptabl e
return | oss.

Refer to Method 6K1 for criterion for an acceptabl e cabl e assenbly and
for corrective measures to be taken if the nmeasured return loss is
bel ow t he m ni num acceptable return loss specified in table 711-11.

The acceptable return loss, specified in table 711-11, is for ferrules
fabricated with a standard, domed polish.
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M ni num acceptabl e return | oss for one cabl e assenbly.

Cabl e assenbl y under test

M ni mum accept abl e return

| oss

Unbi lical assenbly (152 nj 28 dB for an assenbly
Unbilical assenbly (30 m 28 dB for an assenbly
Cabl e assenbly (ST-to-termni) 28 dB for an assenbly
Cabl e assenbly (termni-to- 28 dB for an assenbly
termni)

O oss connect assenbly 28 dB for an assenbly
Pigtail assenbly with ST's 28 dB for an assenbly
Pigtail assenbly wthout ST s 28 dB for an assenbly

71'1-3
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@ ORLM interface cable
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@ Cable Assembly Under Test Return Loss measurement configuration

FIGRE 711-1. Return |oss neasurenent: Cable plug-to-cable plug configuration
(exanpl e:  unbilical assenbly).
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@ Cable Assembly Under Test Return Loss measurement configuration

FIGQURE 711-2. Return | oss neasurenent: Cable plug-to-ST configuration
(exanple: pigtail assenbly).
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FIGURE 711-4. Return loss neasurenent: ST-to-pin termni configuration.
(exanpl e: port-to-radio roomand starboard-to-radi o roomcabl e assenblies).

711-7 METHOD 711

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.



ao

ORLM (Optical Return Loss Meter)
ORLM interface cable
SC-to-ST Adapter

ST-to-ST MQJ

OIGI00

[® Green
Dot

2&- /_@ <0k (f0 <>

M L- STD- 2042- 7 (SH)

Green

L0

ComatD
" 71

Diameter Mandrel
loop Wrap here

Reference the ORLM configuration

T 7 ccmr— <
( : ) — S rman] S
1Inch ‘@SJ %-J
Flameter Mandrel Connect Mandrel
oop Wrap here  together here Wrap here
(1) orLm
@ ORLM interface cable
@ SC-to-ST Adapter
(4) sT-to-sTMQU
@ ST-to-ST Adapter Return Loss measurement configuration
@ Snap Lock Receptacle
@ Snap Lock Plug
Cable assembly under test
@ ST-to-Pin Termini MQJ
FIGURE 711-5. Return | oss neasurenent: ST-to-socket termni configuration.
(exanple: port-to-radio roomand starboard-to-radi o roomcabl e assenblies).
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2.2 Procedure I1. Supplerment 711-2 to Method 6K1 Concatenated cabl e assenblies
optical return |oss measurenment. Suppl ement 711-2 describes tailoring to perform
optical return loss on two or nore concatenated cabl e assenblies (single node fibers

only).

2.2.1 Equipment and materials. The equipnment and naterials in table 711-1 shall
be used to performthe procedure in Method 6L1.

2.2.2 Supplenent for CRM (ptical Return Loss Meter) setup and optical return
| oss nmeasurenent. Performthe optical return | oss measurerment wth the suppl emental
information as foll ows:

Step 1 - Reference the C(RLM  Performsteps 1 through 9 of Method 6L1, using
the setups shown in figures 711-1 through 711-5 and the suppl erent al
information in the foll owi ng notes:

NOTE: The mandrel wap nmust be nai ntai ned during the referencing process.

NOTE: Refer to tables 711-1 and 7F1-11 to select the proper input MY
for concatenated cabl e assenbly configuration under test.

NOTE: Place a loop, with a diameter of approxi mately one inch, in the cable
of each MY, or in each single fiber cable of each nultiple fiber MY.

Step 2 - (btaining the optical return | oss neasurenent. Performsteps 10
through 15 of Method 6L1 using the setups shown in figures 711-1
through 711-5 and the supplenental information in the follow ng notes:

NOTE: If the concatenated cabl e assenblies contain ternini that are not
installed in a hermaphroditic connector, use the snap | ock plug and
receptacle to mate the MY termnus to the cabl e assenbly term nus.

NOTE: Refer to tables 711-1 and 7F1-11 to select the proper output MY
for the concatenated cable assenbly configurati on under test.

NOTE: The CRLM di spl ays the return | oss value. No keys need to be pressed
prior to obtain the measurement.

2.2.3 Concatenated cabl e assenbly acceptable return | oss for entire run.

Step 1 - Verify that the test results are greater than or equal to 24 dB, the
m ni mum acceptabl e return | oss for concatenated cabl e assenbl i es.

NOTE: The return loss for concatenated cable assenblies is considered
acceptable if the measured return | oss is greater than or equal to 24
dB, regardl ess of the nunber of cable assenblies being concatenat ed.

NOTE: Refer to Method 6L1 for corrective neasures to be taken if the
neasured return | oss is bel ow the nini mumacceptable return | oss
specified in Item1 of 2.2. 3.

NOTE: The acceptable return loss, specified inlteml of 2.2.3, is for
ferrules fabricated with a standard, doned poli sh.
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METHOD 7J1
CPTI CAL ACCEPTANCE TESTI NG CF Pl ERS| DE CONNECTI VI TY MEASUREMENT QUALI TY JUMPERS
1. SOOPE

1.1 Scope. This method describes tailoring to the procedure for optical |oss
(attenuation) testing in Method 6F1 suited to the pierside connectivity application
for measurenent quality junpers (Ms). It also provides gui dance for the
performance of optical reflectance testing of the M. Supplenent 7J1-1 tailors
Met hod 6F1 for the optical |oss acceptance test of a hermaphroditic connector
nmeasurement quality junper. Qher pierside connectivity, measurement quality junper
configurations are to be acceptance tested for optical |oss using Method 6F1 of this
standard without this supplement. Method 7J1-2 covers the optical reflectance
acceptance test for pierside connectivity, measurenent quality junpers. Qotical
refl ectance testing 1s perforned only on single node cabl e assenblies or the single
node portion of a hybrid cable assenbly.

2. REQU RED EQU PMENT AND MATERI ALS.

2.1 The equiprent and naterials in the tables |located in the applicable
sections of this nethod shall be used to performthese procedures.

3. PROCEDURES.

3.1 Procedure |. Supplenent 7J1-1 to Method 6F1 Hernmaphroditic connector
nmeasurenent quality junper optical |oss acceptance test. Supplenent 7J1-1 describes
tailoring to Method 6F1 for the optical |oss test of the measurenment quality junpers
contai ni ng a hernaphroditic connector.

3.1.1 Equiprment and materials. The equipnment and naterials in table 7J1-1
shall be used to performthe procedure in Mthod 7J1:

TABLE 7J1-1. Equipnent and material s.

Descri ption Quantity
LED source (NSN 7Z 6625 01 304 1739 or NAVSEA DW5 7325763- 1B 8
[item 6009BA] or equal)

Laser (LD) source (NAVSEA DW5 7325763-1B [item 6009BB] or 4
equal )
Power meter (NSN 7Z 6625 01 304 1739 or NAVSEA DW5 7325763- 1B Lor 12
[item 6009BA] or equal)
MY, ST-to-ST connector, 1 nmeter length, multinode (NAVSEA 1
DWG 7325763- 1D [item 6009AX] or equal)
MY, ST-to-ST connector, 1 meter length, single node (NAVSEA 1
DWG 7325763- 1D [ it em 6009AY] or equal)
ST-to- ST adapter, single node, split ceramc alignment 1
sl eeve, metal housing (NAVSEA DWG 7325763- 1D [it em 6007AB]
or equal)
MY, Socket ternini-to-ST connector, 1 meter length, single 2
node (NAVSEA DW5 7325763- 1F [item 6009AJ] or equal)
MY, Pin ternmni-to-ST connector, 1 meter length, single 2
node (NAVSEA DW5 7325763- 1F [item 6009AK] or equal)
MY, Socket ternini-to-ST connector, 1 meter |ength, 4
nul ti node (NAVSEA DW5 7325763- 1F [item 6009AL] or equal )

7J1-1 METHOD 7J1
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TABLE 7J1-1. Equipnent and materials - continued.

Description Quantity

, Pin termni-to-ST connector, 1 neter length, nultinode (NAVSEA 4
DW5 7325763- 1F [item 6009AM or equal)
Her maphrodi tic conpatibl e, hermaphroditic receptacle, NAVSEA DAG 1
7379171 part CR 12-Di-A-12 (NAVSEA DWG 7325762 [item 6004AC)
Termni insertion tool, straight, M9504 (NAVSEA D5 7325763 [item 1
6009BF] or equal)
Term ni removal tool, M9504 (NAVSEA DW5 7325763 [item 6009BF] or 1
equal )
Al ignment sleeve insertion and renoval tool, M9504 (NAVSEA DWG 1
7325763 [item 6009BH or equal)
Wpes (NAVSEA DW5 6872811- 18 or equal) As required
Al cohol bottle with al cohol /2-propanol or equal (seal able type) 1
Canned air or conpressed air As required

3.1.2 Supplenent to MY optical loss test. Performacceptance testing of

candi date Measurenent Quality Junpers ( MYs), with the supplenental information as

fol | ows:

Step 1 -

NOTE:

Step 2 -

NOTE:

Measure the ST end of the candi date hermaphroditic M.

(a) Reference neasurenent setup. Connect the ST-to-ST reference cable
(a qualified measurement quality junper) between the light source
and the power meter in accordance with Method 6F1 and figure 7J1-
1.

(b) Test neasurenent setup. Connect the candidate MY to the
ref erence cable (qualified hernmaphroditic M) in accordance with
Met hod 6F1, table 7J1-1 and figure 7J1-1.

The optical |oss of the ST connector end of the candidate

her maphrodi tic MQ shoul d be neasured first. This neasurenent nay be
done with each ST-to-termni junper renmoved fromthe candi date

her maphroditic MY. If so, connect the candidate MY to the reference
cable (qualified ST-to-ST MQY) using a single-nmde ST-to-ST adapter
and to the power neter using the applicable power neter adapter head
((jsee figure 7F1-6). Ensure the power neter used has a w de area

et ector.

Measure the terninus end of the candidate hermaphroditic MY.

(a) Reference neasurenent setup. Connect the ST-to-term nus reference
cabl e (a neasurenent quality junper M) between the |ight source
and the power meter in accordance with Method 6F1 and figure 7J1-
2.

This measurenent is done with each ST-to-termni junper renoved from
the qualified hermaphroditic MY. Use the applicabl e power neter
adapter head. Ensure the power neter used has a w de area detector.

(b) Test neasurenent setup. Connect the candidate MY to the

reference cable (a qualified hermaphroditic M) in accordance
with Method 6F1, table 7J1-1 and figure 7J1-2.
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NOTE: Assenbl e the reference cabl es (qualified hernmaphroditic MY) after the

ref erence nmeasurenents are conpl et ed.

Pl ace the term ni

ends of each

ST-to termnus junper into the hermaphroditic cable plug. This
assenbl ed hermaphroditic MY is identified as the reference cable for
the test measurement on the termni end.

3.1.3 Acceptance criteria.

Step 1 - Calculate the nean | oss and standard devi ation.

Per f orm cal cul ati ons

for each end of each candidate MY using the forrmula in Method 6FL.

Step 2 - Determine if the candidate MY is acceptable. A candidate MY is
acceptable if the nean | oss and the standard devi ation of the |oss of
each end is in accordance with table 7J1-11.

NOTE: If the nean |l oss or the standard deviation of either end is not in
accordance with table 7J1-11, the candi date hermaphroditic MY shal |
not be used as an M.

TABLE 7J1-11.

Test junper | oss acceptance criteria.

End connecti on Accept abl e | oss Si ngl e nmode Ml ti mode
(dB) St andar d devi ati on St andar d
(dB) devi ation (dB)
Commercial ST 0.0 <ug <0.35 0.1 max 0. 05 nax
NAVSEA DW5 7379172 pin 0.00 < u.<0.70 0.1 max 0. 05 max
t er m nus
NAVSEA DW5 7379171 0.00 <u.<0.70 0.1 max 0. 05 nmax
socket terninus
7J1-3 VETHOD 7J1
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p=T> <TF

Reference measurement (P,).

Candidate MQJ test measurement (P,) for hermaphroditic MQJ configuration.

@ Light Source ( MM - Use LED source, SM - Use LD Source)

@ Power Meter

(3)sT-to-sTMQU
@ SM ST-to-ST Adapter

@ Candidate MQJ under test (Individual ST-to-Termini jumper from the candidate MQJ)

FIGQURE 7J1-1. Optical loss MY acceptance test: ST connector end.
(exanpl e: candidate hermaphroditic MYJ).
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p=T= =

Reference measurement (P,).

Candidate MQJ test measurement (P,) for hermaphroditic MQJ configuration.

@ Light Source ( MM - Use LED source, SM - Use LD Source)

@ Power Meter

@Individual ST-to Termini jumper from the qualified hermaphroditic MQJ (Item 4)
(4) Qualified Hermaphroditic MQJ

@ Candidate MQJ under test.

FIGQRE 7J1-2. ptical loss M) acceptance test: cable plug end.
(Exanpl e: candi date hernmaphroditic MYJ).

3.2 Procedure |l. Method 7J1-2 Measurenent quality junper acceptance test for
optical reflectance. Method 7J1-2 describes an optical reflectance test procedure
for the acceptance of pierside connectivity, measurement quality junpers (MYs).

NOTE: Performthis test only on the ternini in the candi date hermaphroditic
M with single nmode fiber

NOTE: The optical return loss is the total optical power frommltiple
connector interfaces that is reflected back towards the source. The
reflectance is the optical power reflected back fromone connection
i nterface.

NOTE: The optical reflectance neasurenent can be performed at one connection
interface since the candidate MY has at least 46 m (18 in) length of
exposed and accessible single fiber cable. This exposed cabl e needs
to be mandrel wapped to performthe refl ectance measurement using an
CRLM (Optical Return Loss Meter).

3.2.1 Equipnent and nmaterials. The equiprrent and materials in table 711-111
shal |l be used to performthe procedure in Method 7J1-2

7J1-5 METHOD 7J1
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TABLE 7J1-111. Equipnrent and naterials.

Descri ption Quantity
CRLM (Optical Return Loss Meter) (Noyes Fi ber Systens Mdel 1
CRL 3 or equal)

, ST-to-ST connector, 1 nmeter length, singl e node (NAVSEA 2
DW5 7325763- 1D [item 6009AY] or equal)

SG to- ST adapter, single node, split ceramc alignnent 2
sl eeve, netal housi ng (NAVSEA DG 7325763- 1D [ it em 6007BE]

or equal)

ST-to- ST adapter, single node, split ceramc alignnent 2
sl eeve, metal housing (NAVSEA DW5 7325763- 1D [ it em 6007AB]

or equal)

M), hernaphroditic cable plug to ST connector, 1 meter 2
| ength (NAVSEA DW5 7325763- 1E [item 6009AQF or equal)

M), Socket ternini-to-ST connector, 1 meter |ength, single 2
node (NAVSEA DW5 7325763- 1F [item 6009AJ] or equal)

MY, Pin termni-to-ST connector, 1 neter |length, single 2
node (NAVSEA DWG 7325763- 1F [item 6009AK] or equal)

Snap lock, plug, termni-to-termni connection device 2
(NAVSEA DWG 7325763- 1F [item 6009AP] or equal)

Snap | ock, receptacle, termni-to-ternini connection device 2
( NAVSEA DWG 7325763- 1F [item 6009AR or equal)

Termni insertion tool, straight, M9504 ( NAVSEA DW5 7325763 1
[item 6009BF] or equal)

Termni renoval tool, M9504 (NAVSEA DW5 7325763 [item 1
6009BF] or equal)

Alignment sl eeve insertion and renoval tool, M9504 ( NAVSEA 1
DW5 7325763 [item 6009BH or equal)

Wpes (NAVSEA DN 6872811-18 or equal) As required
Al cohol bottle with al cohol /2-propanol or equal (sealable 1
type)

Canned air or conpressed air As required

3.2.2 (RM(Optical Return Loss Meter) setup and optical reflectance
neasurenent. Performthe optical reflectance neasurenent as foll ows:

WARNING Do not stare into the end of an optical fiber connected to an LED or

| aser diode. Light nay not be visible but can still danage the eye.
NOTE: Ensure the test equipnent calibration is current.
NOTE: Use a wi pe danpened with al cohol to clean the adapters/connectors and
wipe themdry with a clean, lint free, cotton (100% cloth before

nmaki ng the connecti ons.
Step 1 - Energize the CRLM

NOTE: Make sure that the CRLM has been energi zed for at |least 10 mnutes, to
ensure stabl e perfornance, before naki ng measuremnents.

Step 2 - Set the CRRMin optical return | oss mode. (Refer to the
manufacturer’s instructions for additional infornmation.)

7J1-6 METHOD 7J1
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Step 3 - Select the 1310 nmwavel ength (if the CRLM can performreturn | oss

Step 4 -

NOTE:

Step 5 -

NOTE:
NOTE:

NOTE:

NOTE:

NOTE:

Step

NOTE:

Step

Step
NOTE:

Step

NOTE:

Step

NOTE:

NOTE:

NOTE:

10

nmeasurenents at nultipl e wavel engt hs).

Attach the ST APC connector of the CRLMinterface cable to the optical
receptacle of the CRLM

The ST APC connector is an angle polished SC connector. The angle on
the end of the connector ferrule can be observed in a visual
i nspecti on.

Select the applicable input MY (a qualified MY) fromtable 7J1-
I1l, and connect the input MY to the CRLMinterface cabl e

Perform ST connector end first, using a ST-ST input M.

Use the hybrid adapter (ST-to-SC adapter)to mate the CRLM
interface cable to the input M.

Refer to figure 7J1-3 for the ST connector end setup and to
figure 7J1-4 for the terninus/cable plug end setup.

Do not connect the input MY to the candi date hernaphroditic MY under
test. This connection is not conpleted until step 10.

Place a loop, with a diameter of approxi mately one inch, in the cable
of each single node, single fiber cable of the input M.

Wap the input MY (or the appropriate single fiber cable of the input
M) around a 6 nm (0.25 in) nandrel.

The input MY (or the appropriate single fiber cable of the input MY)
shoul d be wapped around the mandrel until a stable value greater than
30 dBis indicated on the CRRMdi splay. Ten mandrel waps are usually
sufficient to obtain a stable val ue.

Ref erence the CRLM (Refer to the nanufacturer’s instructions for
additional information.)

Unwap the input MY fromthe mandrel .

Do not unwap the input MY fromthe mandrel until the referencing
process is conpl ete.

Verify that the ORLMis displaying a val ue between 14.3 dB and 15.9
dB.

If adifferent value is displayed, then reconnect the CRLMinterface
cable to the input MY and repeat steps 6, 7 and 8. |f this does not
remedy the problem then clean the CRLMinterface cabl e and the input
MY connections, and repeat steps 4 through 8.

Connect the appropriate end of the candidate MY under test to the

i nput M.

For the ST connector neasurenment end, an ST to ST adapter is required
to connect the input MY to the candidate MY under test.

For the termnus nmeasurement end, the input MY is mated directly to
the candi date MY under test.

If the candidate MQJ contains termini that are not installed in a
her maphrodi ti ¢ connector, use the snap | ock plug and receptacle to
mate the input M) ternminus to the candi date hernaphroditic MY

t erm nus.
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Step
NOTE:

Step
Step

Step

Step
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11 - Wap the candidate hernaphroditic MY (or the appropriate single fiber
cabl e of the candidate hermaphroditic MQ) around a 6 mm (0. 25 in)

nmandr el .

The candidate MIQ (or the appropriate single fiber cable of the

candi date M) under test) should be wapped around the mandrel until a
stable value is indicated on the CRLM di splay. Ten nandrel
usual ly sufficient to obtain a stabl e val ue.

12 - Record the val ue displayed by the CRLM

The CRLM di spl ays the refl ectance val ue.

prior to obtaining the neasurenent.

13 - Uhwrap the candi date hermaphroditic M fromthe nandrel.

waps are

No keys need to be pressed

Do not unwap the candi date hermaphroditic MJ fromthe nandrel until
the return | oss val ue has been recorded.

14 - Detach the input MY fromthe candi date hernaphroditic MY under test.

15 - Repeat steps 9 through 15 for the other single nmode fibers in the
candi dat e hermaphroditic MY under test.

16 - Repeat steps 5 through 15 for the termni

her maphrodi tic M under
17 - Proceed to 3.2.3.

test,

end of the candidate

usi ng an applicabl e i nput M.

3.2.3 Candidate MY acceptabl e refl ectance for each connection interface.

Step 1 - Verify the neasured return loss is within the acceptabl e range of
values identified in table 7J1-1V.

NOTE:

NOTE:

The candi date hermaphroditic MY is considered acceptable if the
neasured return loss is within the range of reflectance val ues shown
intable 7J1-1V. |If the measured return loss is acceptabl e, proceed
to step 3 below If the neasured return loss is outside of the
acceptable limts for reflectance, proceed to step 2 bel ow

The acceptabl e refl ectance range, specified in table 7J1-1V,

ferrules fabricated with a standard, doned poli sh.

is for

TABLE 7J1-1V. Acceptabl e refl ectance range per connection interface.

Type of ferrule-to-ferrule
i nterface under test

Accept abl e refl ectance range
at each interface

ST interface

-33 dBto -40 dB

Term nus interface

-33 dBto -40 dB

Her maphr odi ti ¢ connect or
interface

-33 dBto -40 dB

Step

2 - D sconnect and clean all

the connections and retest.

| f the neasured

candi date MY reflectance is still unacceptable, re-polish the
candi date MY term nations or replace the defective conponents and

retest.
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Step 3 - If the candidate MY is not going to be immedi ately connected to its
mati ng connectors, install protective caps over the candi date MY

connect ors.

I
2o

11Inch
Diameter  Mandrel
loop Wrap here

Reference the ORLM configuration

ORLM (Optical Return Loss Meter)
ORLM Interface Cable
SC-to-ST Adapter

Qualified ST to ST MQJ (Input MQJ)

@@EEE

Remove
Dust cover
during entire

Diameter Mandrel measurement

I Wrap here

°oP Mandrel P

Wrap here
ORLM Connect

together here
ORLM Interface Cable

SC-to-ST Adapter

Qualified ST-to-ST MQJ (Input MQJ)

ST-to-ST Adapter Reflectance measurement configuration

Candidate MQJ Under Test

FIQURE 7J1-3. Refl ectance neasurenent: ST connector interface.

(exanpl e: candidate hermaphroditi c MYJ).

7J1-9

Source: https://assist.dla.mil -- Downloaded: 2016-12-31T721:28Z
Check the source to verify that this is the current version before use.

VETHOD 7J1



M L- STD- 2042- 7 (SH)

Diameter Mandrel
loop

Wrap here
Reference the ORLM configuration
@ ORLM (Optical Return Loss Meter)

@ ORLM Interface Cable
@ SC-to-ST Adapter

(4) qualified Hermaphroditic MQJ (Input MQJ)

f@ Green
Dot

Mandrel

Diameter
loop Mandrel Wrap here
Wrap here
@ ORLM Connect

together here
(2) ORLM Interface Cable

@ SC-to-ST Adapter

@ Qualified Hermaphroditic MQJ (Input MQJ)

@ Candidate MQJ Under Test Reflectance measurement configuration

FI QURE 7J1-4. Reflectance neasurenent: cable plug interface.
(exanpl e: candi date hernaphroditic MY).
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